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RoHS COMPLAINT

ELECTRICAL PARAMETER
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STEP _ANGLE 1.8°1£5%
NO. OF PHASES 2

RATED VOLTAGE 252V
RATED CURRENT 4.2 A

RESISTANCE

0.6 ohm=10% AT 25°C

INDUCTANCE

1.8 mH+20% (1K Hz,1V rms)

HOLDING TORQUE

2.0 N-m(283 oz—in) (SEE NOTE 1)

RUNNING TORQUE
(AT ——PPS)

——MAX
(24VDC,RATED CURRENT,FULL STEP)

DIELECTRIC STRENGTH

500V AC 1 MINUTIE

INSULATION RESISTANCE

100 MQ MIN

INSULATION CLASS

B

TEMPERATURE RISE

80K MAX (SEE NOTE 2)

ROTOR_INERTIA

480 g—cm? (2.63 oz—irf)

WEIGHT APPROX. 1100 g(38.8 oz)
ALLOWABLE THRUST LOAD 15N

ALLOWABLE RADIAL LOAD 75N _(ON _THE SHAFT END)
AMBIENT TEMPERATURE —20°C TO +50°C

AMBIENT HUMIDITY

15% 10 95%

LIFE

5000 HOURS (SEE NOTE )

NOTES:
1. AT RATED CURRENT,TWO PHASE ON.

2. MEASURED BY RESISTANCE METHOD.MOUNT WITH ALUMINUM HEAT SINK
168x168xT5 AT TWO WINDING BE EXCITED BY RATED VOLTAGE,OPPS,2PHASE ON.
3. LIFE TEST CONDITION:2PHASE EXCITING,FULL STEP,AT MAX. STARTING

PULSE,BEARING TEMPERATURE SHOULD BE 70°C MAX.
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EXCITING SEQUENCE VS. DIRECTION OF ROTATION
WHEN EXCITING SEQUENCE AS SHOWN IN THE TABLE
SPECIFIED,MOTOR SHAFT WILL BE CLOCKWISE ROTATE
WHEN VIEWED FROM FRONT MOUNTING END.
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