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FC 3054 
Maple Country [8mm]

RATING: AC 3   |   THICKNESS: 8MM OR **12MM   |   SIZE: 192 x 1205 MM

FC 1072 
Teak Naturaldiele [8mm]

 

FC 2083

  

Classic walnut viva [8mm/12mm]

FC 3011 
Alder Country [8mm]

FC 3073 
Teak Select [8mm]

FC 3078 

FC 10642 
Canyon Renaissance Oak [8mm]

FC 1067
**Canyon Barnwood Oak II [8mm/12mm]

FC 10732 
**Teak Allover [8mm/12mm]

FC 10743 

 

Surabaya Teak [8mm]

FC 10654
Salinas Oak [8mm]

FC 1031 
Mountain Butternut [8mm]

FC 1062
Leone Oak [8mm]

WHILE STOCK LAST

FC 1052
Sherbourne Maple [8mm]

FC 10415 
History Cherry [8mm]

FC 2074
Natural Java Teak [8mm]



*NOTE : COLOR AND FINISHING MAY VARY FROM ACTUAL FLOORING COLOR

ACCESSORIES

ALUMINIUM:
EDGING 3mm x 24mm
EDGING 90 6.3mm x 22.2mm x 2700 mm
EDGING  45 6.3mm x 23.7mm x 2700 mm
L NOSING 11mm x 24mm x 2700mm

PROFILE DESCRIPTION
PVC:
T    7.5mm x 40mm x 2700mm
A   7.5mm x 40mm x 2700mm
L   10mm x 25mm x 2700mm
END    7.5mm x 30mm x 2700mm
F   8mm x 3.8 mm x 2700mm
RUNNER 8mm/12mm 

O     
O     

FC3054  MAPLE  COUNTRY FC 10415 HISTORY CHERRY FC 1031 MOUNTAIN BUTTERNUT

FC 3011 ALDER COUNTRY FC 10732 TEAK ALLOVER 

Skirting (PVC) 

TRANSATION F NOSING RUNNER 

LEND ADAPTATION 75mm x 15mm x 2440mm 95mm x 15mm x 2440mm

KAPURI LIGHT MAPLE MOCHA TEAK WALNUT WENGE WHITE
*For Skirting 

only

GREY

Colour Variations 

Aluminium Colour Variations for
Edging 90° and Edging 45° 

BLACK CHAMPAGNE

COPPER SILVERL  Nosing   EDGING (3mm)     O      EDGING 90   (5mm) O      EDGING 45   (5mm)

FC 3073 TEAK SELECT



TEST REPORT & SPECIFICATION

Authorized Dealer:

CHARACTERISTIC STANDARD REQUIREMENT SPECIFICATION 

Thickness - - 8mm / 12mm 
Dimension - - 192 x 1205mm 

Core Material - - High Moisture Resistance, 
HDF 

Surface Texture - - Emboss  
Thickness Swelling EN 13329 < 18% < 8% 

Formaldehyde Emission EN 717 1 E1 & E2 E1  
Level of Use EN 13329 Class 23/31 Class 23/31 

Abrasion Resistance EN 13329 AC3 AC3 & AC5 
Impact Resistance EN 13329 IC1 IC1 

Fire Resistance S 476 Part 7 IC1 Class 2 

Surface Stain Resistance EN 13329 5 (Group 1&2)  
4 (Group 3) 

5, (Group 1, 2 & 3) 
(No visible change) 

Resistance to Cigarettes 
Burn 

EN 13329 Rating 4 Rating 4 

Surface Soundness EN 13329 mm >1.0N / sqm 

Box 8mm 12mm 

Coverage 20sqft/box 17.60 sqft/box 

Packing 8pcs/box 7pcs/box 

Weight 13.5kg 16kg 
 

SCRATCH-RESISTANCE

FIRE-RETARDANT CHEMICAL-RESISTANCE

EASY INSTALLATION

ECO-FRIENDLY

STRONG & DURABLE

Overlaying Film
Aluminium Oxide (Al  O  )

Highly Anti Scratch 
Protective Overlay Best Clarity

2 3

by Talent

High Density Fiberboard (HDF)
Eucalyptus Core

Balancing Film
Moisture Barrier and 
Ensure Dimensional Stability

Click-lock System

Decorative Film
Printed Melamine Film
Natural Wood Patterns

European Origin


