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FEATURES

® Cost-effective and compact fingerprint e Exports data in Excel format by department.
attendance machine, e Reports generated include overtime, leave of

® |Large capacity for fingerprint, card, password absence and lateness in attendance.
and logs. ® Connects to PCusing USB or TCP/IP. WIF| option is

® Saves up to 10 fingerprints per user. also available.

® Adjust image distortion to ensure fingerprint ® Optional backup battery for uninterrupted
consistency. power supply.

® Manager role to lock device settings.

e Software program for PC to manage attendance

and logs.

Model AC123 ) (A) " e
User Capacity 5,000 {max.10,000) L
Fingerprint Capacity 5,000 {max.10,000)
Card/Password Capacity | 5,000 (max.10,000)
Transaction Capacity 100,000
Language English (B | |
Display 2.8 Inch TFT Color Screen — IE; g

[T B T N — ) _
Fingerprint Sensor 500DPI (optical sensor) i s s SO L0

s s
Proximity Card Standard for RFID Card(125KHz); optional for MIFARE card :
Communication TCP/IP, USB Flash Drive, optional for WIFI and RS485 ¢ e o™
Fawer SUpply DCOVIAIDC 12V/1.5A Dimension of Fingerprint Time Attendance AC123 in mm
Operating Temperature | 0°C~45"C

MEASUREMENT | A B C

Bell Built-in Timing Bell (Scheduled-bell} I mm | 172 132 34
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