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® Compact and high efficiency design suitable for

any control panels

® Fast120times A/D sampling rate, perfect for
high speed motion batching control

® Internal 24 bits A/D resolution

® Equipped with RS-485 or RS-232 serial interface a D DDD ﬁ‘.‘iﬁﬁi“

for remote display, PC, PLC, and HMI :

® All function setups and calibration can be done
through the keyboard or RS 232/RS485 Modbus
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® Flexible batching modes: insufficient filling, manual
and auto discharge, batch loop frequency/weigh/ ‘:‘:ﬁ";“

accumulations

Specifications

Model JIF-15A
Built-in Interface RS 232 (Modbus RTU and ASCII)
Weight display 6 digits,
Display 7 segments 0.56" high red LED
Status Indicators 3¢ LED, Final, Sp3, Sp2, Sp1, Z, Band, HI/OK/LO, MD(Stable), Zero, Net, Gross
Min. Readability x1,x2,x5 x10, %20, x50
Load cell excitation DC 5V+5% , 120mA (up to 8 350Q Load Cells)
Memory Calibration parameters and function settings are saved into EEPROM
Input sensitivity 0.12uV/D and up 1/60000 d
Max. measured voltage -1mV - 39mV
AID Conversion/rate AX /120 times/sec.
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