Fine Digital Wﬂighing Indicator

FS-8000

®®® Features

» Table or Panel Mounting Type
» Bigger 7 Segment, 7 Digit Blue Color Display
» Auto Span Calibration.

P Shielded by Aluminium Housing for Inmunity Against All forms of Radio Frequency
Interference and Susceptibility.

P Wide Range of Capacity and Division can be easily set by Keypad.
P Push Button Tare or Auto Tare Function,

P Peak—Hold and Sample—Hold Function

» M- (Automalic Accumulated Dale Store)]

*¢¢ Compact Weighing Indicator
FS-8000 Weighing Indicator is particularly suited for weight and measures approved applications such as Cranes, Platiorm Scale, Compression

Tester, Strain Tester so on. FS-8000 also is available in a robust Aluminium housing for front panel mounting.
Particularly optimum use for interference suppression and long—term stabllity in harshest environment.

Specification

1. Analog Input & A/D Conversion Section

Cutting size

Input Sensitivity 02 4w
Zero Adjust Range —4mV ~ +42.0mV
Loadcell supply Voltage DC 10V (£ 5V)
Max. loadcell Input Voltage 32 mv Out-Dimension (Unit : mm) Panel Cutting Size (Unit : mm)
Temperature Coefficient +20 ppm/ C
Input Noise +05 w PP - 1845
Input Impedance More than 10 M@ i
AD C i 130,000 Count 1592
Non-Linearty Range 0.005% of Full Scale
i - 10 1
C Method Dual - Slop ) ul 1936 — . 1855202
aEE
2. Digtal Section 9 % - 288 2
Max. Display "000000° i | BEEOss= l
A Digit x1, 52, %5, X10, %20, x50
7 7 Digit Hi ight Flu t
T Segment, 7 Digit Highly Bright Fluorescen
Tube
Character Size 10nn Height
Numeral Keypad and funclion 0~9),
— CIR 5, FRNT W Applications
Data Back-Up Permanent Record ppii !
3. General Section EXTERNAL DISPLAY Fs-4200
Power Voltage VAC 110/220V (£10%), 50/80Hz E / pese
Indicator Weight Net 3.3Kg, Packing 3.8Kg ; : ! ]
Temperature —10°C ~40°C ! PLATFORM |
Moisture Less ihan 85% RH ; 7%— COMPUTER
Dimension 193,6m x 88m x 160m | . | = Serial IF
| ] =]
4. Option Section i TANK RS-Z2(0P4)
Basic Standard 1 Serial neriacs RS 2020 i | Parallel VF|| Analog Out
1 | {OP.7)|| A~20NOP.E)
Option 2 Curent Loop i 7 0~10V (OP.5)
Option 3 Paralel Intertace : BCD OUT Weight (Posiive, Negative Logic) : : [ PRINTER
Option 4 Serial Interface : RS-422, RS-485 TRUCK | ?\“; N
Option 5 Anelog Output * 0~10V or 10V ~ OV ] -
Option 6 Anglog Output : 4~20 mA or 20 ~ 4 mA =7 — PRINTER RECORDER
Option 7 Printer Inferface : Centronics Peralel | npiiis
Option 10 Farallel Inferface : BCD In PART F5-G240
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