
JM TOP MOUNT SAND FILTER 
FIBERGLASS TANK WITH MULTIPORT VALVE 

FeaturesFeaturesFeaturesFeatures

• Fiberglass tank for superior strength

• durability and weather resistant

• Lateral design for superior flow

• Easy to install and minimum

• maintenance

• Six-way, clamp style, top-mounted

• multiport valve 

• Designed for fast and easy winterizing

• and servicing

• Maximum operating pressure: 50 PSI

• Union coupling for easy connection

    Model 
 Filtration Area 
      (sq. m /  

      sq. ft.) 

Flow Rate     
 (m

3
/h / LPM) 

Multiport  
   Valve 

  Sand 
Required  
   (kg) 

Carton   
   Wt.   
  (kg) 

740ST16 T400- 16” 0.13 m
2
 / 1.4 ft

2
 8 m

3
/h / 135 LPM    1.5 Inch       40     10 

       

740ST18 T450- 18” 0.17 m
2
 / 1.7 ft

2
  10 m

3
/h / 170 LPM    1.5 Inch       60     12 

       

740ST21 T550- 21” 0.22 m
2
 / 2.4 ft

2
  12 m

3
/h / 200 LPM    1.5 Inch      100     16 

       

740ST25 T650- 25” 0.32 m
2
 / 3.4 ft

2
  17 m

3
/h / 285 LPM    1.5 Inch        140     24 

740ST28 T700- 28” 0.35 m
2
 / 3.8 ft

2
  19 m3/h / 315 LPM    1.5 Inch        180     26 

       

740ST30 T750- 30” 0.45 m
2
 / 4.8 ft

2
  21 m

3
/h / 350 LPM    2.0 Inch        220     30 

       

740ST36 T900- 36” 0.66 m
2
 / 7.1 ft

2
  30 m

3
/h / 500 LPM    2.0 Inch        400     42 

       

740ST42 T1050-42” 0.88 m
2 
/ 9.5 ft

2
  38 m

3
/h / 630 LPM    2.0 Inch      615     56 

740ST48 T1200-48” 1.13 m
2 
/ 12.16 ft

2
  42 m

3
/h / 700 LPM    2.0 Inch      920     63 

       

740STMPV1 1.5 inch MPV for Sand Filter smaller than S750 
       

740STMPV2 2.0 inch MPV for Sand Filter T750 and T900 
       

 

 

 

 Dimensions 

   Model A mm B mm C mm  D mm  E mm 

T400- 16” 680 539 425 180 400 
      

T450- 18” 740 599 485 200 450 
      

T550- 21” 865 724 610 230 550 
      

T650- 25” 950 809 695 280 650 

T700- 28” 970 829 715 320 700 
      

T750- 30” 1080 903 765 370 750 
      

T900- 36” 1215 1038 900 440 900 

T1050-42” 1380 1203 1129  1050 

T1200-48” 1515 1338 1264  1200 
      

 

 


