
Features

• Installation - Inground pools, spas,

•ffountains and water features

• Large strainer basket with see-through
lilid cover

• Self-Priming(3m) with high flow rate

• 2 inch unions for easy installation

• Quality construction, strong and durable

• Thermal protection, class F and IP 55

• Maximum operating pressure: 50 PSI

Dimensions
Performances

JM HUNTER PUMPS
HIGH PERFORMANCE POOL PUMPS

Code L mm

JMP- H6207 593

JMP- H6210 593

JMP- H6215 593

JMP- H6220 609

S/N Code
Power
Nom

Voltage
(50Hz)

Amps
Max Flow

LPM
Max Hm

Port
(Slip)

Capacitor
Carton

Wt.

3 JMP- H6207 1 HP 220-240V 5.2 A 420 LPM 17 m 2 ” x 2 “ 20 uF / 450V 16 Kg

4 JMP- H6210 1-1/2 HP 220-240V 7 A 465 LPM 19 m 2 ” x 2 “ 30 uF / 450V 17 Kg

5 JMP- H6215 2 HP 220-240V 8.6 A 480 LPM 21 m 2 ” x 2 “ 40 uF / 450V 21 Kg

6 JMP- H6220 3 HP 220-240V 10 A 540 LPM 23 m 2 ” x 2 “ 50 uF / 450V 22 Kg


