TWO SIDES SERVO ECAM & BELT WRAP AROUND LABELLING

MODEL : SOLO2SL200-BW-250

FEATURES :

* Fully synchronized label applicator, top stabilizer and conveyor system.

+ High stability & accuracy performance Servo E-Cam applicator label dispencing.

* Product bottle will not topple if labelling interruption on conveyor stoppage and
restarting. Resuming will not affect labelling accuracy or missing label on product.

28 meter linear speed with smooth and stable continuous label dispensing.

» User friendly touch screen control panel with 30 input recipes (memories) for
different label/bottle type setting.

» 5 mechanical axis for vertical, horizontal, left and right, taper (tilting) and maximum
20 degree angle shearing on applicator adjustment.

* High quality electronics component parts to withstand longer shelf life usage.

» Solid and robust machine structure with high grade stainless steel conveyor frame.

» Flexible for online integration or offline labelling applications.

SPECIFICATIONS:

Label Applicator Head : Servo Electronic Cam Drive System
Dispensing Speed : 28 meter/min
Side Labelling Output : 70-90 pcs/min (product length 100mm + gap 200mm)
Belt Wrap Around Output : Approx. 60 pcs/min (product @ 50mm + gap 250mm)
Label Size : Length min. 20mm X max. 400mm
Height min. 20mm X max. 200mm
Label Roll : Inner @ 76mm / Outer @ 300mm
Power Supply : 220 - 240 voltage AC, 50Hz, Single Phase

Machine Dimension / Weight : 1800mm (W) x 1800mm (H) x 2350mm (L) / Approx. 330kg
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TEL: +603-8061 3842 FAX: +603-8063 3842

Website: www.sololabeller.com.my
Email: sales@sololabeller.com.my ; sololab@gmail.com

Built with Simplicity, Reliability & Accuracy



