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905-ZG

Monochannel amplifier equipment. The
broadband amplifier can be replaced
when a high output level and carrier to
C/N noise ratio are required (Consult
page 93).

Amplification equipment

ACCESSORIES

Units per packing
Packing weight

1
10.12 Kg

820 x 610 x 230 mm

CP-4269120132

Metal cabinet with cover with key but
without back. For the installation of two
modular sets of equipment with power
supply unit, amplifier and 10 modules or
power supply unit and 11 modules. Other
combinations include 2 power
supply units , an amplifier and 8 modules,
or 2 power supply units and 9 modules.
The SP-226 support frame is not included.
VE-500 ventilator optionally available.

Cabinet - 22 modules

Packing dimensions

Units per packing

Packing weight
1

0.10 Kg
160 x 90 x 30 mm

CD-0039120098 A/V input cable with mono/stereo
euroconnector.

A/V connection cable

Packing dimensions

Units per packing

Packing weight
1

0.08 Kg
120 x 40 x 20 mm

CD-1139120094 A/V input cable with RCA mono/ste-
reo connectors.

Packing dimensions

Units per packing

Packing weight
1

0.08 Kg
120 x 40 x 20 mm

CD-0119120079 A/V input cable with RCA mono con-
nectors.

A/V input cable

A/V connection cable

Packing dimensions
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