MILD STEEL CUT LENGTH

MERIT™ JG-50 is copper coated
TIG rod for welding of mild steels.

KEY FEATURES

*® High levels of silicon and

WELDING POSITIONS
All Position (With 100% Ar)
manganese for use on slightly

APPLICATION

® General construction for carbon

CONFORMANCE
AWS A5.18/A5.18M: ER70S-G

contaminated base metal
® Better puddle fluidity
steel and low alloy steel * Excellent wetting action

* Small diameter pipe and tubing * Embossed on each end for easy

* Sheet metal applications alloy identification

* Root pass pipe welding * Manufactured under a quality
system certified to ISO 9001

requirements

PACKAGING AND AVAILABLE DIAMETERS

4 N\
Diameter (mm) 5kg/plastic tube x 1000mm Product No.

1.6 5kg x 1000mm CEJ70SG016055F2W01

2.0 5kg x 1000mm CEJ70SG020055F2W01

24 5kg x 1000mm CEJ70SG024055F2W01

3.2 5kg x 1000mm CEJ70SG032055F2W01
9 4.0 5kg x 1000mm CEJ70SG040055F2WO01 )
CHEMICAL COMPOSTION - Solid Electrode
4 N\

Cc Mn Si P S
AWS Reqoulrements Not Specified
(%)
Typ'c?lk\)'a'”es 0.07 1.48 0.85 0.014 0.017
. J
MECHANICAL PROPERTIES - All Weld Metal
( Yield Strength, Tensile Strength, Elongation Impact ISO -V, (J) )
Mpa Mpa (%) -30°C
AWS Requirements 400 480 22 Not Specified
Typical Values 460 575 30 128

. J

ELECTRIC

THE WELDING EXPERTS®

JINZHOU JINTAI WELDING & METAL CO., LTD

No.116 Jie Fang West Road, Tai He District, Jinzhou Liaoning Province 121016, China

TEL: 86-416-7179 785

FAX: 86-416-7179 811

www.lincolnelectric.com.cn
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