FEAT
CRAFT

Consistent Enhance Productivity

GMAW
INVERTER

NENMWTTIEIET V  KEY BENEFITS

Heavy and medium metal workshops Wk

Ml spuctures: 1) Dual pulSe-liows to activate devoted pulse curves for allaminum, Accessories-Optional trolley and water cooling unitor the tool box
Solar and wind industry Wiy LIS S G U
Shipbuilding and offshore Wy ll:rrg::actiur::-zmm with temperature, voltage and current sensors mhce i‘t.al?rir:itlwwamm control,for added stability of the arc,even
Automobile industry B
Rerospace,railway, mining and industry Wi
I Weld steel stainless and Standard tripple phease
Pipelines W . ¢ 300mm(20KG) aluminum with the ‘h 3-400V 50/60Hz power
@ 200mm(5KG) optional Spool Gun supply.
Services,repair and maintenance N

Control Panel gV}

Generator Frienly-
Suitable for use with
generators .

LE 550V Tested In Production "

m When you have a wrong gird voltege, the machine will stop work immediately and the key core will be protected from

W Heavy Duty Cycle 60%

A SYNERGIC

- Dual Pulse-aiowsto
activale devoted pulse curves for
alluminum,mild steel and CuSi3.

Smart FAN-Reduce
power comsuncption and the
intake of dust and fames.

* Multi-GMAW 350-3 DP LCD *

damage especially the IGBT.

TECHNICAL DATA(subject to change without notice.)

[ | muni-emaw 250-30P LCD Multi-GMAW 300-3 DP LCD Multi-GMAW 350-3 DP LCD
3400 3-400

Power Supply Voltage 3-400
Mg MMA e L M L LU MMA e
Efisctive Curreat 124 WA ALES 1554 17.8A a3A 1BA 20A BA
Rated npat Pawer T4V B.AKA 6.76VA 0.2 11,200 7.8k 11760 T4k LEY
Fated Input Current 154 184 13A 204 Z3A 1A A 264 A
Duty Cycle(40°C 10min) BO% 250 A 6% 300 A 0% 350 A
100%: 185 A 100% 232 A 100% 275 A
Grid trequency S0/80H 50/80H Sk
No Load Vollage 15 16 18
Superior quality welding with advanced processes and faetures WELDING CURRENT RANGE 152504 10-2504 102504 15300 4 10-8504
WELDING VOLTAGE RANGE 16-26.5 VIMMATIG) 100 ViMIG) 16-26.5 VIMMATIG) 108 V(MIG) 16-26.5 VIMMATIG) 100 ViMIG)
Efficianzy 80% BO% B0
Multi-GMAW 250-3/300-3/350-3 DP LCD ot
Insislation class H H H
Protection class. P23 P23 P23
Conling AF N AF
Dimengions | xwzxh 670 x 240 x 450mm 670 x 240 x 450mm 670 x 240 x 450mm
Weight 6.0k %00k 6.0k
Wire Di ) Fe:0.B0.80.91.01.2 55:0.81.0 Fe:0.60.00.91.01.2 s:0.81.0 Fe:0.60.80.81.01.2 S5:0.8M1.0
Lo Fluz-Cored:0.6/0.8/0.91.01.2  Al1.01.2 Flux-Cored:0.6/0.610.91.01.2 AL1.8A.2 Flux-Cored.0.6/0.80.91.01.2 Al1.0A.2
Edactrode fype: G013 7018 6013 7018 6013 T8
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