TBQS Quantometer Technical Parameters

Maximum mediur
DM § mm } G-size axllsiﬁsz‘: e Flow range (m*/h) MPE
. G16 25~25
Dn2s G25 4~40
Gan | 65-65
: Lo GES 10~ 100
Product Overview -
G100 8~160
: ; DMB0 G160 12.5~250 +15% ( 20%Qmax=Q=Qmax)
The TBQS quantometer is a short pattern turbine G250 ) 20 ~ 400 L30m ;‘-Qmisﬂa % 2?%5.1-.5: )
gas meter that registers the operating volume r— 16MES ——
using an eight-digit mechanical counter. Via D100 G250 20~ 400
pulses the operating volume can be transferred to G400 | 32~ 650
an electrical volume corrector and converted to G400 39 650
normal or standard conditions. It is designed for DN150 G650 50~ 1000
N . . 10 -
none fiscal or in-plant metering of natural gas, 1000 80~1600
and has been approved according to the Europe- e 510 | T o
an guidelines of 2014/68/EU and 2014/34/EU. The G16 | - -
TBQS guantometer is suitable to be installed in
hazardous area of Category 2 (ATEX/IECEx
Ex-Zone 1) 112G ExiallC T4 Ga.
Dimension
Product madel TBQS-GI5~G1000 TBQ5-G10/G16
- Material Die-casting aluminum alloy Extruded aluminum alloy
D25 Thread type
: DN25 -
D Sl DNS0 DNED DN160 DN150
Internal External gs e
thraad thraad
Installation R R1” Flange joint PN1& Flange clamp PN16
Owerall dimension |Pipe thread |Pipe thread | (HG/T20592-2009) (HG/T 20592-2009)
dimension
Features e
| D"'“:r“:;f" L 2w 278 150 7s 120 150 180
+ Meter size G10 to G1000.
+ Flow rates from 16 to 1600m3/h. i.JII'n.enslc.:'| 51 I 160 / f / / /
- Nominal sizes from DN25(1") to DN150 (6"). i
« Pressure class PN10/16 and ANSI Class 150. |
: | kaini 195 195 195 235 260 285 335
+ Measuring range 1:20. {mm) 3 = =
+ Meter body is made of anodized high strength Aluminum. | —
+ Maintenance free based on permanent lubrication of the ball bearings. D'“"er'rq'fl"" € 2ss 245 245 210 290 310 360
+ Manual lubrication of the ball bearings by means of oil pump as option. :

+ Index head standard made of engineered polymer material, optional made of Aluminum. I — = :

+ Rotating index head(3557). = e e and ! F
+ Recommended straight inlet pipe 23DN and outlet pipe =2DN. L
Horizontal and vertical mounting position.

- Approval according to PED (PED9T/23/EG). i




