Hu HD-Video Surveillance Transmission Solution
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HD-Video UTP Transceiver
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Passive Analog HD Video Balun UTP101P-HD

[ Specification]
[tem Description
Transmission Channel 1 channel
Yideo Connector 1 channel
Functi HDCVE 370m{720P); 100m(1080P);
unction AHD: 330m(720P/960F); 300m(1080P);
P ; HOTVI: 170m{720P); 150m{1080F); Analog
Transmission Distance Video: 500m:
Coaxial Video Connector Female BMC Connector
) o ] Female RJ45 Connector 2-channel screw push
Video Transmission UTP Cable Video Connector
terminal
Ferformance and
Compatible Video Format HDOCVI, AHD, HDTVI, Analog Video
Connector
Signal Transmission Width 0~7TOMHz
Coaxial Video Connector Surge
) 2N per = IECE1000-4-5
protection
TP Cable Communication 2EN(different mode) 4KV {(common mode)
Frotection Level Connector Surge Protection perlECE1000-4-5
1a contact discharge level 3
1b air discharge level 3
ESD
per: IECE1000-4-2
Operation Temperature -10~~55C
Enviranmental Storage temperature -40-85°C
Hurmidity (non-condensing) 0-95%
Dimension (L=WW=H) 3Bmm*19mm*15mm
Material ABS
Mechanical
Color Black
MW 230
Stability MTBF =10000h




