Edgewise-type (All Up-type) Non-contact Meter Relay

<Direct connected type>

<Separate type>

Ordering code

This unit is an edgewise-type non-contact meter relay (Voltmeter / Ammeter).
With the panel area smaller than the scale panel, this relay allows side-by-side

mounting, contributing to miniaturization of the equipment that incorporates this unit.
% Electrostatic charge resistant resin is used to prevent electrostatic effects.

When you order

% Please inform below when you order

1) Model code (Refer below : 'Ordering code')

2) Scale
3) Unit

(Refer page 2 : 'Standard scale list')
(Refer page 2 : 'Unit list')

WSC-| 80H]| | -
y
Code Type Panel size (mm)
Direct
80HR [connected 83(H) x 26(W)
type
gOHF |Separate 83(H) x 26(W)
type
v
Code Type Setting point
1 [Relay 1 setpoint (H)
2 |contact 2 setpoint (HL)
A |Open 1 setpoint (H)
B__|collector 2 setpoint (HL)
\ 4
Code Mounting direction
T [Vertically
Y |Horizontally

Input range

Decorative panel

N |without decorative panel

A |with decorative panel

Delay function

N None

E |[Starting delay

Power Supply

90 to 120Vac

180 to 240Vac

*Only for separate type

20 to 26Vdc

10 to 14Vdc

A\ 4

Code

Input circuit

With True RMS value detector
N *Not acailable when DC power supply,
extended scale or WSC-80HF models

J [With True RMS value detector

Input Range DC AC Input Range DC AC
(Voltage) Range code | Accessories | Range code | Accessories (Current) Range code | Accessories | Range code | Accessories
0 to 50mV 15VDA None - - 0 to 100pA 21ADN None 21CAN None
0 to 60mV 16VDN None - - 0 to 200pA 22ADN None 22CAN None
0 to 100mV 21VDN None - - 0 to 500pA 25ADN None 25CAN None
0 to 200mV 22VVDN None - - 0 to 1mA 31ADN None 31CAN None
0 to 300mV 23VDN None - - 0 to 3mA 33ADN None 33CAN None
0 to 500mV 25VDN None - - 0 to 5mA 35ADN None 35CAN None
Oto 1V 31VDN None - - 0 to 10mA 41ADN None 41CAN None
0to 3V 33VDN None - - 0 to 20mA 42ADN None 42CAN None
0 to 5V 35VDN None - - 0 to 30mA 43ADN None 43CAN None
0 to 10V 41VDN None 41EAN None 0 to 50mA 45ADN None 45CTN None (CT built-in)
0to 15V 4FVDN None 4FEAN None 0 to 100mA 51ADN None 51CTN None (CT built-in)
0 to 20V 42VVDN None 42EAN None 0 to 300mA 53ADN None 53CTN None (CT built-in)
0 to 30V 43VDN None 43EAN None 0 to 500mA 55ADN None 55CTN None (CT built-in)
0 to 50V 45VDN None 45EAN None Oto 1A 61ADN None 61CTN None (CT built-in)
0 to 75V 4WVDN None 4AWEAN None 0to 2A 62ADN None 62CTN None (CT built-in)
0 to 100V 51VDN None 51EAN None 0to 3A 63ADN None 63CTN None (CT built-in)
0 to 150V 5FVDN None 5FEAN None 0 to 5A 65ADN None 65CTN None (CT built-in)
0 to 200V 52VDN None 52EAN None 0 to 10A 71AS2 WS-2 (Shunt) |71CT2 WCT-2CR (CT)
0 to 300V 53VDN None 53EAN None 0 to 15A 7FAS2 WS-2 (Shunt) |7FCT2 WCT-2CR (CT)
0 to 500V 55VM2 M-2 (Multiplier) [55EB?2 M-2 (Multiplier) 0 to 20A 72AS2 WS-2 (Shunt) |72CT2 WCT-2CR (CT)
0 to 750V 5WVM2 M-2 (Multiplier) [SWEB?2 M-2 (Multiplier) 0 to 30A 73AS2 WS-2 (Shunt) [73CT2 WCT-2CR (CT)
1to 5V (1MQ) 2222A None - - 0 to 50A 75AS2 WS-2 (Shunt) |75CT2 WCT-2CR (CT)
1to 5V 2222N None - - 0 to 75A 7TWAS?2 WS-2 (Shunt) |7WCT?2 WCT-2CR (CT)
Other than above 0 to 100A 81AS2 WS-2 (Shunt) |81CT2 WCT-2CR (CT)
10mV to less than 60mV (99VDA None - - 0 to 150A 8FAS2 WS-2 (Shunt) |8FCT2 WCT-2CR (CT)
60mV to less than 100mV - - 0 to 200A 82AS2 WS-2 (Shunt) |82CT2 WCT-2CR (CT)
100mV to less than 10V (99VDN None - - 0 to 250A - - 8RCT2 WCT-2CR (CT)
10V to less than 300V 99EAN None 0 to 300A 83AS3 WS-300 (Shunt) |83CT5 WCT-2CR (CT)
300V to less than 750V [99VM2 M-2 (Multiplier) [99EB?2 M-2 (Multiplier) 0 to 400A - 84CT5 WCT-2CR (CT)
0 to 500A 85AS5 WS-500 (Shunt) |85CT5 WCT-2CR (CT)
0 to 600A - - 86CT5 WCT-2CR (CT)
% Regarding the range code of extended scale and zero center scale 0 to 750A - - 8WCT5 WCT-2CR (CT)
Scale Range code Remarks 4 to 20mA 1111N None - -
Double extended scale [e]e]e)Y/e) . Other than above
Triple extended scale ooOowo Only for AC current input 10pA to less than 100pA (99ADA None - -
Zero center 000z0 Only for DC input S Y 99 ADN None 99CAN None
*Example : Input range code is "41VZN", if input range is +/-10V (zero center) 50mA to less than 5A 99CSN None (CT built-in)
5A to less than 150A [99AS2 WS-2 (Shunt) |99CT2 WCT-2CR (CT)
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Input signal DC voltage / DC current / AC voltage / AC current
Input rating 10mV to 750Vvdc
10uA to 500Adc
Output Relay contact output, open collector output (1 point or 2 point)
Setting range 0 to 100% of scale
Accuracy +2.5%
Dead band +1%

Contact capacity

Maximum : 125Vac 1A, Minimum : 10mVdc 10uA

Relay operating time

At startup : 0.5 seconds
Normal operation : 0.1 seconds

Operating temperature range

-10 to +60°C

Effects of ambient temperature

+0.01% FS per °C

Insulation resistance

100MQ or more with 1000Vdc meqgger

Dielectric strength

1500Vac for 1 minute

Weight

Approx. 210g (Relay output),
Approx. 160g (Open collector output)

Power supply voltage

100Vac / 200Vac / 24Vdc / 12Vdc

Power consumption

Approx. 2.5VA (200Vac), Approx. 2VA (24Vdc)

Panel size

83 (H) x 26(W)mm

Standard scale list

Max Scale Value Scale (Zero left or bottom) Max Scale Value Scale (Zero center)
0. 4 B a 10 1 o+ . 10 5 0 5 10
1, 10, 100 oot L, 2410, 2108 bbbl
0 5 10 15 15 10 5 1] 5 10 15
1.5,15,150 Forcberercbercerne b 1.5, 15, £150 B RARE RARRT RART ANRRA RNARY URAY I
2, 20, 200 [ 1 tooon T 2, +20, +200 i 1 i 1 |
20 Lerrebeerebeerrbnl £2 %20, bbbkt
£ S, S0 T A h] +3, 230, +300 ROTOn i'||:?+
Cl. 10 20 SD. .40 4 2 0 2 4
4, 40, 400 Tnnm ] £4, £40, 2400 SLerrberebere et
0 20 a0 40 50 iE 4 + 5 4 2 0 2 4 50
% olth 20 | L] SR Peberere e el s
0 2 4 [ 7.5 75 60 30 0 30 60 75
7.5, 75, 750 | EERRERERERR +7.5, +75, +750 RIREEE RN BN ||;|+

Notes : Contact us for special scale other than the above.
1) Color scale / letter / digit / band
2) Double / Triple extended scale

etc.

Unit list

mA cc

mA cm/min
mA cpm

A deg

A g

A Hz
mV kA
mV kg
mV kg/cm?
\' kHz
\4 k2

v km

kV km/h
kV kPa
kV kW

kQ mm t/h
I/ mm’ HA
£/h mm/min um
£/min mm/s us
/s mN VA
Ix m/h \A%
MPa m/s W
MW N w
MQ Pa Q
m pH %
m’ ppm C
m’ rpm 'F
mg s

mg/L t

m4 ton

Notes : Contact us for other than the above.

* Specification is subject to change without notice
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