
Modbus I/O Module

WMB Series

2.Compact Size 3.Easy wiring

WMB Series Line-up
●Analog input module

WMB-AI8 (Analog input 8ch)

●Analog / RTD input module
WMB-MAI6 (Analog input 3ch, Pt100Ω input 3ch)

NEW

1.Multi Ch input

8ch analog
RS-485

Modbus

Take OFF

WMB-AI8

3ch analog,

3ch Pt100Ω

RS-485

Modbus

WMB-MAI8

Multiple Analog input signals to 

RS-485 (Modbus RTU) communication!
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WMB Application ①

Ceiling type Hoist crane
Control panel

Hoisting Motor

CT converter
TZ-5DA-1A

Input : 0~1AAC
Output : 4~20mA

Measure Current load of hoist motor

Monitoring and diagnosis of deterioration of hoist crane
Current load data is used for burn-in prevention and deterioration diagnosis of the hoist motor.

In addition, the deflection state of the crane can also be routinely managed.

Distance Sensor

Deflection measurement of Crane

I/O Module
WMB-AI8-56D000

Input : 8ch 4-20mA
With RS-485 (Modbus)

Measure Deflection when pull up
By distance sensor

Computer

etc.

RS-485 Modbus

RS-485 converter 

etc.

LAN

4-20mA

4-20mA

0~1AAC



1) Current system (converter) 2) In case WMB-AI8

Computer 

etc.

PLC etc.

Computer 

etc.

RS-485 converter 

etc.

8ch

Input

WMB-AI8 x1pc
Signal converter 

x8pcs8ch

Input

8ch

Analog

output

RS-485

(Modbus)

LAN etc.RS-232C etc.
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WMB Application ②
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WMB Application ③

Computer

etc.

RS-485 

converter 

etc.

Ethernet etc.

WMB series

1 to n 

(up to 31pcs)

RS-485 (Modbus RTU)    

Distance up to 500m

WMB 1 2 3 30 31

[Analog input 8ch]       or       [Analog input 3ch] & [RTD input 3ch]
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WMB Application ④

PLC 1 etc.

(Master)

RS-485 

(Modbus RTU)    

WMB (Slave)

max. 31 pcs

RS-485 

(Modbus RTU)    

WMB (Slave)

max. 31 pcs

RS-485 

(Modbus RTU)    

WMB (Slave)

max. 31 pcs

PLC 2 etc.

(Master)
PLC 3 etc.

(Master)


