INSTRUCTION MANUAL

MP5312

Amplifier Monitor Panel
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Parts Identification
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PLEASE OBSERVE LINE POLARITY
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CAUTION : PLEASE OBSERVE POLARITY
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1. SPEAKER
Audio monitoring of selected amplifier output is monitored from this 1 watt speaker

2. MONITOR VOLUME KNOB
The loudness of speaker volume is controlled from this 5 steps attenuator.

3. AMPLIFIER SELECT
This knob is used to select the amplifier intended to be monitored.

4. LED BAR METER

The output level of the amplifier selected is monitored from the 5 segment LED bar meter. The meter indicates the
actual output level of amplifier regardless of the position of the monitor volume. The reference of the reading shall
be 0dB equivalent to 100V line output.

5. AMPLIFIER OUTPUT SIGNAL LED
These LED shall provide signal presence of all the amplifiers connected to the monitoring panel.

6. DC SUPLLY CONNECTOR
MP5312 shall require 24V DC supply for its operation. Kindly use recommended power supply (Kodio PS5424).

7. AMPLIFIER INPUT CONNECTOR
Polarity of amplifiers to be connected to MP5312 shall be observed as wrong connection shall cause your power
pack faulty.
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Connection Schematic

DC24V REG.SUPPLY

(AMPERES PS5424)

P.AMP #1
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‘ PLEASE OBSERVE CONNECTION

AMP.INPUT SIGNAL

‘ POLARITY

‘ AMPERES MP5312 SHALL OPERATE
‘ WITH OR WITHOUT 24V DC SUPPLY

‘ ONLY LED BAR METER IS NOT AVAIL-
‘ ABLE WITHOUT 24V DC SUPPLY

Technical Specifications

MP5312

Operating voltage
Power consumption
Amplifier inputs
Monitoring mode

Dimensions (WxHXxD)
Weight

24V DC via PS5424 PSU

50 mW

12 :70/ 100V line

Audio : 1W speaker with 5 presets
Visual : 5 segment LED level meter
LED for all channels

482 x 44 x 180 mm

2.1kg
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