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PANASONIC KX-DT500 SERIES
DIGITAL TELEPHONES

Comprehensive features, intuitive technology and a user-friendly interface all come together in our LCD display
innovative range of digital handsets - ensuring a superior level of desktop usability and comfort.

Large, clear LCD display with intuiti interface offers fast to phonebooks and features.
These telephones offer superb voice quality, thanks to full duplex hands-free speakerphone and Arge, clear 1Spiay WIth Ttuftve tser treriace OTers fast access To phionenooks and leatures

integrated headset port. Electronic Hook Switch

The sleek, ultra-modern design, available in both black and white colour options, works well with any
office decor. Ergonomically designed with features and functions to enhance users' daily
productivity, they're ideal for many applications, including contact centres and hotel rooms, through
to advanced desktop applications supporting a range of wired and DECT headsets, thanks to the EHS
connection.

A built-in Electronic Hook Switch (Plantronics compliant) port allows the KX-DT543/KX-DT546
digital terminals to have access to the Plantronics range of DECT-enabled headsets. This offers a
range of portability and comfort, as frequent users are able to move around freely, without being
tied down by handsets.



FROM STANDARD PHONES TO EXECUTIVE TERMINALS, THE
RANGE ADDRESSES ALL OFFICE REQUIREMENTS.

Display KX-DT546 KX-DT543 KX-DT521
LC Display Graphic Graphic Graphic
LCD Size (dots WxH) 242x109 242x55 60x18
Panasonic P
- — LCD Contrast 4 levels 4 levels 4 levels
19 OCT. 15:56 FRI .
| LCD Backlight Yes Yes Yes
PROG INFO RING HENU Install Options
Desk mount tilt Yes (2 positions) Yes (2 positions) No
b — Wall mount KX-A433 (Optional) KX-A433 (Optional) KX-A432 (Optional)
= 2)13) | . High: 267 x 170 x 180mm High: 267 x 170 x 180mm
LSS Low: 267 % 187 x 185mm Low: 267 % 187 x 185mm 205X 160170mm
Audio Features
Handset / Headset volume 6 levels 6 levels 6 levels
. . Wideband compliant, Hearing Aid Wideband compliant, Hearing Aid Wideband compliant, Hearing Aid
Large, clear and backlit LCD display = compatibility (HAC) compatibility (HAC) compatibility (HAC)
Speaker Phone Yes (Full Duplex) Yes (Full Duplex) Yes (Full Duplex)
Speaker phone volume 8 levels 8 levels 8 levels
Bluetooth (for headset) No No No
Ringtones 30 30 30
Ringer Volume 4 levels + Off 4 levels + Off 4 levels + Off

Headset port

2.5mm audio jack

2.5mm audio jack

2.5mm audio jack

Electronic Hook Switch Control Port (EHS)
Keys
Soft Keys

Programmable Keys

09,*# Keys

Navigator & Cancel Key

Features
EHS connector - Available on Desiless (Soft Labelling Keys)

KX-DT546 and KX-DT543 Auto Redial
0ff Hook Monitor

Handset / Headset Mic Mute

Outgoing - Incoming Call Log

Melody Ringer
Connections

DSS Console (KX-DT590)
External Expansion
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DSS Console
LCD

Keys
Connection

Installation Desktop (1 position)

3.5mm Plantronics compatible 3.5mm Plantronics compatible No
4 4 No
24 2% 8
Yes Yes Yes
Yes Yes Yes
No No No
Yes Yes No
Yes Yes Yes
Yes Yes Yes
Yes Yes Yes
Yes (10 title) Yes (10 title) No
Yes Yes No
1 XDP/DXDP port 1 XDP/DXDP port 1 DXDP port

KX-DT590
No
8
DLC Port
Wall mount

48 Keys DSS Console for operator-type users Dimension

High: 137 x 161 x 135mm Low: 137 x 183 x 114mm

We reserve the right to make reasonable changes to models, dimensions and colours, as well as to make modifications that bring our products in line with stateof-

the-art technology and production.
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