
1. MB15 Integrated MIG Torch 2.2M

2. 300A Electrode Holder with cable

3. 300A Earth Clamp with cable

4. Welding Hand Sheild

5. Gasless Wire 1.0mm 1kg

6. Iron Brush

7. Co2 Gel

8. Contact Tip 2pcs

No.2, Jalan Platinum, Off Jalan Perindustrian BJ2T 1, Kawasan Perindustrian Balakong Jaya 2 Tambahan,

43300 Seri Kembangan, Selangor Darul Ehsan.

Email: info@wess.com.my / enquiry@wess.com.my     Website: www.wess.com.my

Type of Wire Feeder Inside

Diameter of Spool (MM) 100
Insulation class F
Diameter of Wire (MM)

Warranty period: 6 months against manufacturing defect.

Notes: Manufacturer reserves the right to change specification of the parts & accessories without prior notice

W E Sales & Services Sdn Bhd (494001-V)

Tel: 1700 81 8866      General: 03-8961 9311      H/P: 012 217 9311 

Accessories

Electrode Diameter (MM) 1.6-2.4

Net Weight (KG) 5.7
Dimension LxWxH(MM) 315x154x233

0.8/1.0

Efficiency 85%
Feeding Speed 2-15
Protection class IP21S

No-load Voltage (V) 64

Output Current Range (A) 30-130
Duty Cycle 60%

  Mello  Eco INVERTER   WELDING

MIG SERIES (IGBT) MIG160D Synergic Control
Input Power Voltage (VAC) 240V
Rated Input Capacity (KVA) 5.5


