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Warranty period : 12 months against manufacturing defect.          

Notes : Manufacturer reserves the right to change specification of the parts and accessories without prior notice.

W E Sales & Services Sdn. Bhd. (494001-V)

Tel : 1700-81-8866          O/S : +6012-980 1428          H/P : 012-217 9311

No.2, Jalan Platinum, Off Jalan Perindustrian BJ2T 1, Kawasan Perindustrian Balakong Jaya 2 Tambahan,

43300 Seri Kembangan, Selangor Darul Ehsan.

Dimension (LxWxH) (CTN) 340 x 225 x 260

Accessories

1. Power cable 3M with 13A 3-pin plug.
2. Front Panel with KDP50 socket.
3. 300A Earth clamp with 3M 25mm² 

    welding cable & KDP50 plug.
4. 300A Electrode Holder with 3M 25mm²

    welding cable & KDP50 plug.

Arc Force 0-100
Diameter of Rod 1.6-4.0
Weight (G.W / N.W) 6.9 / 5

Power Factor (cos Ø) 0.93
Insulation Class F
Protection Class IP21S

Rated Output Current 30-200
Duty Cycle (25°c) 60
Efficiency 85

Rated Output Voltage 28

Website: www.wess.com.my                   Email: info@wess.com.my

ARC (IGBT) 1 PHASE INVERTER WELDING MACHINE

ITEM/MODEL ARC200M
Input Power Voltage AC240V
Input Frequency 50/60

7
66

31.8

welding current

arc force

arc initiation current

anti-stick

VDR
lift-tig


