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Product Specification
Item Model |yNIT| ARC160 | ARC200 | ARC220 | ARC250 | ARC315 |ARC400I | ARC500I
Input power voltage / Freq. | V/Hz | AC240V AC240V AC40V AC240V AC415V AC415V AC415V
50/60 50/60 50/60 50/60 50/60 50/60 50/60

Rate input power capacity | KVA 58 7 7.2 9.4 103 15 25
No-load voltage v 64 66 62 67 60 63 67
Output current range A 10-140 20-180 20-220 20-250 20-270 20-350 20-500
Rated output voltage v 26 28 28.6 30 308 34 40
Duty cycle (25°¢) % 60 40 60 60 60 60 60
Efficiency % 85 85 85 85 85 85 85
Power factor (cos ¢) 0.93 0.93 0.93 0.93 0.93 0.93 0.93
Insulation class B B F F F F F
Weight KG 2.8 45 8.42 172 135 19 35
Dimension (LxWxH) mm | 230x100x150 | 280x120x220| 372x150x280 | 480x205x320 | 435x185:310 |475x230x400 | 580x334x430
Protection class P23 P23 P23 P23 P23 P23 P23
Arc force A - - 0-100 0-60 0-100 0-100 0-200
Diameter of rod mm 1.6-2.4 1.6-3.2 1.6-4 1.6-4 1.6-5 1.6-6 1.6-6
Accessories 2pcs KDP-16, 2pcs KDP-16, 2pcs KDP-50, 2pcs KDP-50, 2pcs KDP-50, 2pcs KDP-70, 2pcs KDP-90,

Electrode Holder | Flectrode Holder | Electrode Holder | Electrode Holder 3IMAX2.5MM2 3M 4X4MM2 3M 4X4MM2

& Earth Clampwith | &Earth Clampwith | & Earth Camp with | & Farth (Jamp P Power Cable. Power Cable.

3MXT6MM2 Cable, | 3MXT6MM2 Cable, | 3MX25MM2 Cable, | . '

KPlugwith | UKPlugwith | UkPlugwith | " SM X2

TSM3SMM2 | 1sm3XasmMz | 3maxashy | Cable SM3K2SHIM2

Power Cable. Power (able. Power Cable. Power (able.
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