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Warranty period : 12 months against manufacturing defect.          

Notes : Manufacturer reserves the right to change specification of the parts and accessories without prior notice.

W E Sales & Services Sdn. Bhd. (494001-V)

Tel : 1700-81-8866          O/S : +6012-980 1428          H/P : 012-217 9311

No.2, Jalan Platinum, Off Jalan Perindustrian BJ2T 1, Kawasan Perindustrian Balakong Jaya 2 Tambahan,

43300 Seri Kembangan, Selangor Darul Ehsan.

Dimension (LxWxH) (CTN) 620 x 370 x 465

Accessories

1. Power cable 3M with 13A 3-pin plug.

2. Front Panel with KDP50 socket.

3. With output Ac240V socket for heater regulator.

4. AC-220V CO2 Regulator with heater.

5. 3M gas hose & 2pcs hose clip.

6. Feeder roller 0.8/1.0 V groove.

Welding Thickness Above 0.8

Postflow Time 1±0.5

Diameter of Wire 0.8 / 1.0

Weight (G.W / N.W) 16.7 / 13.6

Diameter of Spool 200(5KG) / 270(15KG)

Insulation Class F

Protection Class IP21S

Duty Cycle (25°c) 60

Feeding Speed 2~20

Type of  Wire Feeder Inside

Efficiency 85
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