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The colours on this card are as close to actual paint colours as modern printing technique allow.
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Description Penerangan
SANCora® ITALIA" UNO |5 a revoiutionized decorative palnt using Italy technology. It is an SANCora® ITALIA" UNO mwpakan cat penghiasan revolusi baru dengan teknologr Itall.
ecological product made from natural oxide and top quality resin in a water-based system. The lanya satl produk-skeologl dibuat darpada natural exlde dan resin gualiti tinggr dalam sistem
4 sxtraordinary effects from SANCora®™ ITALIA" UNO et you fil your reom with varisty. of cat air. Kesan yang [uar biasa daripada SANCora® ITALIAT UNO mermboléfikan anda untuk
colour combination with assthetic & classic sensation. memenuhil bilik anda dengan pelbagal kombinast warna yang memberkan sensasi Klaslk &
esteti.
Usage Peggunaan
For decorative of interior walls, cellings, brickwerk and cement boards with a classic Untuk penghiasan dinding dalaman, siling, batubata dan papan simen dengan kemasan
aesthetic effect finish. Ilasik dan estatix.
Technical Data Data Teknikal
Textlre - Classic assthetic effect finish 1 Tekstur - Klasik dan estetik kemasan '
Colpur - A wide range of colours. Please refer lo SANCora® ITALIA™Y UNO Warna - Pelbagal warna, Sila nujuk kepada kad wama SANCora®
colour card - ITALIAY UNO \
Theoretical Coverage - Approx. 7 - 9m2 / litre (Bepending on surface evenness) Liptan Teor - Anggaran 7-9m* / fiter (Berganiung pada kalicinan permiikaan)
Drying Time - Single coal al standard thickness (28°C, 50% RH) Tempoh Kering - Satu lapisan dengan ketebalan standard (2B°C, 0% RH)
Tauch Dry < 3 hours / Hard Dry < 3 days Kerng disentuh = 3 jam / Kefing sempurna < 3 harl
Receating Time - Mot Mecessary Tempoh Lapisan Semula - Tidak Parlu
Thinner / Cleaner - Water Fencair / Pencue] - Air | .
Surface Preparation Penyediaan Permukaan
Genaral / New © Surfaces must be sound, clean, dry and free from all defective or poorly Umnum / Baru ¢ Permukaan mestilah icin, bersih, kering dan bebas darpada sebarang
adhering matedals, dirl, grease or wax, To have batter finish, rub down kotoran atau bahan mudah merekah, minyak dan liin.  Untuk
surface using suitable abrasive and dust off. mendapatkan kemasan akhir yang sempurma, gosok permiukaan
Previously Painted © Rernove all loose, defective and unstable paint fim or powdeny residus ‘dengan menggunakan keras pasir yang sesual dan penyapu debu,
by brushing thoroughly and scraping. Regalr miner defects and cracks Pernah Dicat ¢ Tanggalkan semua permukaan cat vang rosak dan tidak stabil atau sisa
with suitabie filler; habuk dengan mengaasok dan mengikls secara telitl. Baiki kecacatan
permukaan atau rekahan kecil dendan filer yang sesual.
Shelf Life Jangka Hayat
2 years at ambiert temperature in unopened containers. 2 tahun pada suhu bilik dalam tekas tertutup,
Salety, Health and Environmental Information I Infomasi Keselamatan, Kesihatan dan Persekitaran
- Refer to Safety Data Sheet for complete product safety information. - Rujuk kepada lembaran SDS untuk maklumat yang lebih terparingl.
PAINT PREPARATION ,
ITALIA SERIES PRIMER
=* REARY FOR USE
Primer Code 4
FOOO Primer “Fure White" .

ITALIA" UNO Neutral Coat

*** Neutral Coat aod oolarant
Neutral Coat Code

Fefer 1o ITALIA UNO COLOR CARD

PAINT APPLICATION

Method | - Cross-X Strokes Methed If - Arch Strokes

1, Apply 2 coats of ITALIAY SERIES Primer with rofer. Make sure fhe 1% coat = therughly dry (1-2 hours)
Befors apphying the 2+ ooat. Let the 2 aoat thareudhly dey (3 hours) befors applying ITALEA™ UNO Neutral Coat.

o 2 Aooh 1 ot of ITALIAY UNO Newtral Coat with S4¥Cora® TTALIN® Brush by using Method | - Gross-X
Strokes or Method [ - Arch Strokes. Following the same procedire, complate tha decaration on the estiee wall
surfaces,
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