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ITALIA UNO

METALLIC STONE-TE
WALL PAINT

1023-02 Indigo Violet

1027-02 Pasture Violet 1003-02 Lucida Violet 1024-02 Milan Violet

1004-03 Magia Blue

1025-03 Astrono Blue 1018-05 Euphoria Green 1002-05 Calma Green




Give your walls the royal treatment

1005-04 Libero Red

1021-06 Vintage Orange 1020-04 Nova Red 1014-01 Magnifico Gold

1026-01 Nurture Gold

1022-01 Emerald Gold 1019-01 Athena Gold 1016-01 Glorioso Gold

O Print 0417




coa el TR A N ARl S L Tl

PAINT INFORMATION

Description

SANCora® ITALIA™Y UNO' s a avalved formula from SANCora®™ ITALIA™ UNO with
retalfned acologlcal water-based systern properties providing enhanced texturs effect.
SANCora® ITALIA" UNOT combings assthetic texturs with Iidescent light tricks to render
a classic-& metallic effect finish.

Usage
For decorative of interior walls, cellings, brickwork and cement boards with a classic &
metallic effect finish.

‘Technical Data

Textlne = Lnigue Pearescent Fnish

Colour - A wide rangs of colours, Please refer to SANCora® ITALIA™Y UNOT
colour card

Theorstical Coverage - Approx, 7 - 9m° / litre (Depending on surface evenness)

Drying Time - Singie coat at standard thickness (28°C, 50% RH)
Touch Dry = 3 hours £ Hard Dry < 3 days

Receating Time Mot Necassary

Thinner / Cleaner - Water

Surface Preparation

: Burfaces must be sound, clean, dry and free from all defective or poorly
adhering matenals; dirt; grease or wax: To have better finish, rub down
surface using suitable abrasive and dust off,

Praviously Painted © Remove all loose, defective and unstable paint film or powdery residue

by brushing thoroughly and scraping, Bepair minoy defects and cracks

with suitable filler.

General / New

Shelf Life
3t amblent temparature in unopened containers.

Safety, Health and Environmental Information

- Refer ta Safely Data Sheet (SDS3) for complete product safaty information.

Penerangan

SANCora® ITALIA™ UNO™ merupakan formulast evolus! darl SANCora® ITALIAY UNO
dengan mengekalkan ekologl sistem cat alr tetapi meningkatkan kermasan tekstur.
SANCora® ITALIA" UNO' menggabungkan kemasan estetik denpan cahaya dalam
C'Blba_gai spekirum untuk memberikan kesan elegan klasik & metalik.

Penggunaan

Untiak penghiasan dinding dalaman, siling, batubata dan p_apan simen dengan kemasan
klasik & mistalik,

Data Teknikal

Tekstur - Kemasan Unik Pearlescent

\Warna - Pelbagal warna. Sila rujuk kepada kad warna SANCora®
ITALIA"Y UNO™

Liputan Teor - Anggaran 7 - 9m? / liter (Bergantung pada kelicinan permukaan)

- Satu lapisan dengan ketsbalan standard (28°C, 50% RH)
Kering disentuh = 3 jam / Kering sempurna < 3 hart

Tempoh Lapisan semula - Tidak Perlu

Pencair / Pencuci - Alr

Tempoh Kering

Penyediaan Permukaan

Umum / Baru Permukaan mestiiah ficin, bersih, kering dan bebas dadpada sebarang
kotoran atau bahan mudah merekah, minvak dan flin.  Untuk
mendapatkan kemasan akhir vang sempurng, gosok permiikaan

dengan menggunakan kertas pasie yang sesuai dan penyapu debu.
Tanngaikan semua permukaan cat_ yang rosak dan tidak stabll atau sisa
habuk dengan menggosok dan mengikis secara telit. Baki kecacatan
permukaan atau rekahan kecil dengan filler yang sesual.

Pernat Dicat

Jangka Hayat
2 tahun pada suhu billk dalam bekas tertutup.

Infomasi Keselamatan, Kesihatan dan Persekitaran

- Rujuk kepada Safety Data Shest (SO8) untuk makiumat yang lebih tesperinc.
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PAINT PREPARATION

I ITALIA" SERIES PRIMER
e 7000 Primer "Pare White™ add colorant and it using TS machine

® 66

COLORANT

™

ITALIA™ UNO™ Neutral Coat

** Wewiral Cogt add Pesd Pigment.
Neutral Goat Cade

Fiefer o TALIA UNO' COLOR GARD

PAINT APPLICATION

1. Apply 2 coats of ITALIA™ SERIES Primer with roller. Make sure the 19 goat i thoroughly dry (1-2 hours)

before applyng the 2% cost, Let the 2% coat thoroughly dry (3 hours) before apphing ITALIA™ UNO" Neuatral Coat.

2. Apply 1 coal of TTALIA™ UNO™ Newtral Cont with SANCond® ITALIAY Brush by usng Method | - Cross-X

Strokes of Method If - Arch Strokes. Foliowing the zams procedurs, complets the decoration on the sntire wall

suttaces,

SANCORA PAINTS INDUSTRIES SDN BHD (19733
(Whafy Owned Subsidiany O Kansal Paint Asii Pacific Sdn Bl

Lot 8206, Kawasan Perusahaan Kamunting, 34600 Kamunting, Perak, Malaysia
Tel +605-891 8777 (Blines) Fax +605-891 2277 Email info@sancora.com
Website www.sancora.com Facebook www.facebook com/sancorapaint

Method [ - Cross-X Strokes

Method If - Arch Strokes
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The information contained herein is subject to change as may be required by the company without any further notice.
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