CEMENT®@Guard

Excellent Economical Interior & Exterior Wall Finish

Fungus Resistant




CEMENT@Guard

Excellent Economical Interior & Exterior Wall Finish
Product Standard : W/CG/7000 Series

Embun Hijau CG 7149 Soft Violet CG 7146 Purple Lint CG 7160 Wet Sand CG 7292

Polo CG 7273 e. blue CG 7005 Mutiara Kelabu CG 7412 Coffee Milk CG 7388

e. environment green CG 7006 e.purple CG 7002 Awan Kelabu CG 7235
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Granite Rock CG 7495 Vistasik Brown CG 7188

McClendon CG 7161 Coffee House "'CG 7517

Green Tea CG 7776 Blue Mcoon CG 7246 Fog Grey CG 7162 Aloe Vera CG 7575

Pulau Mutiara CG 7474 Atlantic Blue CG 7733 Ominous CG 7163 Pancrama CG 7333

Apple Pie CG 7977 Regal Blue/ Wira Blue **CG 7013 Woodgrove “*CG 7574 Sanctuary "*CG 7584

A Obsolefe colour, available while stock last. ** Premium Colours
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My Fair Lady CG 7117
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Pink Eye's CG 7222
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Precious Pink CG 7127

Cili Padi

**CG 7559
Candlelight CG 7168
Robin Yellow CG 7173
=
e. yellow **CG 7001
|
S
Kuning Istana *'CG 7898

CG 7394

Cream
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Vanity Fair CG 7505
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Tearose CG 7254

e. orange
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*'CG 7004

Orange Lantern

Eu Jane

Blissful

CG 7105

**CG 7831

**CG 7007
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Lem'n f;‘!rb Fragrance

Ml Fungus Resistant

Il Excellent Coverage & Adhesion
Il Breathable Film

Palo
CG 7273

Sanctuary

CG 7584
Glister CG 7560
Tudung Salji CG 7138
I\“--——— — —_— —
Comfort CG 7091
Merry White CG 7589
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Sea Breeze

CG 7582

e, green CG 7003

Burgundy **CG 7175

"Ce 7179

Ruby Red



CEMENT@Guard

Excellent Economical Interior & Exterior Wall Finish
Produc! Stondard : W/CG/7000 Senes

DESCRIPTION
SANcora® CEMENT@Guard is an economical decorative finish with algae and sresestanoe It is suitable for all normal interior and exterior masonry surfaces and
soft wallboards. SANcora® CEMENT@Guard is a vinyl-acrylic copolymer based paint that imparts washability with a high degree of durability. It is for housing schemes
where economy is emphasized. For excellent durability of up to 6 years on exterior suffaoea SANcora® WEATHER@Guard Extra is recommended.
USAGE For decoration and protection of walls, ceilings, plasters, brickwork, cement boards, soft and hard boards.
PACK SIZE 1,7, 18 Litres
TECHNICAL Texture : Smooth Matt Finish
DATA Theoretical Coverage : Approx. 12 - 14m?/ litre (Depending on surface evenness)
Drying Time : Single coat at standard thickness (28°C, 50% RH)
Touch Dry < 45 minutes
Hard Dry <2 hours
Recoating Time : 2 hours
Thinner / Cleaner : Water
SURFACE General | New : Surfaces must be sound, clean, dry and free from all defective or poorly adhering materials, dirt, grease or wax. To have better
PREPARATION g?.%% rub do;vrnd surface using suitable abrasive and dust off. For the best result, seal with one coat of appropriate SANcora®
Previously Painted : Remove all loose, defective and unstable paint film or powdery residue by brushing thoroughly and scraping. Repair minor
defects and cracks with suitable filler.
SHELF LIFE 2 years at ambient temperature in unopened containers.
Surface Condition Primer - To Paint 1 Coat Finishing - To Paint 2 Coats
Powdery Surfaces / Alkaline / New Surfaces SANcora® BLOCK@Guard Hi-Performance Wall Sealer SANcora® CEMENT@Guard
Sound Surfaces / Previously Painted Surfaces SANcora® BLOCK@Guard Alkali Resistant Wall Sealer SANcora® CEMENT@Guard

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION
Refer to Safety Data Sheet (SDS) for complete product safety information,

DESCRIPTION

WCEMENT@MHWCBMMW dengan fungsi anti-kulat dan alga. lanya sesuai untuk semua permukaan bangunan dalaman dan luaran
safapapandhdlnglamn. mwMIMmWWanm%% untuk skim
perumahan di mana ekonomi kos diutamakan. Untuk ketahanan yang sangat baik sehingga 6 tahun pada permukaan luaran, SANcora® WEATHER disyorkan.
PENGGUNAAN | Untuk penghiasan dan perlindungan pada dinding, ceiling, plasters, batubata, dan papan simen.
PEK SAIZ 1,7, 18 Liter
DATA Tekstur : Halus dan Matt
TEKNIKAL Liputan Teori : Anggaran, 12 - 14m? / liter (Bergantung pada kelicinan permukaan)

Tempoh Kering . Satu lapisan dengan ketebalan standard (28°C, 50% RH)

Kering disentuh < 45 minit
Kering sempurna < 2 jam

Tempoh Lapisan Semula : 2 jam

Pencair / Pencuci : Air
PENYEDIAAN | Umum |Baru  : Permukaan mesti licin, ber:;!:hl;enng dan bebas daﬂgadaksabara lwkot%rsr m mﬁ&k atallx‘a wax. Untuk pegcatan lebih baik,
PERMUKAAN permukaan kasar yang sesuai kemasan yang sapukan permukaan satu Isan

mn@ BLOCK%. - = -
Pernah Dicatkan :Tanggalkanisemua cat yang menggelupas, baki berserbuk dan bendasing. Baiki kecacatan permukaan dengan Filler
yang sesuai.

JANGKA HAYAT | 2 tahun pada suhu ambien dalam bekas tertutup.
PANDUAN MENGECAT
Keadaan Permukaan Cat Asas - Cat 1 Lapisan Kemasan Akhir - Cat 2 lapisan
Permukaan Bersebuk / Alkali / Permukaan Baru SANcora® BLOCK@Guard Hi-Performance Wall Sealer SANcora® CEMENT@Guard
Permukaan Baik / Permukaan pernah dicat SANcora® BLOCK@Guard Alkali Resistant Wall Sealer SANcora® CEMENT@Guard

INFOMASI KESELAMATAN, KESIHATAN DAN PERSEKITARAN
Rujuk kepada lembaran (SDS) untuk maklumat yang lebih terperinci.

SAN: Cora’

AT Quality Management Systems Certification By :- More on SANcora®
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Paint Manufacturer

SANCORA PAINTS INDUSTRIES SDN BHD (7251

Lot 8206, Kawasan Perusahaan Kamunting, 34600 Kamunting, Perak, Malaysia.
Tel +605-891 8777 (8lines) Fax +605-891 2277 Email info@sancora.com
Website www.sancora.com Facebook www facebook.com/sancorapaint

The information contained herein is subject to change as may be required by the company without any further notice.
Rev : 08



