@ EARTH.CHAIN Electro-Permanent Magnetic Chuck EEPM-D Series
Power that works. [BSuitable for CNC Vertical machining center (Can do 5 sides machining)

Pole 70X70 mm, Flux Line 40 mm, Magnetic Force 2800+£5% kgf'd Poles

Applications:
1. Suitable for medium and large workpiece on heavy duty machining.
2. Suitable for medium and double column machining center.

3. Minimum size of workpiece required as 4 alternate magnetic square poles and above contacts is necessary for
optimum clamping.
4. More functions for cooperate with Induction Block and Spring Block. (See the detail of Option Accessories)
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240mim 430 & 520 mm 860 & 840 mm
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EEPM-3080D | 340670 30 | 25 | 30 18 12600 |126kg A | c2 26 | C1
EEPM-4050D |430(530| 30 | 25 | — 20 14000 |126kg 138 | c2 24| ©1
EEPM-40B0D |430670/ 30 | 25 | 30 24 16800 | 158kg 24n | c2 208 | ©1
EEPM-4080D |430|850| 30 | 25 | 30 32 22400 [202kg 18a| o4 | AC |z7a| c2
EEPM-5080D (520(670( 30 | 25 | 30 |M10| 70 | 20 [70x70| 20 | 700 | 21000 |183kg| oo | 194 | c2 | ¥V g7a | c2
EEPM-5080D |520 (850 30 | 25 | 30 40 28000 [244kg 138 | c4 |aqpv | 28| c2
EEPM-60B0D |860 670/ 30 | 25 | 30 36 25200 [245kg 154 | c4 268 | c2
EEPM-6080D |880 250 30 | 25 | 30 48 33600 |[310kg 22 | cs 208 | c2
EEPM-B080D |40 250/ 30 | 25 | 30 64 44800 305kg 24 | cs z7a | ca

Custom-made is available.



