54060 VIVWL Permanent Magnetic Chuck

Features :

y A Suitable forapplying in grinding, milling, EDM,
f Wire Cutting and measuring machines.

-
A Attractions are available on several faces and
/ capable of holding small and thing workpieces.

Attraction can be adjustable and prevent distortion.

MWL-A -

A Suitable for processing 90" fixture.
VIVWL-C

h Applying two magnetic chucks for shifting
processing, easler and efficient.

A Easily to disassemble workpieces when OFF, no

(Wire cutting machine applicable) magnetic force remained.

Unit:mm
Specification
Order No. | Model , 1 ] W . T N.W.
24060-01 VIVWL-A 199 o0 60 3.9Kd
54060-02 MWL-B 200 /0 70 7 .OKdg
54060-03 MWL-C 190 46 54 3.7Kg

54070 MWS ) Permanent Magnetic Chuck(Vertical Type)
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Features:

h Suitable for applying workpiece inspection of
vertical auxiliary by using its magnetic force to
achleve stabllity.

A Squareness and parallelismare within +=0.002mm.

Yy A Sub-zero treatment and HRC56° ensure its
accuracy, material SKD11 1s applied forlts base.
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Order No.l Model W L I lLilP|L2]lt3|ltt!le2]| H|HIINW "
54070-10 | MW307S 75 175 130 |1+1(180| 65 | 67 | 20 |111 | 30 |9.7kg R
F | — o
54070-20 | MW407S 100|175 130 |1+1/180 | 65 | 67 | 20 136| 30 [13kg 4 4 4 b x —r{-*
! !

24070-30 MWO10S 125|230 205 |1+1 (239 | 65 | 67 | 20 |161 | 30 |23kg | 9 £3 _J
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54100 CSP ) Compound Sine Plate

Features:

A Widely applied on grinding or milling machines
with compound angle adjustable.

A Made of quality steel, hardened to 55°- 58°.
A Parallelism within 0.000mm(0.0002") / 100mm

A Center distance of rolls within 0.005mm (0.0002").

A Adjustable angle 0-60".

Metric: M10XP1.5

CSP61 2( Inch: 3/8"-16UNC
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A L B _ | Metric: M6XP1.0
nch: 1/4"-20UNC
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Metric —
Order No. A B C D E N.W.
/ 4 /| / /] /
>4100-10 175 /| 100 100  |100 yARCRY
g o ; /’f f x/
o~ CSP47 / // / V 9.7kg
5410015 JSor |\ e/ a4/ 5|/ 3
) /] [ | 7l i
541ooy 150 / 150 100 100 / 100 /
) CSP66 ) ) b / 12 2kg
" 54100-25 / 6 | / 6 | / 4 5 5
Z o / a4 |
/ # 4 i/ | /
54100-30 - 300 180 100 /1200 /1 100 o
/_// CSPo12 | / i /’/ /,f"" / 23.4kd
54100-35 /212 6 |/ 4 | /S 10| /) 5
el | Va 4 / V J v




