Precision Machinery
69000

GT-C3 ) Portable Regular Chamfering Machine

Portable Irregular Chamfering Machine

Specify voltage when ordering.

Model GT-C3 GT-R3

Capability 0~3mm

Speed 12000r.p.m

Guide rail length 5.9A

A.M.P. 110V/220V,1PH,50Hz/60Hz

Voltage 2100mm

Machine Size 300mmx160mm

Pack Size | 370mmx13ommx130mm

Blade Spec. SPMAQ090308 | SPMAO90308

Min. dia. for inside bevel - 16mm
GT-R3 NG Weight 2.7kgs 2.9kgs

69020 GT-100C ) Portable Regular Chamfering Machine

Features:

A Adoptingflat face mill cutting, swivel base angle
to make cutter flute to be recycled used for cost

reduction.

h Two adjustment function, the original L type
(FI1g. 1); the new for Vtype (Fig. 2).

A New V type is more energy saving, surface finish
are much more smoother after chamfered.

Specify voltage when ordering.

Model GT-100C
Capability(Original Ltype) | 0~3m/m
Capability(New Vtype) | 0~5m/m (Twice)
Table Size ~ 100x70m/m
Motor  110V/220V,1PH,50/60Hz
gg Variable Speed 11000 r.p.m
2_"0_‘ : 0? Non-Loaded Motor |  2800~11000 r.p.m
%% &1 - I"’““\ Blade Spec. 670W 6.0A
xz X / Speed - SPMW (0903 ADTR
XS N.W. /G.W | 2.4/2.8kgs
Fig. 2 '@ Pack Size a8cm x18cmx14dem




