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80
100
125
130
160
165
190
200
240
250
315
320
325
400
500

2 SERIES FOUR-JAW
LF-CENTERING CHUCKS
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K12chucks are suitable for use in processing a large quantity of square workpieces and
eight-edged workpieces. They are remarkable for their automatic centering and quick clamping .
The structure parameters of these chucks are much the same as those of K11 three-jaw
self-centring chucks.
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55 66 16 66.5 50 4 3-M8 2
7 e 2 ans 53.5 5 aiNe

95 108 30  84.5 58 4 3-M8 5
100 415 30 | 865 60 5  3-M8 5.6
130 142 45 94 65 5  3-M8 8.8
150 7 s T A 94 65 5  3-M8 9.8
155 172 55 105 75 5  3-M10  13.8
165 480 55 109 75 5  3-M10 155
195 215 70 120 80 8  3-M12 25
206 276 - BO 120 80 Sl e
260 285 100  147.5 90 6  3-M16 50
270 200 | M0D | 4475 90 6 “BM16 53
272 206 100 147.5 90 6  3-M16 66
340 368 130 173.5 100 6 3-M16 85
440 465 210 202 115 6  6-M16 119
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K12 short taper series have the same mounting dimensions as K110/0 three-jaw short taper series.



