DIGITAL LUX METER ( LUTRONLX - 101 A)
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Sensor used the exclusive photo diode & color
correction filter, spectium meet C, L. E. photopic.

LX-101A

Built-in low battery indicator.

# LS[-circuit uze provides high reliability and

* Sengor COS correction factor meet standard.

durability.

* Separate LIGHT SENSOR allows user take
measurements of an optimum position.

* 1CD display provides low power consumption.

* Compact, light-weight, and excellent operation.

* Precize and easy readont, wide range.

# LCD display can clearly read ont even of high

* High accuracy in measuring

ambient light.

.].Z)1sp1a3r 13mm {05 }LE.‘[;J.. |

Fower Supply  |DC 9V battery. O0&F,

Eanges 0-50,000 Lux. 2 Eanges. BMN1604 { PE3 ) or equivalent.
Zero adjustment |Internal adjustment . Fower Approz. DC 2 mé.
Over-input Indication of " 1 ". Consumption
Sampling time 0.4 second . Dimension Nanr Tnstriment !
Senzor structure |The exclusive photo diode & 108273223 mmi4. 3229209 inch).

coler correction filter. Seasar probe:
Cperating Temp. |0 10 50°C ( 32 10 122°F . Sexhoed mm (322 2%0.3 inch ).
Cperating Less than 80% E.H. Weight 160 {0.36 LE ) with batteries.
Hummidity Accessories Instruction manual... 1 PC.

CaIrying case

Included

Eeszolution

ORe

Acouracy

Range

2,000 Lux 1 Lux F5%+2d)
20,000 Luzx 10 Lux F5%+2d)
50,000 Luzx 100 Luz F5%+2d)

Mote ; Acouraey fested by a standarnd paraliel gl tungsien lmp of 2556K temperature.




