Ultrasonic Thickness Gauge IPX-250LCX

Handheld ultrasonic thickness gauge basic modsal with selectable sound velocty for vanous materials.

Features

* Basic model ultrasonic wall thickness gauge

* Suftable for various materials such as steel, stainless stael,
aluminium, glass, polystyrene, polyethylene

* Standard 5.0MHz transducer Indudsad,
optional transducers 6.0MHz, 5.0MHz high temperature
up to 300°C

* Sound velocity range 500 up to 9000 m/s

* Clear 4-Digit LCD display with settings

* Display resolution at 0.1mm /0.001"

* Fast calibration on Integrated standard block of
smm {S920mys)

Standard probe 5.0MHz,
1.2-225mm

Small bore probe 5.0MHz,
1.0-100mm

High temperature probe 5.0MHz

—‘-H up to 300°C, 3-225mm

TECHNICAL SPECIFICATION

O P . Standard Delivery

Measuring range 1.2-200mm (45# seel) * Main unit

(range depends on probe-material combination) * Standard SMHz probe

Veloctyrate 1000-9000mis
"Probe 5.0MH (Sandard) Measusng range 1.5-200.0nm e S A Pt
_Probe 6.0MHr (miniztire) Mezsiring range (steel) 1.0-50.0mm / measuring suface 6mm )
_Probe 5.0MHz (high temperatire)  Mesusing range (steel) 1.2-225.0mm up 1o 300°C__ i * Manual

Mezsuring range ior stedd pipes  Minimum 3mm thickness x 20mm dameter (SMz probel = * INSPEX certificate
_ Calfbeation On Integrated 5.0mm steel standard plate g

_Mezsurement acoracy +/-{0.5%n+0.1) 5
_Measuring unts mm/irch E Optional Accessories

Surface temperstire Standard 0°C 10 +50°C (spedial probes avalable) . Sptagda rd 5 1.2-225m
_Eattery ndicator Low battery woltage indicatoe B = L2t
Power supply 9 6F22 battery (1pd) inot Inchaded) = * Small bore probe 5.0MHz, 1.0-100mm
Dimensions 140mm x 7mm X 32mm * High tamperatura probe 5.0MHz up to
Welght 300gr . 300°C, 3-225mm
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