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Ultrasonic Thickness Gauge IPX-251H

Handheld ultrasonic thickness gauge for thickness measurement of various materials with large memory and USB output.

Features

* Pocket slze, easy to operate

* Automatic probe Zero calibration

* Automatic probe Identification

* Display resolution: 0.01mm / 0.1mm selectable

* Measuring range: 0.65-400 mm
(range depends on proba-matertal combination)

* Suftable for varfous materfals such as steel, stainfess stael,
aluminium, glass, polystyrene, polyethylene

* Limit setting- With Low-High indication and alarm

* Memory: 5000 readings with location number

* Data output: USB to PC

* Temp. of material: -5°C-55°C fwith standard probe)

* Power Supply: AAA dry cell 1.5V (2 Pcs) (NOT SUPPLIED)

OPTIONAL PROBES

Ereq. Meas. Range (mm) Diam 8 Temp. °C

5.0 MHz 0.8-400 1 < &60°C

5.0 MiH2 3.0-200 152 < 350°C
15 M2 0.7-50 El < 60°C
_10.0 MH2 06520 3 < 60°C

2.0 M2 2.0-400 17 < &0°C
TECHNICAL SPECIFICATION

Diplay 128 x 64 wah backlght

Measuring range 0.65-800mm (deperds on probe-materal combinztion)

Vebcty rate 1000-9939m/s

9 matenial velocities stored for selection, or input velocity menually

Resolution 0.1mm / 0.01mm selectable

Mezsuring unfts mm/inch

APy +0.04mm (when thickress<9 93mm)

AVEFa0e moce 2-9 times 3verage measrement
+ {0.1% thickness+0.04) mm (when thidness -10-99.9mm)
+0.3% thickness mm fwhen thicknesss> 100mm)

Limit setting Low-High iIndication and alam

Memory 5000 readings with Jocztion number

Data output USB to PC

Surface temperature -15°C to +350°C

Eattery indicator Low battery indicztor

Powes supply 2 Pes AAA dry cell (NOT SUPPLIED)

_Eattery Mework 43 Hours continuously (without backlicht)

Dimersions 115mm x 64mm x 27mm

Weight 2209
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Standard Delivery

* Maln unit

* Standard SMHZ transducer

* gutit-in calibration block 4mm
* Software + cable

* Manual

* INSPEX certificate

* Carrying case

Tel: (65) 6892 9690 | For more information, visit www.advancedgauging.com.sg
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