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,// 7

/

Product Classification

Regional Availability Asia
Portfolio NETCONNECT®
Product Type Twisted pair cable

Ordering Note

General Specifications

Available in Asia Pacific

Product Number CS3171

ANSI/TIA Category 6

Cable Component Type Horizontal

Cable Type U/UTP (unshielded)
Conductor Type, singles Solid

Conductors, quantity 8

Jacket Color Blue

Note All electrical transmission tests include swept frequency measurements

Pairs, quantity 4

Separator Type Isolator

Supported Application TOO0OBASE-T | 1000BASE-TX | 100BASE-TX | 10BASE-T | 155Mbps
ATM | TP-PMD | TokenRing | VolP

Transmission Standards ANSI/TIA-568.2-D | CENELEC EN 50288-6-1 | IEC61156-5 | ISO/IEC 11801
Class E

Dimensions

Cable Length 304.8m | 1000 ft

Diameter Over Insulated Conductor 7.029 mm | 0.041in

Diameter Over Jacket, nominal 5.842mm | 0.23in
Jacket Thickness 0.559 mm | 0.022in
Conductor Gauge, singles 23 AWG
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Electrical Specifications
Characteristic Impedance

dc Resistance Unbalance, maximum
dc Resistance, maximum

Delay Skew, maximum

Dielectric Strength, minimum

Mutual Capacitance at Frequency

Nominal Velocity of Propagation (NVP)

Operating Frequency, maximum
Operating Voltage, maximum
Propagation Delay, maximum

Remote Powering

Electrical Performance

100 ohm

5%

8 ohms/100 m | 2.438 ohms/100 ft
45ns

1500 Vac | 2500 Vdc
5.6nF/100m @ 1 kHz

68 %

250 MHz

80V

536 ns/100m @250MHz

Fully complies with the recommendations set forth by IEEE 802.3bt (Type 4) for the
safe delivery of power over LAN cable when installed according to ISO/IEC 14763-2,
CENELEC EN 50174-1, CENELEC EN 50174-2 or TIA TSB-184-A

Page2of 4

©2025 CommScope, Inc. All rights reserved. CommScope and the CommScope logo are registered trademarks of CommScope and/or its

4 ®
affiliates in the U.S. and other countries. For additional trademark information see https://www.commscope.com/trademarks. All product names, COMMSCGPE

trademarks and registered trademarks are property of their respective owners. Revised: August 21, 2025




884037614/10 |

305M

CS31Z1 BLU C6 4/23 U/UTP CPK

Cs
CommScope value

IL
Insertion Loss (dB/100m)

ACR

Attenuation to Crosstalk Ratio (dB/100m)

Std RL ACRF
Sandard value Return Loss (dB) Attenuation to Crosstalk Ratio - Far End
, . (dB/100m)
(listed under the Transmission NEXT
Standards in the Electrical Near End Crosstalk (dB/100m) PSACR
Specifications above) Power Sum Attenuation to Crosstalk Ratio
PSNEXT (dB/100m)
Typ Power Sum Near End Crosstalk
Typical valug (dB/100m) PSACRF
Insertion Loss (dB/100m)
FREQUENCY i i i NEXT | NEXT  WEXT ACR ACR ACR  PSNEXT PSNEXT PSNEXT PSACR PSACR PSACR ACRF ACRF  ACRF PSACRF PSACRF PSACRF AL RL AL
we cs 70 ™ cs sT0 e cs sT0 e cs S0 we cs sSTO e cs sT0 e cs STD e cs sT0

100MHz 17 2 2 858 | 753 743 84 | 733 723 | B3® 723 | 723 82 | 703 703 w7 68 678 77 65 845 | 3 20 20

400MHz 35 38 3§ 783 | 663 653 | 749 625 615 762 | 633 | 633 | 727 595 595 G668 56 | 558 652 | 53 528 | %6 B 23

00MH: 48 53 53 748 | 618 608 | 70 | 564 554 725 | 5448 | 568 | 676 | 534 534 605 | 409 | 497 | 59 | 469 467 | 31 245 | M5
10.00MHz 55 6 8 727 | 603 503 672 543 533 | 05 5723 | 573 | 65 | 513 513 588 48 | 478 572 | 45 448 | 38 B 25
16.00 MHz 7 78 76 703 | 572 S62 | 634 497 487 681 542 | 542 | €11 467 467 548 438 | 437 | 533 | 409 407 | 355 25 2
2000MH: 78 85 B5  83B | 558 S4B | 61 | 473 463 666 528 | 528 | 588 | 443 443 528 42 | 418 513 | 3@ 388 | 3}/E B 28

2500MHz  B7 95 95 673 | 543 533 | 585 448 438 649 513 | 513 | 562 416 418 505 40 | 398 491 | 7 3B/E | BT 43 M3

S125MH: | 88 | 107 | 107 657 | 529 519 | 558 422  4L2 635 | 499 | 498 | 537 | 392 392 487 | 31 | W9 | 472 | 3B/l M8 | M 26 236

6250MH: 14 154 | 154 621 | 284 474 | @2 0B 32 | 597 | 454 | 454 | 258 | W % a8 821 319 405 | 291 289 | 284 25 15

0000MHz 178 | 198 | 188 565 | 453 443 407 255 245 563 423 | 423 | 386 | 225 225 382 28 | 278 366 | 25 248 | 287 204 201

1SS.00MHz 224 | 252 | 252 572 | 424 414 | A9 | 173 163 54 | 394 | 394 | 3B | 143 143 M2 42 | M | 325 | 212 21 | 27 188 188

200.00MHz 255 29 23 543 | 408 396 285 118 106 521 378 | 378 | 285 &8 68 a2 22 28 304 18 185 | 27 1B 18
250.00MHz | 287 328 | 328 53 | 393 383 24 65 55 | 508 363 | 263 21 35 35 298 20 | 198 1 17 | 188 | 2 173 173
300.00MH: 316 515 189 491 175 281 264 %8
350.00MHz 3.3 297 155 a7s 133 263 245 2.3
400.00MHz 368 489 121 67 10 244 27 281

Material Specifications

Conductor Material Bare copper

Insulation Material Polyolefin
Jacket Material Low Smoke Zero Halogen (LSZH)

Separator Material Polyolefin

Mechanical Specifications

Minimum Bend Radius Note 4 times the outer cable diameter

Pulling Tension, maximum 11.34kg | 251b

Environmental Specifications

Installation temperature 0°Cto +60 °C (+32 °F to +140 °F)

Operating Temperature -20 °Cto +60 °C (-4 °F to +140 °F)
Storage Temperature -20°Ct0+80 °C (-4 °F to +176 °F)
Acid Gas Test Method IEC 60754-2

Page3of 4

©2025 CommScope, Inc. All rights reserved. CommScope and the CommScope logo are registered trademarks of CommScope and/or its
affiliates in the U.S. and other countries. For additional trademark information see https://www.commscope.com/trademarks. All product names,
trademarks and registered trademarks are property of their respective owners. Revised: August 21, 2025

COMMSCOPE’




884037614/10 | (S31Z1BLU C6 4/23 U/UTP CPK
305M

Environmental Space Low Smoke Zero Halogen (LSZH)
Flame Test Method IEC 60332-1

Smoke Test Method I[EC 61034-2

Packaging and Weights

Cable weight 38.692 kg/km | 26 Ib/kft
Packaging Type CommPak® box

Regulatory Compliance/Certifications

Agency Classification

CHINA-ROHS Below maximum concentration value

ISO 9001:2015 Designed, manufactured and/or distributed under this quality management system
REACH-SVHC Compliant as per SVHC revision on www.commscope.com/ProductCompliance
ROHS Compliant

UK-ROHS Compliant
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