UTP Cat 6 Outdoor Cable

Cable structure

e Conductor : 4X2/0.584mm  (0.57+0.01mm

¢ Insulation : 3364 PE (01.02+£0.05mm

e Pair Color : Blue-White Orange-White
Green-White Brown-White

e Fill : Jelly Fill

e First Sheath : 70°C PE Compliance GB/T8815-2002)

e Sheath OD : 06.5£0.2mm

e Sheath Thickness: 0.6+0.1Tmm

e Color : White

e Second Sheath  : PE

e Sheath OD : 07.5£0.2mm

e Sheath Thickness: 0.6£0.Tmm

e Color : Black

e Electrical performance

e Conductor resistance: <65.80hm/KM

e Insulation resistance : 25000MOhm*KM

e Test voltage : Pair 50Hz one min=2.5KV

e Pair-to-ground capacitance unbalance: <330pF/100M
e Line of the DC Resistance Unbalance: €2.5%

e Line on the capacitor: 266%

e Attenuation (dB/100M]:

Frequency 1 4 8
Mhz
Max 1.84 | 3.69 | 5.25

Propagation delay (nS/100M):

Frequency 1 4 8 10 16 31.25 | 50 62.5 200
Mhz
Max 570 552 |546.72545.38 543 540.43/539.09 538.55 536.54

o Differential delay (nS/100M) : 1—250MHz <45
e Input impedance (Q) :1—100MHz 100+£15Q 100—250MHz 100+18Q
e Impedance (Q) :

Frequency 1 8 10 16 20 25 | 31.25 | 50 . 100 200
Mhz
Max 107.82 106.59 | 106.43 105.79 105.56

Min 95 95 95 95 95 95

Structural return (d

Frequency 1
Mhz
Min 30

Return Loss (dB):

Frequency 1
Mhz
Min 20




e Proximal end crosstalk (dB@100M]:

Frequency 1 4 8 10
Mhz
Min 74.29 | 65.26 | 60.75 | 59.29

Proximal power and crosstalk (dB@100M):

Frequency 1 4 8 10
Mhz
Min 72.29 57.29

FEXT (dB@100M):

Frequency 1 4 8
Mhz
Min 68 | 55.95 | 49.93

Remote power and crosstalk (dB@1

Frequency 1 4 8
Mhz
Min 65 | 52.95 46.93

Allowable temperature: -15°C—70°C




