
FEATURES:

●Telcordia style boots

●Corrosion resistant body (Nickel Plated Brass)

●Low insertion loss and back reflection

●One-piece construction & pulI-proof design

●Free-floating ceramic ferrule

●Precision anti-rotation key

●UL-rated plastic boots in a variety of colours

●Compliance with Telcordia, ANSI, IEC, TIA/EIA, NTT and specifications

SPECIFICATIONS:

 Ordering Information：

1.   Connector Type:   FC，SC，LC，ST，MTRJ，MU，E2000，MPO，DIN，D4

2.  Ferrule End-face:   PC，UPC，APC

3.  Core Type: Single Mode (SM: 9/125μm)， Multi Mode(MM: 50/125μm or 62.5/125μm)

4.  Cable Type: “D” means Duplex       “S” means Simplex

5.  Part Number : CV-CNTSTZZ                Z = 50(50um)/62(62.5um)/09(9um)

FEATURES:

●Compact, pull-proof design

●RJ-45 style interface

●Low insertion loss and low back reflection

●Polarized and colour coded (TIA 568-A & ISO 11801)

●UL-Rated plastic housing and boot

●High precision alignment

●Behind the Wall (BTW) style short connector & boot

SPECIFICATIONS:

 Ordering Information：

1.   Connector Type:   FC，SC，LC，ST，MTRJ，MU，E2000，MPO，DIN，D4

2.  Ferrule End-face:   PC，UPC，APC

3.  Core Type: Single Mode (SM: 9/125μm)， Multi Mode(MM: 50/125μm or 62.5/125μm)

4.  Cable Type: “D” means Duplex       “S” means Simplex

5.  Part Number : CV-CNTLCZZ               Z = 50(50um)/62(62.5um)/09(9um)
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