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The combined ultrasonic sensor 
u[sonic] Modbus...
for wind direc  on and wind speed. 
The Modbus RTU interface simplifi es 
sensor installa  on and integra  on into 
networks.
This seawater resistent ultrasonic sen-
sor is perfectly heated and ideal for use 
under cold climate condi  ons. 
The connec  on of the u[sonic] Modbus 
is compa  ble with all meteorology sen-
sors of the Modbus series.

• without moving measuring elements
• 2 parameters measurable 
• intelligent hea  ng depending on 

wind speed and wind direc  on
• easy installa  on, easy to maintain

professional meteorological 
applica  ons • building automa  on • 
photovoltaic systems • industrial 
meteorology

Professional Line    (16470) Combined Ultrasonic Wind Sensor u[sonic] Modbus                           Id-No. 00.16470.000130

Parameter: Measuring range: Accuracy:  Resolu  on: 

Wind direc  on: 0...359.9°  < 2° (> 1 m/s ) RMSE   0.1°
Wind speed: 0...75 m/s 0.2 m/s RMSE (v < 10 m/s);   0.1 m/s
  2 % RMSE (10 m/s < v < 65 m/s)

Response threshold:  0.1 ms (adjustable for wind direc  on)
Measurement rate:  0.1...10 Hz • (internal measurement rate 50 Hz) 
Opera  ng condi  ons:  -40...+70 °C • 0...100 % r. h. 
Interface:   RS 485
Protocol:  Modbus RTU
Power supply:  24 VDC
Current consump  on 
and power input:  sensor: typ. 35 mA at 24 VDC • 60 W at 24 VDC
Connec  on:  4-pole M12 plug connector
Housing:  seawater-resistant aluminium · IP 66
Dimensions/ Weight:  Ø 199 mm · height 149 mm · approx. 2 kg

ULTRASONIC SENSOR "u[sonic] Modbus"
Wind direc  on and wind speed


