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Application

Features

1  Fusible Fittings

Fusible fittings are pressure relief devices consisting of the body and the eutectic alloy. The eutectic alloy has a specific 

melting point. When the fitting is exposed to temperatures at or above this melting point, the eutectic alloy will melt and 

the pressure inside the fitting will be released to the atmosphere for protection of systems. The fusible fittings are mainly 

installed onto compression cylinders, oil and liquified gas pipelines and stem boilers. 
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Eutectic alloy is filled in the stainless plug

Fusible fittings are non-reusable and disassembled pressure relief devices

Maximum operating pressure: Tested to 500 psi (3.4 MPa) 

Temperature rating from 160°F (71°C) to 281°F (138°C) with 4 temperature ranges

Two types of fusible fittings: Pipe plugs and tube adapters

Construction

GFPP Series GFTA Series

Color code for
melting point 
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Item Component

Eutectic alloy

Body

Material

Stainless steel

1

2
Dimensions, in inches (mm), are for reference only and are subject to change.

ISO 7/1 Tapered Threads (RT) are available for all fractional sizes of GFPP Series, add "-R" 

as a suffix to the basic ordering number.
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3  Fusible Fittings

Fusible alloy option with different melting point     
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SS - GFTA - 6 - 160 - R  

Material
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S4 304 SS 

Series
Connection

   Size
Connection Type
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316L SS 6L
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Color Code
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Ordering Number Description

Note: "Ordering Number Description" is a reference to understand 

          the combination rules of FITOK product part number. Not all 

          combinations are available. 
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