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Kawada:

Linear Ball Bushing

—1

This type is a metric dimension
series widely used in Japan and
other countries

LM < Built-in Synthetic Resin Retainer >

Standard Type  Seal Type| Ball Circuit Weigght

s 4

4 4

M 6  LMBUU 4 8
4 11

4 16

4 30

4 315

4 43

LM 16 LM16UU 5 69
LM 20 LM20UU| 5 87
LM 25 LM25UU| 6 220
: 6 250

6 390

LM 40 LM40UU | 6 585
LM 50 LM50UU| 6 1580
LM 60 LMGOUU| 6 2000

Major Dimensions and Tolerance
[mm]

D1

h

Adjustable Type Open Type dr ‘ Tolerance

LM 6-AJ —

LM 8S-AJ —_—

LM 8-AJ —
IMOAd

LM 12-AJ | LM 12-0P|
LM 13-AJ | LM 13-0P

LM 16-AJ | LM 16-OP
LM 20-AJ | LM 20-OP
LM 25-AJ | LM 25-OP
LM 30-AJ | Lm3o-op|
LM35AJ | LM35-0P|
LM 40-AJ | LM 40-OP
LM 50-AJ | LM 50-OP
LM 60-AJ | LM B60-OP

h1 Temp

127 119 1135
15 Son 17 1.5
151 24 175

143

12 -5 27 41

281 37 265 1.6
32r—142L__J305L_1 16
40 S0 591 41 1185

11 60°| 12 -7 79 120 LM 18
11 60°] 15 -9 88 140f LM 20
12 50°] 15 -9 00 160§ LM 25

60— 80 60.5 2.1
80 51 100 74 2.6
90 9% 110, 8 ,_ 315

www

20
25
30

20
20
25

-13
-13
-16

220
| 390
480

410
810

LM
LM
LM

40
50
60

WHEELER MECTRADE (S) PTE LTD
Tel: 65-6563 8501 Fax: 65-6560 4853
Email: wheelermectrade@singnet.com.sg

(WA

WHEELER MECTRADE SDN BHD v
Tel: 07-861 5692 Fax: 07-861 4692 H/P: 012-7019 130
Email: sales@wheelermectrade.com.my




