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Linear Ball Bushing

LMF < Built-in Polyamide Retainer >
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Fixing hole (x4)
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This type is a metric dimension
series widely used in Japan and
other countries

Major Dimensions and Tolerance
[mm]

Ball Weight}dr
Circuit g

D L

Tolerance Tolerance

Standard Type Seal Type

Tolerance

LMF 88

LMF 8SUU | 4 32 |8 325 24356 31| 12 12 176 216 |LMF 88
LMF 8 LMF 8UU - 37 3256 2435 6 31| 12 12 | 274 392 |LMF 8
LMF 10 LMF 10UU 4 72 40 6 2945 7.5 41| 12 12 | 372 549 | LMF 10

=0.013

LMF 20 LMF20UU |5 180 [0 a2l laz ¢ 154 8 4355 9 61| 16 15 | 882 1370 |LMF20
LMF 25 LMF250U |5 30025 0. 40 S, 59 28 51559 51| 15 15 | 980 1570 LMF25
LMF 30 LMF30UU |6 470ao 45l le4 74 1060 6.6 11 61| 15 15 | 1570 2.740 LMF30

o ! | ¢ 1
LMF 60 LMF 80UU 6 3,000 §50. 005 90y -g.025 1 110 1341811211 17 111 25 25 4,700 10,000 | LMF 60

SI Unit 1N=0.102 kgf
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