MC-1100R
AWS Ab.10  : ER1100
ENISO 18273 : S Al 1100 (Al99, 0 Cu)

Standard | Standard | Standard

Diameater Pallet

List Price ! Net Price

Package Length

5kg 1000mm  1000kg

For welding unalloyed aluminium, pure aluminium AL 99.5. Suitable for
base material such as 1050A, 1070A, 1100 and 1200.

MC-4043R

AWS A5.10 ER4043
EN IS0 18273 : S Al 4043 (AISI 5)

- Standard Y Standard | Standard Y, . . .
Dlamatsrpackaga Length | Pallet ' List Price® Net Price

5kg  1000mm  1000kg

QO Applications

For welding of AISi and AIMgSi alloys containing up 7% Si. Suitable for Solid rod for gas protected welding of

base materials such as 3003, 3103, 3004, 4005, 6013, 6060 and 6082,

ALUMINIUM
TIG ROD

MC-5183R

AWS A5.10 ER5183
ENIS0 18273 : S Al 5183 (AlMg4, 5Mn0, 7)

-
-

Standard | Standard | Standard

Package Length Pallet List Price " Net Price

Diameter

Skg

1000mm  1000kg

G’g Applications Approved by :

aluminium-magnesium alloys of similar
composition the deposit shows due to the
addition of Mn superior mechanical
resistance compared to AIMg5.

ABS

American Bureau of Shipping
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