MILD AND CARBON STEEL |
SAW WIRE Poli) POWERWELD

SUBMERGED ARC WELDING WIRE

—

POWERWELD S1 | \’

AWS AG.17 : EL12 \
List Price I Net Price ::. (\\ S
iy

; Standard Standard
Rlametor Package Pallet
2.0mm 30kg Coil 1080kg

24mm  30kg Coil/450kg/700kg  1080kg
3.2mm  30kg Coil/450kg/700kg  1080kg

4.0mm 30kg Coil/450kg/700kg 1080kg Qﬂ Applications
POWERWELD S1 is a copper coated, nominal 0.5% Mn solid
'. steel wire, suitable for a whole range of submerged arc fillet / butt
o welding and hard surfacing application. POWERWELD S1 wire is
450kg / 700kg / 1000kg in Bulk Reel and without Reel also available. very low in deoxidant, must be used with agglomerated saw flux.

POWERWELD S2

AWS AB.17 . EM12K

Standard Standard

Diameter Puclage Pallet List Price ! Net Price

2.0mm 30kg Coil 1080kg
2.4mm 30kg Coil 1080kg
3.2mm 30kg Coil 1080kg
4.0mm 30kg Coil 1080kg [
4.8mm 30kg Coil 1080kg \

(D emark_

450kg / 700kg / 1000kg in Bulk Reel and without Reel also available.

v 450kg | 700kg w 450kg | 700kg | 1000kg

A 25kg | 30kg
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