STAINARC 308L-17

AWS Ab.4 : E308L-17
EN1600 : E199LR12

memon ez e o omenrne. O 1 AINLESS STEEL
SARA R = ELECTRODE (-17)

40mm  25kgi20kg 350mm  1000kg

Low carbon rutile-silica-coated 18Cr, 10Ni austenitic stainless stesl
electrode with controlled ferrite approx. 6-8% for maximum resistance to
cracking and corrosion. Coating with very low moisture pick up. Soft fusion
without spatters, very easy slag removal exceptional weld bead
appearance, easy re-striking.

STAINARC 309L-17 STAINARC 316L-17

AWS A5.4 : E309L-17 AWS A5.4 : E316L-17
EN 1600 : E2312LR12 EN1600 : E19123LR12

Diameter | Standard | Standard | Standard [, ;4 price | Net Price

Diameter Standard | Standard |/ Standard List Price ! Net Price

Package Length Pallet Package Length Pallet '

26mm 25kgi20kg 350mm  1000kg 26mm 25kg/20kg 350mm  1000kg

4.0mm  2.5kg/20kg 350mm 1000kyg 4.0mm  2.5kg/20kg 350mm 1000kg

QO Applications ‘Gc, Applications

Rutile type low ecarbon MMA electrode for joining dissimilar steels Low carbon rutile-silica-coated Mo containing austenitic stainless steel

(austenitic to ferritic steels) and for cladding of austenitic steels. Weld metal electrode with approx. €-8% ferrite. Coating with very low moisture pick-up.

consists of austenite with approx.15% delta ferrite. Cladding on unalloyed Soft fusion, without spatters, very easy slag removal, exceptional bead

and low-alloy steels are corrosion resistant in the first layer. appearance, easy re-striking. For welding and cladding on austenitic
Cr-Ni-Mo stainless steels and clad plates.
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