
 
 

   

Catalog Number  
H-11LB H-12LB H-16LB H-18LB H-25LB HFE-

11LB 
HFE-
16LB 

HFE-
18LB 

HFE-
22LB 

Rated Insulation Voltage  660 660 

Rated Operational Voltage 660 660 

Rated Operational 
Current 

220 ~ 240V 10 16 24 30 10 15 22 26 

380 ~ 440V 9 12 15 27 9 12 15 21 

500 ~ 550V 7 10 12 22 7 10 12 17 

Rated 
Capacity  

Single 
Phase  

110~ 120V 0.4 (0.5) 0.75 (1) 1.1 (1.5) 1.5 (2) 0.4 
(0.5) 

0.75 
(1) 

1.1 
(1.5)  

220 ~ 240V 0.75 (1) 1.5 (2) 2.2 (3) 3.7 (5) 0.75 
(1) 

1.5 
(2) 

2.2 
(3)  

Three 
Phase  

220 ~ 240V 2.2 (3) 3.7 (5) 5.5 (7.5) 7.5 (10)  2.2 
(3) 

3.7 
(5) 

5.5 
(7.5)  

7.5 
(10)  

380 ~ 440V 4 (5.5)  5.5 (7.5) 7.5 (10) 15 (20)  4 
(5.5) 

5.5 
(7.5) 

7.5 
(10) 

11 
(15) 

500 ~ 550V 4 (5.5)  5.5 (7.5) 7.5 (10) 15 (20)  4 
(5.5) 

5.5 
(7.5) 

7.5 
(10) 

11 
(15)  

Contractor Used  C-11L C-12L C-16Lι C-18L C-25L C-
11L 

C-
16Lι 

C-
18L 

C-
25L 

Aux. Contact  1N/O 1N/O+1N/C 1N/O 1N/O+1N/C 2N/O+2N/C 1N/O 1N/O+1N/C 

Overload Relay Used  RH-10EB RH-18B RH-18B 

Making & Breaking Capacity AC3 AC3 

Intermittent Duty Operation Hour 1200 1200 600 

Electrical Life: Million Operations  1 1 0.25 

Mechanical Life: Million Operations  5 5 

Rated Current Of Aux. Contacts  
6 5 6 5 

3  3  

Complying with  CNS C4048 JIS C8325, IEC 292-1  
CNS C4048 JIS 

C8325,IEC 144, IEC 
292-1  

Approx. Dimentions (mm)  

W x L x H (AxB)  

83.6 x 138.6 x94 
(B = 115)  

99 x 170.6 
x (70 x 145  

130 x 240 x 
135 (90 x 

200) 

94 x 166 x 
112  

(B = 115)  

108 x 171 x 
127  

(B = 115)  

Remarks Steel Enclosure IP-65, ABS Enclosure 
      

 


