
State-of-the-art Technology

Trocellen AirPro-Plus
For added convenience, our optional Trocellen AirPro-Plus line of foam comes with our in-house factory coated 
industrial strength adhesive. Unlike conventional tissue interlayer glue in the market, which may be easily detachable 
in the presence of water moisture, our adhesive is both waterproof and long lasting. Perfect for projects that require 
minimal installation time and costs.

Installation process

Unrivaled reliability
One of Trocellen’s project, Vintage S.p.A., Italy, in 1985 was revisited after 
operation 23 years later in 2008. Thermal conductivity performance value 
of our foam remained constant despite all those years. This itself is a solid 
testimony to the quality of our product

1985 2008
THERMAL CONDUCTIVITY W/mK 0.0394 0.0394
PROPERTY UNIT 1985 2008

6 mm 72 M
9 mm 47 M
12 mm 35 M
15 mm 28 M
20 mm 20 M
25 mm 18 M

THICKNESS LENGTH

Other thicknesses and dimensions available
upon request. Standard width is 1.2m
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Trocellen AirPro
Trocellen AirPro polyethylene foam comes laminated with a highly reflective reinforced aluminium foil specially 
designed to meet global air-conditioning duct insulation standards. It’s flexibility allows the foam to be bent around 
the corners of air-conditioning ducts with ease, further reducing installation time and cost. Trocellen AirPro helps 
regulate the temperature inside and outside the air-conditioning duct with minimal thermal conductivity to prevent 
heat gain or heat loss. This minimizes energy loss, reduces energy consumption and ultimately enhances energy 
efficiency. 

Our flexible AirPro foam allows for an effortless installation process. Just bend it around the duct and 
let the built-in glue do the work. Scan the QR code on the right to witness the convenience of installing 
our AirPro insulation polyethylene foam.



TROCELLEN
AirProUNITTEST

STANDARDTECHNICAL DATA

BARE FOAM

FOAM LAMINATED WITH REFLECTIVE FOIL

90° PEELING TEST

FIRE BEHAVIOUR

GLUE PERFORMANCE for AirPro-Plus

ADHESIVE STRENGTH (PET FILM) JIS Z 0237 N/10mm > 10
> 5

180° PEELING TEST

The data and information represented above are intended as general guide only and are not construed as specification limits.


