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US
ABOUT

2

PTM Steel Industry Sdn Bhd has been established since year 2005, producing 
Stainless Steel sheets, coils and ornamental pipes for applications such as 
home appliances, furniture, machinery and structured design.

We are ISO 9001:2000 certified and continual improvement is our 
philosophy. We strive to meet our customer needs and requirements 
besides providing excellent service.
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US
ABOUT

STAINLESS STEEL COIL SHEET
Finish Characteristics Applications

No. 1 This finish, produced by hot-rolling, annealing and 
pickling, is  characterized by its white pickled surfaces. 
Sheets and plates with this finish are generally used in 
industrial applications.

Industrial tanks, Chemical
 industry equipment.

No. 2D A dull cold rolled finish produced by cold rolling 
annealing and pickling. Sheets with this finish possesses 
excellent drawability in addition to a dense surface.

General uses for deep drawing.

No. 2B This finish is produced by final light cold-rolling (skin 
pass line), consequently it has a brighter surface and is 
slightly harder than No. 2 finish.

General application.

No. 3 An intermediate polished finish  (100-120 mesh), 
used where a  surface is required for post-production 
treatment.

Kitchen ware, Interior-Exterior 
decoration for building.

No. 4 The most popular of all polished finishes. Produced with 
abrasives of approximately 150-180 mesh in its finial 
stage. This finish is widely used where ease in cleaning, 
an attractive appearnce and high corrosion resistance 
are required.

Food-processing facilities,
Bath-tub.

No. 8 The finish is produced with abrasives of over 800 mesh. Reflector, Mirror, Interior-Exterior 
decoration for building.

BA 
(Bright Annealed)

This finish retains the luster produced by  cold-rolling 
and annealing in a non-oxidizing atmosphere.

Used in an excellent finish is 
required like automobile trim and 

reflectors, architectural 
purposes.

HL 
(Hair Line)

This finish is obtained by continuous linear polishing. 
It produces a soft finish which is effective in dissipating 
glare.

Most Suitable for architectural 
purpose, vehicles, show cases, etc.

STAINLESS STEEL
SPECIFICATION

3
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CHEMICAL COMPOSITION (% in weight)

Acesita 

ASTM

DIN C Mn Si P S Cr Ni Mo N2 Others
AISI UNS

Austenitcs 

P301A 301 S30100 1.4310 0,15 2,00 1,00 0,045 0,03 16,0 to 18,0 6,0 to 8,0 - 0,10 - 

P304A/B 304 S30400 1.4301 0,08 2,00 0,75 0,045 0,03 18,0 to 20,0 8,0 to 10,5 - 0,10 -

P304D 304L S30403 1.4307 0,03 2,00 0,75 0,045 0,03 18,0 to 20,0  8,0 to 12,0 - 0,10 -

P316B 316 S31600 1.4401 0,08 2,00 0,75 0,045 0,03 16,0 to 18,0 10,0 to 14,0 2,00 to 3,00 0,10 -

P316B 316L S31603 1.4404 0,03 2,00 0,75 0,045 0,03 16,0 to 18,0 10,0 to 14,0 2,00 to 3,00 0,10 -

P321A 321 S32100 1.4541 0,08 2,00 0,75 0,045 0,03 17,0 to 19,0 9,0 to 12,0 - 0,10 5(C+N2) ≤ Ti ≤ 0,70

Ferritics

P409A/S 409L S40610 1.4512 0,03 1,00 1,00 0,04 0,03 10,50 to 11,7 0,50 - 0,030 6(C+N2) ≤ Ti ≤ 
0,50; Nb = 0,17 max

P430A 430 S43000 1.4016 0,12 1,00 1,00 0,04 0,03 16,0 to 18,0 0,75 - - -

P430E - - 1.4511 0,12 1,00 1,00 0,04 0,03 16,0 to 18,0 0,75 - - Nb = 0,60 max

P439A - S43932 - 0,03 1,00 1,00 0,04 0,03 17,0 to 19,0 0,50 - 0,030 0,20+4(C+N2)≤ 
Ti+Nb ≤ 0,75

P441A - - 1.4509 0,03 1,00 1,00 0,04 0,015 17,5 to 18,5 - - 0,100
3C+0,30 ≤ Nb ≤ 
1,00; Ti = 0,10 to 

0,60"

P444A 444 S44400  0,025 1,00 1,00 0,04 0,03 17,5 to 19,5 1,00 1,75 to 2,50 0,035 0,20+4(C+N2)≤ 
Ti+Nb ≤ 0,80

Martensitics

P420A/D 420 S42000 1.4028 0,15 1,00 1,00 0,04 0,03 12,0 to 14,0 0,75 0,50 - - 

P498A - - 1.4110 0,50 1,00 1,00 0,035 0,01 13,0 to 15,0 - 0,50 to 0,55 - -
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Typical Mechanical Properties Heat Treatment

Tensile 
Strength 

(MPa)

 Yield 
Point 
(MPa)

Elogation 
0mm 
(MPa)

Rockwell-B 
Hardness

Fatigue 
Point   
(MPa)

Cold 
Bending

Erichsen 
Test 

(mm)

Initial 
Forming

Temperature 
(ºC)

Scale 
Forming

Temperature 
(ºC)

Continuous 
Annealing 

(ºC)
Cooling

Quenching 
Temperature 

(ºC)

800 270 52 82 241 180º 13 1150-1260 815 1010-1120 quick not hardenable

700 300 54 85 241 180º 12 1150-1260 840 1010-1120 quick not hardenable

630 300 54 82 - 180º 12 1150-1260 840 1010-1120 quick not hardenable

620 300 52 85 269 180º 12 1150-1260 840 1010-1120 quick not hardenable

620 300 52 85 - 180º 12 1150-1260 840 1010-1120 quick not hardenable

620 250 52 80 - 180º 12 1150-1260 840 1010-1120 quick not hardenable

390 210 38 65 - 180º 10 885 - 950 - not hardenable

480 330 27 80 - 180º 9 1040-1120 650 760-820 - not hardenable

430 300 30 78 - 180º 8 1040-1120 650 780-840 - not hardenable

445 280 37 74 - 180º 9 - - - - not hardenable

460 300 35 78 - 180º 10 - - - - not hardenable

- - - - - 180º 10 - - - - not hardenable

620 350 25 88 - - - 1090-1200 650 730-790 quick 930-1040

- - - 95 - - - 1090-1200 650 730-790 quick 1000-1070

       Width

Thickness

Width tolerances

e = thickness
1. Dimensions in mm
2. Tolerances are -0/+ 

indicated value or - 
indicated value /+0

9 to 149 150 to 199 200 to 299 300 to 599 600 to 999

0,40 ≤ e ≤ 1,75  0,13 0,13 1,25 0,40 - 0

2,50 ≤ e ≤ 3,50 0,25 0,40 0,40 0,50 + 1
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STAINLESS STEEL

Japan Industrial Standard International 
Standard Foreign Standards European Standard

Standard  
Number, Name                                 
(Stainless Steel)

JIS
ISO TR US UK Germany France

Russia 
(Former 
USSR)

EN

15510 
L·No. UNS AISI BS DIN NF OCT Type No.

JIS G 4303 ~ SUS 201 12 S20100 201 Z12CMN17-07Az X12CrMnNiN17-7-5 1.4372
4305 SUS 202 S20200 202 284S16 12X17 9AH4 X12CrMnNiN18-9-5 1.4373
Bar SUS 301 5 S30100 301 301S21 X12CrNi17 7 Z11CN17-08 07X16H6 X5CrNi17-7 1.4319

Hot Rolled
Plate and Band SUS 301L 4 X2CrNiN18-7 X2CrNiN18-7 1.4318

SUS 301J1 X12CrNi17 7
JIS G 4308 ~ SUS 302 S30200 302 302S25 Z12CN18-09 12X18H9

4309 SUS 302B S30215 302B
Wire Rod SUS 303 13 S30300 303 303S21 X10CrNiS18 9 Z8CNF18-09 X8CrNiS18-9 1.4305

SUS 303Se S30323 303Se 303S41 12X18H10E
SUS 303Cu

JIS G 4313 ~ SUS 304 6 S30400 304 304S31 X5CrNi18 10 Z7CN18-09 08X18H10 X4CrNi18-10 1.4301
4315 SUS 304L 1 S30403 304L 304S11 X2CrNi19 11 Z3CN19-11 03X18H11 X2CrNi19-11 1.4307

2 1.4307
Band for Spring SUS 304N1 10 S30451 304N Z6CN19-09Az X2CrNi18-9 1.4306
Wire for Spring SUS 304N2 S30452

Wire for Cold Forging SUS 304LN 3 S30453 304LN X2CrNiN18 10 Z3CN18-10Az X2CrNiN18-10 1.4311
JIS G 4317 ~ SUS 304J1

4320 SUS 304J2
Hot-Rolled Equal-Leg 

Angle SUS 304J3 S30431 S30431

Cold-Finished Bar SUS 305 8 S30500 305 305S19 X5CrNi18 12 Z8CN18-12 06X18H11 X4CrNi18-12 1.4303
Steel Piece for Forged 

Article SUS 305J1

Cold-Rolled Equal-Leg 
Angle SUS 309S X6CrNi23-14 S30908 309S Z10CN24-13

SUS 310S X6CrNi25-21 S31008 310S 310S31 Z8CN25-20 10X23H18 X6CrNi25-20
SUS 315J1
SUS 315J2
SUS 316 26 S31600 316 316S31 X5CrNiMo17 12 2 Z7CND17-12-02 X4CrNiMo17-12-2 1.4401
SUS 316F 27 X5CrNiMo17 13 3 Z6CND18-12-03 X4CrNiMo17-13-3 1.4436
SUS 316L 19 S31603 316L 316S11 X2CrNiMo17 13 2 Z3CND17-12-02 X2CrNiMo17-12-2 1.4404

20 X2CrNiMo17 14 3 Z3CND17-13-03 03X17H14M3 X2CrNiMo17-13-3 1.4432
X2CrNiMo18-14-3 1.4435

SUS 316N S31651 316N
SUS 316LN 22 S31653 316LN X2CrNiMoN17 12 2 Z3CND17-11Az X2CrNiMoN17-11-2 1.4406

23 X2CrNiMoN17 13 3 Z3CND17-12Az X2CrNiMoN17-13-3 1.4429
SUS 316Ti 28 S31635 X6CrNiMoTi17 12 2  Z6CNDT17-12 08X17H13M2T X6CrNiMoTi17-12-2 1.4571
SUS 316J1
SUS 316J1L

SUS 317 S31700 317 317S16
SUS 317L 21 S31703 317L 317S12 X2CrNiMo18 16 4 Z3CND19-15-04 X2CrNiMo18-15-4 1.4438

SUS 317LN 24 S31753 Z3CND19-14Az X2CrNiMoN18-12-4 1.4434
SUS 317J1 X2CrNiMoN17-13-5 1.4439
SUS 317J2
SUS 317J3L
SUS 836L N08367
SUS 890L 31 N08904 N08904 904S14 Z2NCDU25-20 X1CrNiMoCuN25-25-5 1.4539
SUS 321 15 S32100 321 321S31 X6CrNiTi18 10 Z6CNT18-10 08X18H10T X6CrNiTi18 10 1.4541
SUS 347 17 S34700 347 347S31 X6CrNiNb18 10 Z6CNNb18-10 08X18H12 X6CrNiNb18 10 1.4550
SUS 384 9 S38400 384 Z6CN18-16

INTERNATIONAL
STANDARD TABLE
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Japan Industrial Standard International 
Standard Foreign Standards European Standard

Standard  
Number, Name                                 
(Stainless Steel)

JIS
ISO TR US UK Germany France

Russia 
(Former 
USSR)

EN

15510 
L·No. UNS AISI BS DIN NF OCT Type No.

SUS XM7 D26( ‘ ) S30430 304Cu 394S17 Z2CNU18-10 X3CrNiCu18-9-4 1.4587
SUS XM15J1 S38100 Z15CNS20-12 X1CrNiSi18-15-4 1.4381
SUS 329J1 S32900 329
SUS 329J3L 33 S39240 S31803 Z3CNDU22-05Az 08X21H6M2T X2CrNiMoN22-5-3 1.4462
SUS 329J4L 34 S39275 S31260 Z3CNDU25-07Az X2CrNiMoCuN25-6-3 1.4507

SUS 405 40 S40500 405 405S17 X6CrAl13 Z8CA12 X6CrAl13 1.4002
SUS 410L Z3C14
SUS 429 S42900 429
SUS 430 41 S43000 430 X6Cr17 Z8C17 12X17 X6Cr17 X6Cr17 1.4016
SUS 430F 42 S43020 430F X7CrMoS18 Z8CF17 X6CrMoS17 1.4105
SUS 430LX 44 S43035 X6CrTi17 Z4CT17 X3CrTi17 1.4510

X6CrNb17 X2CrTi17 1.4520
SUS 430J1L Z4CNb17 X3CrNb17 1.4511

SUS 434 43 S43400 434 434S17 X6CrMo17 1 Z8CD17-01 X6CrMo17-1 1.4113
SUS 436L S43600 436 X1CrMoTi16-1 1.4513

SUS 436J1L
SUS 444 46 S44400 444 Z3CDT18-02 X2CrMoTi18-2 1.4521

SUS 445J1
SUS 445J2
SUS 447J1 S44700
SUS XM27 S44627 Z1CD26-01
SUS 403 S40300 403
SUS 410 48 S41000 410 410S21 X10Cr13 Z13C13 X12Cr13 1.4006
SUS 410S 39 S41008 410S 403S17 X6Cr13 Z8C12 08X13 X6Cr13 1.4000
SUS 410F2
SUS 410J1 S41025
SUS 416 49 S41600 416 416S21 Z11CF13 X12CrS13 1.4005

SUS 420J1 50 S42000 420 420S29 X20Cr13 Z20C13 20X13 X20Cr13 1.4021
SUS 420J2 51 S42000 420 420S37 X30Cr13 Z33C13 30X13 X30Cr13 1.4028
SUS 420F S42020 420F Z30CF13 X29CrS13 1.4029
SUS 420F2
SUS 429J1
SUS 431 57 S43100 431 431S29 X20CrNi17 2 Z15CN16-02 20X17H2 X19CrNi17 2 1.4057

SUS 440A S44002 440A Z70C15 X70CrMo15 1.4109
SUS 440B S44003 440B
SUS 440C S44004 440C Z100CD17 95X18 X105CrMo17 1.4125
SUS 440F S44020 S44020
SUS 630 58 S17400 S17400 Z6CNU17-04 X5CrNiCuNb16-4 1.4542
SUS 631 59 S17700 S17700 X7CrNiAl17 7 Z9CNA17-07 09X17H7 I0 X7CrNiAl17-7 1.4568

SUS 632J1
JIS G 4311~ SUH 31 331S42 Z35CNWS14-14 45X14H14B2M

4315 SUH 35 X53CrMnNi21 4 349S52 Z52CMN21-09Az
Heat Resisting Steel Bar (²)

Heat Resisting Steel Plate SUH 36 S63008 349S54 X53CrMnNi21 9 Z55CMN21-09Az 55X20 9AH4
SUH 37 S63017 381S34
SUH 38
SUH 309 S30900 309 309S24 Z15CN24-13
SUH 310 S31000 310 310S24 CrNi2520 Z15CN25-20 20X25H20C2
SUH 330 N08330 N08330 N08330 Z12NCS35-16
SUH 660 S66286 Z6NCTV25-20
SUH 661 R30155
SUH 21 CrAl1205
SUH 409 37 S40900 409 409S19 X6CrTi12 Z6CT12
SUH 409L 36 Z3CT12 X2CrTi12 1.4512
SUH 446 X15CrN26(²) S44600 446 Z12C25 15X28
SUH 1 X45CrSi9-3(²) S65007 401S45 X45CrSi9 3 Z45CS9
SUH 3 Z40CSD10 40X10C2M
SUH 4 443S65 Z80CSN20-02
SUH 11 X50CrSi18-2(²) 40X9C2
SUH 600 20X12BHM r
SUH 616 S42200

Reference	 1. ISO:ISO TR 15510:1997. EN Symbols. (¹) ISO 4954, (²) ISO 683, 15.					   
	 2. US:UNS registration numbers and the AISI Steel Manual							     
	 3. European Standard:EN 10088-1:1995							     
	 4. European countries:BS, DIN, NF, etc. These national standards are to be abolished in favor of EN.			 
	 5. OCT: 5632
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AUTO 
SHEARING 
MACHINE AUTO

SLITTING
MACHINE

SHEARING MACHINE SIZE RANGE
(Stainless Steel/ Mild Steel):

Size Stainless Steel Mild Steel

Thickness 0.40mm ~ 3.00mm 0.40mm ~ 3.00mm

Width 600mm ~ 1,550mm 600mm ~ 1,550mm

Length 300mm ~ 3,100mm 300mm ~ 3,100mm

Length Tolerance +/- 0.5mm +/- 0.5mm

Flatness Tolerance ≤ 2mm/M² ≤ 2mm/M²

Coil I/d 480mm ~ 680mm 480mm ~ 680mm

Mother Coil Wt 15Mt Max. 15Mt Max.

Pallet Wt 1.5Mt ~ 2.0Mt 1.5Mt ~ 2.0Mt

     

OUR MANUFACTURING/
PRODUCTION FACILITIES

8
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AUTO 
SHEARING 
MACHINE AUTO

SLITTING
MACHINE

SLITTING MACHINES SIZE RANGE 
(Stainless Steel/ Mild Steel):

Size Stainless Steel Mild Steel

Thickness 0.40mm ~ 3.00mm 0.40mm ~ 3.00mm

Mother Coil Width 600mm ~ 1,550mm 600mm ~ 1,550mm

Minimum Width 28mm 28mm

Coil OD ø ≤ 1500mm ø ≤ 1500mm

Max Slit *20 slits Maximum *20 slits Maximum

Mother Coil Wt 10 Mt max 10 Mt max

* Depend on thickness

9
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TUBE 
FORMING 
MACHINE

10
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TUBE 
FORMING 
MACHINE

ASTM A554  

 TP304/TP304L

 TP316/TP316L

 TP439

 TP436

 TP409/TP409L

STAINLESS STEEL
TUBES SPECIFICATION

FINISHED

 MILL FINISHED

 BRIGHT FINISHED (GRIT 400 ~ 600)

 HAIRLINE FINISHED (GRIT 180 & ABOVE)

 NON DIRECTION FINISHED
     

11
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Tubes Size Range
Available Size By Weight & Price

Grade : Austenite TP304/TP316     |     Ferrite TP409L/TP409/TP439

  Stainless Steel Round Tube
Outer Diameter Qty/B 0.6 0.7 0.8 0.9 1.0 1.2 1.5 2.0 3.0
Inches mm Lgh Kgs Kgs Kgs Kgs Kgs Kgs Kgs Kgs Kgs

⅜” 9.5 100 0.81 0.94 1.06 1.18 1.29 1.51 1.82

½” 12.7 100 1.10 1.28 1.45 1.61 1.78 2.10 2.55

⅝” 15.9 100 1.39 1.62 1.84 2.05 2.26 2.68 3.28

¾” 19.1 100 1.69 1.96 2.22 2.49 2.75 3.26 4.01

⅞” 22.2 100 1.97 2.29 2.60 2.91 3.22 3.83 4.72

1” 25.4 100 2.26 2.63 2.99 3.35 3.71 4.41 5.45

1⅛” 28.6 50 2.55 2.97 3.38 3.79 4.19 5.00 6.18

1¼” 31.8 50 2.84 3.31 3.77 4.23 4.68 5.58 6.91

1½” 38.1 50 3.42 3.98 4.53 5.09 5.64 6.73 8.34

1⅝” 41.3 50 3.71 4.32 4.92 5.52 6.12 7.31 9.07

1¾” 44.5 50 4.00 4.66 5.31 5.96 6.61 7.90 9.80

2” 50.8 10 6.08 6.82 7.57 9.04 11.24 14.59 21.43

2½” 63.5 10 7.62 8.56 9.50 11.36 14.13 18.38 27.13

3” 76.2 10 9.17 10.30 11.43 13.68 17.03 22.18 32.82

3½” 88.9 10 10.71 12.03 13.36 15.99 19.92 25.98 38.52

4” 101.6 10 18.31 22.82 29.77 44.21

5” 127 10 28.60 37.37 55.60

* Length: 6.1 meter (Thickness: 0.6 - 1.5mm)   |   6.0 meter (Thickness: 2.0 & 3.0mm)

  Stainless Steel Square Tube
Side Length Qty/B 0.7 0.8 0.9 1.0 1.2 1.5 2.0 3.0

Inches mm Lgh Kgs Kgs Kgs Kgs Kgs Kgs Kgs Kgs

½” 12.7 100 1.62 1.87 2.09 2.26 2.70 3.34

⅝” 15.9 100 2.10 2.36 2.64 2.92 3.40 4.27

¾” 19.1 100 2.46 2.86 3.20 3.54 4.14 5.20 6.65

⅞” 22.2 100 2.93 3.38 3.74 4.30 4.93 6.10 7.86

1” 25.4 100 3.37 3.83 4.30 4.76 5.68 7.03 9.07

1¼” 31.8 50 4.23 4.83 5.42 6.00 7.17 8.78 11.49

1½” 38.1 50 5.80 6.51 7.23 8.54 10.60 13.90

2” 50.8 25 8.70 9.50 11.54 14.36 18.74 27.66

3” 75 25 14.36 17.20 21.45 28.41 42.17

4” 100 25 29.14 38.07 56.66

* Length: 6.1 meter (Thickness: 0.6 - 1.5mm)   |   6.0 meter (Thickness: 2.0 & 3.0mm)
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  Stainless Steel Rectangular Tube
Side Length Qty/B 0.7 0.8 0.9 1.0 1.2 1.5 2.0 3.0

Inches mm Lgh Kgs Kgs Kgs Kgs Kgs Kgs Kgs Kgs

⅜” x ¾” 9.53 x 19.1 100 1.87 2.12 2.37 2.62 3.11 3.82

½” x ¾” 12.7 x 19.1 100 2.07 2.36 2.67 2.92 3.47 4.33

½” x 1” 12.7 x 25.4 100 2.51 2.86 3.20 3.54 4.20 5.20

1” x 1¼” 25.4 x 31.8 100 3.80 4.33 4.86 5.38 6.42 7.96

¾” x 1½” 19.1 x 38.1 100 3.80 4.33 4.86 5.38 6.42 7.96

1” x 2” 25.4 x 50.8 50 5.80 6.51 7.22 8.63 10.74 13.90

1” x 3” 25.4 x 76.2 50 9.50 11.54 14.36

1¾” x 3” 44.5 x 75 50 11.52 13.79 17.17 22.36 33.09

2” x 4” 50 x 100 25 14.59 17.47 21.77 28.41 42.17

* Length: 6.1 meter (Thickness: 0.6 - 1.5mm)   |   6.0 meter (Thickness: 2.0 & 3.0mm)

  Stainless Steel Special Square/Rectangular Tube
Side Length Qty/B 0.8 0.9 1.0 1.2 1.5

Inches mm Lgh Kgs Kgs Kgs Kgs Kgs

8 x 12 100 1.45 1.62 1.78 2.10 2.56

10 x 10 100 1.45 1.62 1.78 2.10 2.56

12 x 12 100

14 x 14 100

16 x 16 100

19 x 19 100

20 x 20 100

10 x 20 100 2.23 2.49 2.75 3.26 4.01

10 x 25 50 2.61 2.93 3.23 3.84 4.74

10 x 30 50 2.99 3.35 3.72 4.42 5.46

12 x 50 50 5.85 6.75 8.65

16 x 30 50 4.37 5.25 6.57

16 x 32 50 4.57 5.48 6.85

25 x 40 50 4.93 6.14 7.33 9.09

* Length: 6.1 meter

  Stainless Steel Oval Tube
Side Length Qty/B 0.8 0.9 1.0 1.2 1.5 2.0 3.0

Inches mm Lgh Kgs Kgs Kgs Kgs Kgs Kgs Kgs

8 x 15.5 100

8 x 25 100

11.5 x 18 100

19.1 x 38.1 50

34.5 x 65 50 7.57 9.05 11.24 14.83

60 x 90 50 22.55

* Length: 6.1 meter (Thickness: 0.6 - 1.5mm)   |   6.0 meter (Thickness: 2.0 & 3.0mm)
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Stainless Steel Pipe for Automotive

Grade : 436/439/409L/304/316L

Outer Diameter Qty/B 0.9 1.0 1.2 1.5 2.0 3.0

Inches mm Lgh Kgs Kgs Kgs Kgs Kgs Kgs

⅝” 15.9 100 2.05 2.26 2.68 3.28

¾” 19.1 100 2.49 2.75 3.26 4.01

⅞” 22.2 100 2.91 3.22 3.83 4.72

1” 25.4 100 3.35 3.71 4.41 5.45

1⅛” 28.6 50 3.79 4.19 5.00 6.18

1¼” 31.8 50 4.23 4.68 5.58 6.91

35.0 50

1½” 38.1 50 5.09 5.64 6.73 8.34

 42.7 50 5.72 6.34 7.57 9.39

1¾” 44.5 50 5.96 6.61 7.90 9.80

48.6 10

2” 50.8 10 6.82 7.57 9.04 11.24 14.59 21.43

54.0 10

57.1 10

2½” 63.5 10 8.56 9.50 11.36 14.13 18.38 27.13

3” 76.2 10 10.30 11.43 13.68 17.03 22.18 32.82

3½” 88.9 10 12.03 13.36 15.99 19.92 25.98 38.52

4” 101.6 10 18.31 22.82 29.77 44.21

5” 127 10 28.60 37.37 55.60

* Length: 6.1 meter (Thickness: 0.6 - 1.5mm)   |   6.0 meter (Thickness: 2.0 & 3.0mm)

Stainless Steel pipe portable system are used more with industrial economic developments, environment 
pollution, water quality and model human healty lifestyle and living spirits.

Mild Steel Pipe or galvanized pipe conventionally used have insanitation problems caused by zinc ion elution 
and corrosion. For these reasons stainless steel light gauge pipe and other altenatived water transport systems 
have been adopted and being regulated by authorities and country government.

Company emphasized economic scales and healthy lifestyle, with different altenate easy installation fitting 
system for installers with affordable installation matter.

14
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Raw Material
BS1449 Part 2 Or EN1.0088  |  原料规格

Grade C 
(%Max)

Si 
(%Max)

Mn 
(%Max)

Ni 
(%Max)

Cr 
(%Max)

S 
(%Max)

P 
(%Max)

Mo 
(%)

304 0.06 1.00 2.00 8.00 - 11.00 17.50 - 19.00 0.03 0.045 -

316 0.06 1.00 2.00 10 - 14 16 - 8 0.03 0.045 2.0/2.5

Tube Assortment 
304 BS EN 10312:2002  |  管的尺寸

Diameter Nominal Thickness 
(mm) Kg/Length

6 mm 0.6 0.4843

8 mm 0.6 0.6639

10 mm 0.6 0.8436

12 mm 0.6 1.0223

15 mm 0.6 1.2913

18 mm 0.7 1.8100

22 mm 0.7 2.2284

28 mm 0.8 3.2522

35 mm 1.0 5.0816

42 mm 1.2 7.3175

54 mm 1.2 9.4698

* Length: 6.0 meter

Physical Mechanical Properties  |  各类管材主要物理性能表

Material
管材

Grade
国标

Gravity
密度

Thermal
Conductivity

(W/m ºC)
导热系统

Thermal
Expansion
(10 -6/ºC)
平均热胀
系统数

Min.
Tensile

Strength
(N/mm²)
抗拉强度

Elongation
(Min.)
延伸力

Yield
Stress
(Min.)
内力

Young’s
Modular 

of
Elasticity

(KN/mm²)
杨氏模量

Magnetic
磁性

Stainless Steel BS 
EN10312 7.93 15 16 510 30 205 200 No

Copper Tube BS 
EN1057 8.9 340 17.6 40 110 No

Galvanized pipe BS 1387 7.85 60 11.6 320 to 
460 20 195 210 Yes

Heat Resistant 
Unplasticized

Poly Pipe

BS 
384065 1.56 0.05 70 - - - - No

15
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Water Pipe Size :  08, 010, 012, 015, 018, 022, 028, 035, 042, 054

Water
Tank

Toilet

Basin

Bathroom

Washing
Machine

Electric
Water
Heater

Pump
Control

Box

Water
Tank

035

015

015

015

042

042

022

House Water Pipe Supply Routine
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Water Pipe Size :  08, 010, 012, 015, 018, 022, 028, 035, 042, 054

Water
Tank

Toilet

Basin

Bathroom

Washing
Machine

Electric
Water
Heater

Pump
Control

Box

Water
Tank

035

015

015

015

042

042

022

 Abrasive Flap Wheel with Hole
Thickness

(mm)
OD

(mm)
ID

(mm) Grade

20 300 25/32 60- 800

25 300 25/32 60- 800

38 300 25/32 60- 800

50 300 25/32 60- 800

100 300 25/32 60- 800

Polishing Consumables

 Sisal Buff

Type Thickness 
(mm)

OD
(mm)

ID
(mm)

White Sisal Buff 12 300 25.4/32

Yellow Sisal Buff 15 300 25.4/32

 White Cotton Buff
Thickness

(mm)
OD

(mm)
ID

(mm)

12 300 25.4/32

 Yellow Cotton Buff
OD

(inches)
ID

(inches) Specification

12 5 16P

OTHER
PRODUCTS

 SIL Green Wax
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THREE & THREE
HARDWARE SDN BHD

We also fabricate other customized products such as 
chain track and stainless steel bolts & nuts to meet 
your needs.

 Chain Track

 Stainless Steel    
    Bolts and Nuts

OTHER
SERVICES

18
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THREE & THREE
HARDWARE SDN BHD
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Stainless Steel Rods
Grade : AISI 304/304L & 316/316L

Dia Dia Length Kgs Per Lgh Dia Length Kgs Per Lgh

mm size inches meter 304 316 mm size meter 304 316

3.175 ⅛” x 3.66 0.230 0.232 1.6mm# x 1 0.016 0.016

4.763 3/16” x 6 0.849 0.855 2.0mm# x 1 0.025 0.001

6.350 ¼” x 6 1.510 1.519 2.5mm# x 2.5 0.098 0.004

7.938 5/16” x 6 2.359 2.374 3.0mm# x 3.66 0.206 0.012

9.525 ⅜” x 6 3.397 3.419 4.0mm# x 3.66 0.365 0.037

11.113 7/16” x 6 4.624 4.653 4.5mm x 6 0.758 0.763

12.700 ½” x 6 6.039 6.077 5.0mm* x 6 0.936 0.942

14.288 9/16” x 6 7.643 7.692 6.0mm x 6 1.348 1.356

15.875 ⅝” x 6 9.435 9.496 7.0mm x 6 1.835 1.846

19.050 ¾” x 6 13.587 13.674 8.0mm x 6 2.396 2.412

2.225 ⅞” x 6 18.494 18.612 9.0mm x 6 3.033 3.052

25.400 1” x 6 24.155 24.310 10.0mm x 6 3.744 3.768

28.575 1⅛” x 6 30.571 30.767 11.0mm x 6 4.530 4.559

31.750 1¼” x 6 37.742 37.986 12.0mm x 6 5.391 5.426

34.925 1⅜” x 6 45.668 45.960 13.0mm x 6 6.327 6.368

38.100 1½” x 6 54.348 54.697 14.0mm x 6 7.338 7.385

41.275 1⅝” x 6 63.784 64.193 15.0mm x 6 8.424 8.478

44.450 1¾” x 6 73.974 74.448 16.0mm x 6 9.585 9.646

47.625 1⅞” x 6 84.919 85.464 17.0mm x 6 10.820 10.890

50.800 2” x 6 96.619 97.236 18.0mm x 6 12.131 12.208

57.150 2¼” x 6 122.284 123.067 20.0mm x 6 14.976 15.072

63.500 2½” x 6 150.967 151.935 24.0mm x 6 21.565 21.704

69.850 2¾” x 6 182.671 183.842 25.0mm x 6 23.400 23.550

76.200 3” x 6 217.393 218.787 28.0mm x 6 29.353 29.541

82.500 3¼” x 6 255.132 256.77 30.0mm x 6 33.696 33.912

88.900 3½” x 6 295.896 297.793 35.0mm x 6 45.864 46.158

95.250 3¾” x 6 339.677 341.856 40.0mm x 6 59.904 60.288

101.600 4” x 6 386.477 388.956 45.0mm x 6 75.816 76.302

107.950 4¼” x 6 436.296 439.093 50.0mm x 6 93.600 94.200

114.300 4½” x 6 489.132 492.270 55.0mm x 6 113.256 113.982

120.650 4¾” x 6 544.992 548.486 60.0mm x 6 134.784 135.648

127.000 5” x 6 603.870 607.741 65.0mm x 6 158.184 159.198

133.350 5¼” x 6 665.766 670.034

139.700 5½” x 6 730.682 735.366

152.400 6” x 6 869.572 875.147

165.100 6½” x 6 1020.540 1027.082

177.800 7” x 6 1183.585 1191.172

190.500 7½” x 6 1359.246 1367.417

203.200 8” x 6 1545.907 1555.816

215.900 8½” x 6 1745.184 1756.368

228.600 9” x 6 1956.538 1969.080

254.000 10” x 6 2415.479 2430.963

279.400 11” x 6 2922.730 2941.465

304.800 12” x 6 3478.290 3500.587
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Stainless Steel Flat Bar (Slitted)
Grade : AISI 304  |  STD Length: 6 Meter

THK Width Weight
(mm) (mm) KG/LENGTH

2.5 38.0 4.532 2B

2.5 50.0 5.963 2B

3.0 12.0 1.717
3.0 16.0 2.290
3.0 19.0 2.719
3.0 25.0 3.578
3.0 32.0 4.579
3.0 38.0 5.438 1B&2B

3.0 50.0 7.155 1B&2B

3.0 65.0 9.302 1B&2B

3.0 75.0 10.733
3.0 100.0 14.310
4.0 16.0 3.053
4.0 19.0 3.625
4.0 25.0 4.770
4.0 32.0 6.106
4.0 38.0 7.250
4.0 50.0 9.540
4.0 65.0 12.402
4.0 75.0 14.310
4.0 100.0 19.080

4.5 25.0 5.366
4.5 32.0 6.869
4.5 38.0 8.157
4.5 50.0 10.733
4.5 65.0 13.952
4.5 75.0 16.099

6.0 19.0 5.438
6.0 25.0 7.155
6.0 32.0 9.158
6.0 38.0 10.876
6.0 50.0 14.310
6.0 65.0 18.603
6.0 75.0 21.465
6.0 100.0 28.620
6.0 125.0 35.775
6.0 150.0 42.930

THK Width Weight

(mm) (mm) KG/LENGTH

9.0 25.0 10.733
9.0 32.0 13.738
9.0 38.0 16.313
9.0 50.0 21.465
9.0 65.0 27.905
9.0 75.0 32.198
9.0 100.0 42.930
9.0 125.0 53.663
9.0 150.0 64.395

12.0 25.0 14.310
12.0 32.0 18.317
12.0 38.0 21.751
12.0 50.0 28.620
12.0 65.0 37.206
12.0 75.0 42.930
12.0 100.0 57.240
12.0 125.0 71.550
12.0 150.0 85.860

16.0 50.0 38.160
16.0 75.0 57.240
16.0 90.0 68.688
16.0 100.0 76.320
16.0 125.0 95.400
16.0 150.0 114.480

20.0 75.0 71.550
20.0 90.0 85.860
20.0 100.0 95.400
20.0 125.0 119.250
20.0 150.0 143.100

25.0 50.0 59.625
25.0 75.0 89.438
25.0 90.0 107.325
25.0 100.0 119.250
25.0 125.0 149.063
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Stainless Steel Flat Bar (Hot Rolled)
Grade : AISI 304  |  STD Length: 6 Meter

THK Width Weight
(mm) (mm) KG/LENGTH

12 50.0 28.62

12 75.0 42.93

12 90.0 51.52

15 32.0 22.90 

16 50.0 38.16

16 65.0 49.61

16 75.0 57.24

16 100.0 76.32

19 25.0 22.66

19 50.0 45.32

19 65.0 58.91

19 75.0 67.97

Stainless Steel Angle Bar
Grade : AISI 304  |  STD Length: 6 Meter

Size KG/
LENGTH(mm)

3 x 20 x 20 5.448

3 x 25 x 25 6.900

3 x 30 x 30 8.340

3 x 40 x 40 11.280

3 x 50 x 50 14.460

4 x 25 x 25 8.880

4 x 30 x 30 10.800

4 x 40 x 40 14.700

4 x 50 x 50 18.840

5 x 40 x 40 18.180

5 x 50 x 50 23.220

6 x 40 x 40 21.360

6 x 50 x 50 27.300

6 x 65 x 65 36.420

6 x 75 x 75 42.180

6 x 100 x 100 57.000

9 x 75 x 75 61.200

9 x 100 x 100 83.400

Stainless Steel Square Bar
Grade : AISI 304
STD Length: 3.66m  |  4.00m  |  6.00m

Size KG/
METER(inch) (mm)

¼" x ¼" 6.350 0.321

5/16" x 5/16" 7.983 0.507

⅜" x ⅜" 9.525 0.721

½" x ½" 12.700 1.282

⅝" x ⅝" 15.875 2.004

¾" x ¾" 19.050 2.885

⅞" x ⅞" 22.225 3.927

1" x 1" 25.400 5.129

1⅛" x 1⅛" 28.575 6.491

1¼" x 1¼" 31.750 8.014

1⅜" x 1⅜" 34.925 9.697

1½" x 1½" 38.100 11.540

1⅝" x 1⅝" 41.275 13.544

1¾" x 1¾" 44.450 15.708

2" x 2" 50.800 20.516

2¼" x 2¼" 57.150 25.966

2½" x 2½" 63.500 32.056

2¾" x 2¾" 69.850 38.788

3" x 3" 76.200 46.161

THK Width Weight
(mm) (mm) KG/LENGTH

20 150.0 143.10 

25 50.0 59.63

25 65.0 77.51

25 75.0 89.44

25 90.0 107.33

½" ¾" 11.54

⅝" 1½" 28.85

¾" 1½" 34.62 

1" 1½" 46.16



23

Brass Hexagon Bar
Grade: JIS C3604     
STD Length: 2.5m  |  3.6m

Diamater
Size

KG/MTR
(mm)

3/16” 4.763 0.169

¼" 6.350 0.300
5/16” 7.938 0.469

⅜" 9.525 0.676
7/16” 11.113 0.920

½" 12.700 1.202
9/16” 14.288 1.521

⅝" 15.875 1.878
11/16” 17.463 2.272

¾" 19.050 2.704
13/16” 20.638 3.173

⅞" 22.225 3.680
15/16” 23.813 4.224

1" 25.400 4.806

1⅛" 28.575 6.083

1¼" 31.750 7.510

1⅜" 34.925 9.087

1½" 38.100 10.814

1⅝" 41.275 12.692

1¾" 44.450 14.720

2" 50.800 19.226

2¼" 57.150 24.333

2½" 63.500 30.040

2¾" 69.850 36.349

3" 76.200 43.258

3¼" 82.550 50.768

3½" 88.900 58.879

4" 101.600 76.903

Brass Square Bar
Grade: JIS C3604     STD Length: 2.5m  |  3.0m  |   3.6m

Diamater
Size

KG/MTR
(mm)

⅛" x ⅛" 3.175 0.087

3/16” x 3/16” 4.763 0.195

¼" x ¼" 6.350 0.347

5/16” x 5/16” 7.938 0.542

⅜" x ⅜" 9.525 0.780

½" x ½" 12.700 1.387

⅝" x ⅝" 15.875 2.167

¾" x ¾" 19.050 3.121

⅞" x ⅞" 22.225 4.248

1" x 1" 25.400 5.548

1⅛" x 1⅛" 28.575 7.022

1¼" x 1¼" 31.750 8.669

1⅜" x 1⅜" 34.925 10.490

1½" x 1½" 38.100 12.484

1¾" x 1¾" 44.450 16.992

2" x 2" 50.800 22.194

2¼" x 2¼" 57.150 28.089

2½" x 2½" 63.500 34.677

2¾" x 2¾" 69.850 41.960

3" x 3" 76.200 49.935

3½" x 3½" 88.900 67.968

4" x 4" 101.600 88.774

4½" x 4½" 114.300 112.355

5" x 5" 127.000 138.709

5½" x 5½" 139.700 167.838

6" x 6" 152.400 199.742
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Brass Round Bar
Grade: JIS C3604     STD Length: <2.0m  |  2.5m  |  3.0m  |  3.6m

Diamater
Size

KG/MTR Diamater
Size

KG/MTR
(mm) (mm)

⅛" 3.175 0.068 2" 50.800 17.419
3/16" 4.763 0.153 2¼" 57.150 22.046

¼" 6.350 0.272 2½" 63.500 27.218
5/16" 7.938 0.425 2¾" 69.850 32.933

⅜" 9.525 0.612 3" 76.200 39.193
7/16" 11.113 0.834 3¼" 82.550 45.998

½" 12.700 1.089 3½" 88.900 53.347
9/16" 14.288 1.378 3¾" 95.250 61.240

⅝" 15.875 1.701 4" 101.600 69.677
11/16" 17.463 2.058 4½" 114.300 88.185

¾" 19.050 2.450 5" 127.000 108.871
13/16" 20.638 2.875 5½" 139.700 131.734

⅞" 22.225 3.334 6" 152.400 156.774
15/16" 23.813 3.827 6½" 165.100 183.992

1" 25.400 4.355 7" 177.800 213.387

1⅛" 28.575 5.512 7½" 190.500 244.959

1¼" 31.750 6.804 8" 203.200 278.709

1⅜" 34.925 8.233

1½" 38.100 9.798

1⅝" 41.275 11.499

1¾" 44.450 13.337

Diamater
KG/MTR

Diamater
KG/MTR

(mm) (mm)

3.00 0.061 7.00 0.331

3.50 0.083 7.50 0.380

4.00 0.108 8.00 0.432

4.50 0.137 8.50 0.488

5.00 0.169 9.00 0.547

5.50 0.204 10.00 0.675

6.00 0.243 11.00 0.817

6.50 0.285 12.00 0.972
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Copper Round Bar
Grade: C1100 (JIS H3140-1/2H)

Sizes MTRS/
Length KG/MTR

¼" 6.35 3.6 0.285
5/16" 7.93 3.6 0.445

⅜" 9.53 3.6 0.642

½" 12.70 3.6 1.140

⅝" 15.87 3.6 1.781

¾" 19.05 3.6 2.566

⅞" 22.22 3.6 3.491

1" 25.40 3.6 4.561

1¼" 31.75 3.6 7.127

1⅜" 34.93 3.6 8.626

1½" 38.10 3.6 10.263

45.00 3.6 14.317

2" 50.80 3.6 18.245

2¼" 57.15 3.6 23.091

65.00 3.6 29.871

3" 76.20 3.6 41.052

90.00 3.6 57.267

4" 101.60 3.6 72.980

Copper Square Bar
Grade: : C1100 (JIS H3140-1/2H)

Sizes MTRS/
Length KG/MTR

½" 12.70 3.6 1.452

⅝" 15.87 3.6 2.267

¾" 19.05 3.6 3.266

1" 25.40 3.6 5.806

1¼" 31.75 3.6 9.073

1½" 38.10 3.6 13.064

1¾" 44.45 3.6 17.782

2" 50.80 3.6 23.226

2½" 63.50 2.5 36.290

3" 76.20 1.8 52.258
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Copper Flat Bar
Grade: C1100 (1/2H-Square Edge)

Sizes MTRS/
LENGTH KG/MTR

½" X 1" 12.70 X 25.40 6.0 2.903

½" X 6" 12.70 X 152.40 3.0 17.419

⅝" X 1" 15.87 X 25.40 3.0 3.628

⅝" X 1¼" 15.87 X 31.75 3.0 4.535

⅝" X 1½" 15.87 X 38.10 3.0 5.442

⅝" X 2" 15.87 X 50.80 3.0 7.256

⅝" X 2½" 15.87 X 63.50 3.0 9.070

⅝" X 3" 15.87 X 76.20 3.0 10.884

⅝" X 4" 15.87 X 101.60 3.0 14.512

⅝" X 6" 15.87 X 152.40 3.0 21.767

¾" X 1" 19.05 X 25.40 3.0 4.355

¾" X 1¼" 19.05 X 31.75 3.0 5.444

¾" X 1½" 19.05 X 38.10 3.0 6.532

¾" X 2" 19.05 X 50.80 3.0 8.710

¾" X 2½" 19.05 X 63.50 3.0 10.887

¾" X 3" 19.05 X 76.20 3.0 13.064

¾" X 4" 19.05 X 101.60 3.0 17.419

¾" X 6" 19.05 X 152.40 3.0 26.129
1" X 1¼" 25.40 X 31.75 3.0 7.258
1" X 1½" 25.40 X 38.10 3.0 8.710
1" X 2" 25.40 X 50.80 3.0 11.613
1" X 2½" 25.40 X 63.50 3.0 14.516
1" X 3" 25.40 X 76.20 3.0 17.419
1" X 4" 25.40 X 101.60 3.0 23.226
1" X 5" 25.40 X 127.00 3.0 29.032
1" X 6" 25.40 X 152.40 3.0 34.839

1¼" X 1½" 31.75 X 38.10 3.0 10.887
1¼" X 2" 31.75 X 50.80 3.0 14.516
1¼" X 2½" 31.75 X 63.50 3.0 18.145
1¼" X 3" 31.75 X 76.20 3.0 21.774
1¼" X 4" 31.75 X 101.60 3.0 29.032
1¼" X 6" 31.75 X 152.40 3.0 43.548
1½" X 2" 38.10 X 50.80 3.0 17.419
1½" X 2½" 38.10 X 63.50 3.0 21.774
1½" X 3" 38.10 X 76.20 2.5 26.129
1½" X 4" 38.10 X 101.60 2.5 34.839
1½" X 6" 38.10 X 152.40 2.5 52.258
1¾" X 3" 44.45 X 76.20 3.0 30.484
1¾" X 6" 44.45 X 152.40 1.6 60.968
2" X 2½" 50.80 X 63.50 3.0 29.032
2" X 3" 50.80 X 76.20 2.4 34.839
2" X 4" 50.80 X 101.60 1.8 46.452
2" X 6" 50.80 X 152.40 1.2 69.677

2½" X 3" 63.50 X 76.20 2.0 43.548
2½" X 4" 63.50 X 101.60 1.5 58.064
3" X 4" 76.20 X 101.60 1.2 69.677
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Bronze Hollow Shaft
Size 2ft Size 2ft Size 2ft Size 2ft

OD ID kg OD ID kg OD ID kg OD ID kg

⅞" X ½" 1.71 3" X 1" 23.40 4¼" X 3½" 22.10 7" X 4" 98.06

1" X ½" 2.38 3" X 1¼" 21.90 4¼" X 3¼" 14.42 7" X 4½" 86.74

1" X ⅝" 2.08 3" X 1½" 20.15 4½" X 2" 47.72 7" X 5" 74.06

1" X ¾" 1.65 3" X 1¾" 18.15 4½" X 2½" 42.00 7" X 5½" 60.00

1⅛" X ½" 3.35 3" X 2" 15.65 4½" X 2¾" 38.50 7" X 6" 46.55

1⅛" X ⅝" 2.88 3" X 2¼" 12.85 4½" X 3" 34.67 7" X 6½" 28.00

1⅛" X ¾" 2.54 3" X 2½" 9.80 4½" X 3¼" 30.10 7½" X 4" 118.30

1⅛" X ⅞" 2.24 3¼" X 3/4" 28.60 4½" X 3½" 25.90 7½" X 4½" 107.64

1¼" X ½" 4.25 3¼" X 1" 28 4½" X 3¾" 21.50 7½" X 5" 94.30

1¼" X ⅝" 3.70 3¼" X 1¼" 25.58 4½" X 4" 16.06 7½" X 5½" 80.24

1¼" X ¾" 3.52 3¼" X 1½" 24.80 4¾" X 2" 53.64 7½" X 6" 64.82

1¼" X 1" 2.14 3¼" X 1¾" 22.65 4¾" X 2¼" 50.90 7½" X 6½" 51.92

1⅜" X ⅝" 4.75 3¼" X 2" 20.39 4¾" X 2½" 47.74 8" X 3" 157.40

1⅜" X ¾" 4.34 3¼" X 2¼" 17.60 4¾" X 2¾" 45.03 8" X 3½" 150.16

1⅜" X ⅞" 3.72 3¼" X 2½" 14.22 4¾" X 3" 40.95 8" X 4" 151.05

1⅜" X 1" 3.00 3¼" X 2¾" 10.90 4¾" X 3¼" 36.80 8" X 5" 115.90

1½" X ½" 6.34 3½" X 1" 32.63 4¾" X 3½" 33 8" X 5½" 105.00

1½" X ¾" 5.26 3½" X 1¼" 31.17 4¾" X 3¾ 27.42 8" X 6" 87.50

1½" X 1" 4.10 3½" X 1½" 29.40 4¾" X 4" 22.28 8" X 6½" 71.70

1½" X 1¼" 2.59 3½" X 1¾" 27.50 4¾" X 4¼" 17.13 8" X 7" 54.25

1⅝" X 1" 5.25 3½" X 2" 26.25 5" X 2" 61.50 8½" X 4" 164.14

1⅝" X 1¼" 3.71 3½" X 2¼" 22 5" X 2½" 55.55 8½" X 7" 75.00

1¾" X ½" 8.48 3½" X 2½" 18.89 5" X 2¾" 51.04 9" X 4" 189.40

1¾" X ¾" 7.43 3½" X 2¾" 16.55 5" X 3" 48.45 9" X 5" 165.20

1¾" X 1" 6.47 3½" X 3" 13 5" X 3½" 40.24 9" X 6" 135

1¾" X 1¼" 4.75 3¾" X 1" 36.92 5" X 4" 29.95 9" X 7" 98.76

1¾" X 1½" 3.33 3¾" X 1¼" 36.67 5" X 4½" 18.91 9" X 8" 58.28

2" X ½" 11.05 3¾" X 1½" 34.14 5¼" X 3" 55.32 9" X 8½" 35.60

2" X ¾" 10.25 3¾" X 1¾" 31.98 5¼" X 3½" 47.68 10" X 5" 216.00

2" X 1" 9.20 3¾" X 2" 29.52 5¼" X 4" 36.74 10" X 5½" 202.10

2" X 1¼" 7.75 3¾" X 2¼" 26.68 5½" X 2" 75.92 10" X 6" 186.52

2" X 1½" 5.91 3¾" X 2½" 24.50 5½" X 2½" 70.04 10" X 6½" 170.00

2" X 1¾" 3.87 3¾" X 2¾" 21.10 5½" X 3" 64.43 10" X 7" 151.56

2¼" X 1" 12.33 3¾" X 3" 17.47 5½" X 3½" 56.00 10" X 8" 111.10

2¼" X 1¼" 10.9 3¾" X 3¼" 12.60 5½" X 4" 46.40 10" X 9" 65.16

2¼" X 1½" 9.04 4" X 1" 43.75 5½" X 4½" 35.33 11" X 7½" 188.86

2¼" X 1¾" 6.99 4" X 1¼" 41.70 5½" X 4¾" 25.30 11" X 8" 170.00

2¼" X 2" 4.50 4" X 1½" 40.25 5½" X 5" 20.16 11" X 9" 125.64

2½" X ¾" 16.70 4" X 2" 35.70 6" X 3" 78.82 11" X 10" 75.70

2½" X 1" 15.65 4" X 2¼" 33.06 6" X 3¼" 74.68 11½"   X 7½” 219.98

2½" X 1¼" 14.10 4" X 2½" 29.50 6" X 3½" 70.22 12" X 6" 310.00

2½" X 1½" 12.35 4" X 2¾" 26.25 6" X 4" 62.30 12" X 6½" 294.00

2½" X 1¾" 10.27 4" X 3" 22.61 6" X 4½" 51.65 12" X 7" 274.00

2½" X 2" 7.84 4" X 3¼" 18.05 6" X 5" 39.18 12" X 7½" 254.00

2¾" X 1" 19.25 4" X 3½" 13.98 6½" X 3" 96.94 12" X 8" 234.00

2¾" X 1¼" 17.85 4¼" X 2" 41.80 6½" X 3½" 89.14 12" X 8½" 209.30

2¾" X 1½" 16.15 4¼" X 2¼" 38.46 6½" X 4" 79.22 12" X 9" 188.00

2¾" X 1¾" 14.10 4¼" X 2½" 35.22 6½" X 4½" 68.80 12" X 10" 146.00

2¾" X 2" 12.00 4¼" X 3" 28 6½" X 5" 56.50 12" X 11" 89.40

2¾" X 2¼" 8.75 4¼" X 3¼" 24.38 6½" X 5½" 43.00

Note: The above weight are for reference only

Bronze Shaft 
Size

2ft

kg

½" X 2ft 0.86

⅝" X 2ft 1.26

¾" X 2ft 1.76

⅞" X 2ft 2.35

1" X 2ft 3.10

1⅛" X 2ft 3.95

1¼" X 2ft 4.63

1⅜" X 2ft 5.56

1½" X 2ft 6.58

1⅝" X 2ft 7.65

1¾" X 2ft 8.98

2" X 2ft 11.58

2¼" X 2ft 14.72

2½" X 2ft 18.07

2¾" X 2ft 21.85

3" X 2ft 25.86

3¼" X 2ft 30.40

3½" X 2ft 36.17

3¾" X 2ft 40.35

4" X 2ft 46.07

4¼" X 2ft 51.65

4½" X 2ft 58.00

4¾" X 2ft 64.30

5" X 2ft 71.60

5½" X 2ft 87.03

6" X 2ft 103.35

7" X 2ft 139.20

8" X 2ft 182.67

8½" X 2ft 209.34

9" X 2ft 230.00

10" X 2ft 279.94

11" X 2ft 342.00

12" X 2ft 410.00
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Taman
Sungai Besi Indah

Taman
Taming Kiri

Taman
Taming Jaya

How to go?
Scan to get GPS Navigation

Alwira Jaya

Taman
Putra Budiman

Kawasan
Industri Teras

SHELL

PETRONAS

Jalan Perusahaan 2

Jalan Perusahaan 3

Jalan 1/3

Jalan 1/5

Jalan 1/7

Jalan 1/9

Jalan 5/1

Jalan 5/3

Jalan 6/2

Jalan 7/1

Jal
an

 7/5

Jalan Teras 3Jalan Teras 2

PTM Steel Industry Sdn Bhd
Three & Three Hardware Sdn Bhd

Lot 3707, Jalan 7/5, Taman Industri Selesa Jaya
43300 Balakong, Selangor Darul Ehsan

Tel: +603 8961 5555        Fax: +603 8962 1111

RHB Bank

Hong Leong Bank

K.L Super Power

Artmatrix
Li Foong

Asahi Kosei 

Trisuria

Mikuro

WE’RE
HERE

From The Mines

JALAN BALAKONG

From Cheras

Ja
la

n 
Ta

m
in

g 
U

ta
m

a

Ja
la

n 
Ta

m
in

g 
U

ta
m

a

Jal
an

 Pe
rusah

aa
n Utam

a

Jalan 5/5
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LOCATE US
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