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TAIWAN  CHUAN YI

The Largest Poultry & Livestock Equipment
Manufacturer. in Taiwan (Since 1966)

i

Over. 40 Years of Poultry Equipment Manufacture Experience
Poultry Equipment Gas Brooder
Auto Drinker Auto Feeder

POULTRY: & LIVESTOCK EQUIPMENT FANS VENTILATION COOLING SYSTEM
Tunnel Exhaust System Pad Cooling System _

Chicken Farms & Pig Farms

Enyironment Control Ventilation & Cooling System.

Desiign & Insitajllation

We have professional technician can visit and design for: your farm.
Poultry & Livestock Equipment Usage Conditions.

Chicks use i Chicken Cooling House use M8

;oui' company,”Ménufaét‘uFeﬂ
allll sorts of Fans, Exhaust Fans and Heaters...Welcome Consuilt.

We have exported goods over 60 countries in the world. 5@@
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£ Poultry Equipment

Cast Iron Burner Housing

Q

\ o

Aluminu Reflector

2A Gas brooder
QTY:1PCE
N.W:5.1KGS
G.W.:
(54x53x19.5 cm)

6.0KGS

Stainless Reflector

Cast Iron Burner Housing

2B-1Gas brooder
QTY:1PCE
NW:5.2KGS
G.W.:6.0KGS
(42x37x16 cm)

Stainless Burner Housing

2B-2 Gas brooder
QTY:1PCE
NW:1.77KGS
G.W.:2.57KGS
(42x37x16 cm)

New Type

Stainless Reflector

Cast Iron Burner Housing

2A1

M8 M8 Infra-Red

2B-3 Gas brooder Gas brooder Gas Brooder
/ QTY:1PCE (with igniter) QTY:1PCE
NW:52KGS QTY:1PCE NW:1.65KGS
G.W.:6.0KGS NW:2KGS (55x23x12cm)
(42x37x16 cm) G.W.:3KGS
New Type (54x53x19.5 cm)
Stainless Reflector (With safety device) (With electron igniter) Stainless Reflector (With safety device)
3A 4A 5A 6A
Chick keep warm Chick drinker Chick Feed Tray 50KGS Feeds
Aluminum QTY:1PCE QTY:1PCE Bucket
Corral NW:0.8KGS N.W:0.6KGS uc e
QTY:1PCE (8.94™) (for chicken,
N.W.:1.2KGS turkey, duck)
(10908mm)
7A 11A Chicken farm 12A Cage Fastening| F3 Chicken Auto
13KGS Feeds black around Tool @A  Feeds Barrel
Bucket nets QTY:1PCE S
(for chicken, QTY:1 Roll N.W.:0.25KGS ; l‘\
turkey, duck) Height:1-10 feet . L ‘\
QTY:1PCE Length: 100 feet 12A-1 Clips v
N.W.: 1.68KGS N.W:1KG/1060PCS
(13.04")
21A 6KGS Feeds 35A Egg Tra 5S Rabbit Bucket 54A
gg Tray - e -
Bucket N.W.:0.17KGS  QIYARCE: Rabbit Nipple
] (We can customize 1 N.W.:0.27KGS :
QTY:1PCE N Drinker
N.W.:0.8KGS trademark) 56A Rabbit Drinker Wes
e - Color: green, black N.W.:0.03KGS
BCO025
—4 Bunny Bed
14D 7CD Debeaker 45C Chicken transport]
Auto winch (Table Type) Piggy Warm [ I Plastic Crate
(1/2,3/4,1HP) Size: 21.5x183x14em Lamp I 4 (10-12 Chicken)
QTY:1PCE VOLTAGE: 110V(220V) /| OTY:1PCE % (@l 60x2bcm)
N.W.:11KGS ' NW.i6KGS 0 A NW:0.68KGS o NW: 7.8 KGS
(37x32x21cm) " (16x45x16 cm) r R old type)
g 9
L/ 5 =
y 14A-01 Auto winch (Cast iron) :
» 14A e ittt 1A Gas brooder 8A Chicken Auto
( ) - Winch 14A-03 Semi-auto winch(Iron) (For chicken, duck) Drinker
- s, QTY:1PCE 14A-04 Steel rope reels(S) QTY:1PCE QTY:1PCE
[ ¢ ) rJ 14A-05 Steel rope reels(M) N.W:9KGS N.W.:1.3KGS
’ 14A-06 Steel rope reels(L) (120x120x30 cm) (10.06")

14A-07 Steel rope reels(XL)
14A-08 Pulley

14A-09 Steel rope clip
14A-10 Steel rope

14A-11 Stainless steel rope

Single-Stage Series Hatchery
(For chicken) 100~2,000pcs

Multi-Stage Setter & Hatcher
(For chicken) 4,320~23,040pcs

Setter For Goose and Duck

Goose:
Setter x 4 sets (4,320 pcs)
Hatchery x 1 sets (4,320 pcs)

Duck:
Setter x 6 sets (10,560 pcs)
Hatchery x 1 sets (8,640 pcs)

From we born first day we use Chuan Yi M8 Gas Brooder. 6L. Chick Drinker. Feeds Tray....Until grow up. We also use
Chuan Yi Auto Drinker ( It also can use From first day born). Feeds Barrel. Fans etc. Chuan Yi equipment are good to use

—2—

and very convenient.




i Saving most gas The Most Safety Highest quality M8 Infra-Red Gas Brooder

Safety switch
When gas out—>Auto stop.Provide
against fire. —>Provide against
chicken and pig suck in gas.

M8 compare with traditional gas brooder

M8 Traditional gas brooder
+|Consump. G/h 369(min)~360g(max) 250g (waste gas)
2|Capacity W/h 500W ~ 5,000W 1,750W ~ 3,500W
a|Safety switch Yes No
4| Adjust cal range 10 times 2 times
s| Weight 1.5KG(handiness) 4.1 KG
s| Material Stainless steel (long life) Cast iron+ceramic(fimsy)
Roof Exhaust Cooling System Chicken Farm Pig Farm Pig Farm , Pig Farm

Watering - Feeding Systems




& Livestock Equipment

FC001 Fly Catcher

4

Size: jar rim= @ 12cm,
height=19cm ‘“ .
Amount: 10pcs/carton
(No include limpid jar) b‘

Suitable place: egg
chicken farm, poultry &
livestock farm

\

EE001 Eagle Eye ;

Size: 24" —

Color: yellow, white )
and black @ @

Purpose: drive out the bird l
corn---cucumber field

PH

Warm case
(4 x 2)(feet)
(3.3 x 2) (feet)
(2.5 x 2) (feet)

ab.

BCOO1 Stainless steel water

bowl (For cattle, pig and
horse)

BC002 Stainless steel water
bowl o

Amount: 12 pes/box <

p \\'7
Suitable place: poultry &
livestock farm, rice *
BCOO3 Stainless steel piglet
feeder

BCO04 Stainless steel nipple
drinker

BCOO05 Stainless steel nipple

drinker @ m

BCOO6 Stainless steel nipple

drinker @

BCO07 BC008
Stainless steel Stainless steel
Support head Piecing devices
(45°)

o

BCO0O09 BCO10
Copper support Stainless steel
Head (90°)  Door latch

BCO11 BCO12
Door latch  Stainless steel
. slice

BCO13 Regular implement

)

BCO19Nipple drinker

Raised type Oblique type

W@ ]!

BC020Pig tail dockers

(For cattle, pig and horse)

Disposable Catheter For

N
\“—.;
BC021 Ear pliers BCO22 Stainless steel pliers |BC023 Ear pliers BC0o24 Piglet feeder
BC026 Water bowl J102.010N J102015 PP Catheter Sow  |J102.020N
Backflow Stop Type Backflow Stop Type

—_—

Disposable Catheter For

_— A
- —

Sow ) Gilt )
o y
s - — v
J102.025 PP Catheter Gilt  [J103.021C Spirette catheter |COP-SC7C . C-LK
Auto Cage Fastening Tool |Waste Water

Treating
Equipment;

Egag collect machine




4& The Cooling Equipment of The Chicken Farms and Pig Farms.

1 LR54-3DS

54"FRP Exhaust Cone Fan
Size: 146x146x80cm
Weight:80 kgs
Blade: 48" SMC or

Aluminum Propeller

HP: 2 HP
RPM: 600/630
Capacity: 46,500CMH

2 LR54-6D Quiet type

54"FRP Exhaust Cone Fan
Sizes: 146x146x80cm
Weight: 87 kes
HP: 2HP
RPM: 500
Blade: 48" Galvanized Steel

Capacity: 34,000~42,000CMH |

Opening Required: 140x140cm

3 FSS54N-6D Quiet type
54"FRP Connectmg Rod Shutter Fan

Sizes: 148x148x45cm
We1ght 80kgs
HP:2HP
RPM: 500
Blade:48"Galvanized Steel
Capacity: 42,000 CMH
Opening Required:140x140 cm

4 LR42-5D Quiet type

42"FRP Exhaust Cone Fan
Sizes: 114x114x80cm
Weight: 60 kgs
HP:1HP
. RPM: 500
Blade:36"Galvanized Steel
Capacity: 18,000 CMH
Opening Required: 106x106cm
(Also have Stainless steel propeller)

5 LR54-7D
FRP Exhaust Cone Fan

Sizes:146x146x80cm
Weight: 65 kgs
HP: 2HP RPM: 500
Blade: 48" 7-Blades
Capacity: 34,000~42,000CMH
Opening Required: 140x140cm

6 LR54-9D
FRP Exhaust Cone Fan
Sizes:146x146x80cm
Weight: 72 kgs
HP:2HP RPM: 500
Blade: 48" 9-Blades

Capacity: 34,000~46,000CMH | ©

Opening Required: 140x140cm|

7 LR54-2P
FRP Exhaust Cone Fan

Sizes: 146x146x80cm
Weight: 72 kgs
- HP: 2HP RPM: 600/630
Blade: 48"SMCorAluminum
Propeller
Capacity: 46,500CMH

8 LR54-3A
FRP Exhaust Cone Fan

Sizes: 146x146x80cm
Weight: 79 kgs
HP: 1.5HP RPM: 630
Blade: 48" Aluminum Alloy

or SMC
Capacity: 45,000CMH
Opening Required: 140x140cm

9 FS42-5D
ERP Connectmg Rod Shutter Fan
Sizes: 109 x 109 x 30 cm
HP: IHP RPM: 500
Blade: 36" Galvanized Steel
or Stainless Steel
Capacity: 18,000CMH
Opening Required: 110x110cm

10 FS54-3DS
FRP Connectmg Rod Shutter Fan

Sizes: 148 x 148 x 45 cm
HP: 2HP RPM: 600/630
Blade: 48" SMC Propeller
Capacity: 46,500CMH
Opening Required: 140x140cm)|

11 GS-42
Connecting Rod Shutter Fan

Sizes: 107.5x107.5x32cm
Weight: 75 kgs
HP: 1HP RPM: 500
Blade: 36"Galvanized Steel
or Stainless Steel
Capacity: 20,000CMH
Aluminum Connecting Rod Shutter

12 GS-54
Connectmg Rod Shutter Fan
Sizes: 137.5x137.5x47cm
Weight: 98 kgs
HP:2HP  RPM: 500

Blade: 48" Galvanized Steel
or Stainless Steel
Capacity: 40,000CMH
Aluminum Connecting Rod Shutter

13 LGS42-6A
Shutter Fan
Sizes: 107.5x107.5x30cm
Weight: 54 kgs
HP: 1/2HP RPM: 600
Blade: 36" Galvanized Steel
(Aluminum Alloy Rim)
Capacity: 18,000CMH
Opening Required: 110x110cm

14 LGS54-6A
Exhaust Shutter Fan

Sizes: 137.5x137.5x45cm

Weight: 87 kgs

HP: 1HP RPM: 390

Blade: 48" Galvanized Steel
or Stainless Steel

Capacity: 33,000CMH

15 LFS54-3DS

54" FRP Shutter Fan
Sizes: 148 x148 x 45cm
Weight: 80kgs
RPM: 500/600
HP: 1HP 33,000CMH

2HP 45,000CMH

Blade: 48" SMC Propeller

16 EAS

Electronic Shutter E
=

1.Manual Type
2.Electrically
Operated Type

LB42-6A
6- Blades Fan

HP: 1/2HP RPM: 600
Blade: 36" Galvanized Steel

VL: 60 Feet VW: 25 Feet

(Aluminum Alloy Rim) | 45

18 LP42-5A
5-Blades Fan

o, Sizes: 109x109x40cm
b Weight: 56 kgs
HP: 1/2HP  RPM: 560
Blade: 36" Galvanized Steel
: (Aluminum Alloy Rim)
VL: 60 Feet VW: 25 Feet

19 LG32-5A
Galvanized Steel Fan
p | Sizes: 91.5x91.5x30cm
Weight: 49 kgs
HP: 1/2HP RPM: 660

Blade: 28" Galvanized Steel| -

Capacity: 10,000CMH

20 LS32-5A
5-Blades Fan
Sizes: 93x93x40cm
HP: 1/2HP RPM: 660
Blade: 28" Galvanized Steel
- Capacity: 10,000CMH

LF42-5A
5-Blades FRP Fan

Sizes: 109x109x30cm
Weight: 48 kgs

HP: 1/2HP RPM: 590
Blade: 36" Galvanized Steel
VL: 60 Feet VW: 25 Feet
Opening Required: 110x110cm)

22 LF54-3DS
54" FRP Fan

Sizes: 148x148x45cm

Weight: 70 kgs

HP: 2HP RPM: 600

Blade: 48" Aluminum or
SMC Propeller

Opening Required: 139x139m|

23 LF54-6A
6-Blades FRP Fan

) Slzes 138x138x45cm

Blade: 48" Galvanized Steel
or Stainless Steel
VL: 80 Feet VW: 30 Feet

Opening Required: 140x140cm|

24 LF54-7D
54" FRP Fan

Sizes: 148x148x45¢m
Weight: 73 kgs

HP: 1-1.5HP RPM: 500
Blade: 48" 7- Blades
Opening Required: 139x139cm|

25 LG32-5A
Galvanized Steel Fan

Sizes: 91.5x91.5x30cm
Weight: 49 kgs

HP: 1/2HP RPM: 660
Blade: 28" Galvanized Steel
Capacity: 10,000CMH

26 LG42-5D
Galvanized Steel Fan

Sizes: 107.5x107.5x30cm
Weight: 56 kgs

HP: 1HP (Direct Drive)
Blade: 36" Galvanized Steel
RPM: 500

VL: 70 Feet VW: 25 Feet

27 KF-20 FRP Roof Ventilator

Sizes: 122x94 (60,64)cm
Weight: 28.5kgs
HP: 1/2HP
A RPM: 1100
Blade: 20"~24"
Aluminum Alloy
Capacity: 5,400CMH

28 KF-36 36" FRP Roof Ventilator

Sizes: 120x152 (96,55 )cm|
Weight: 60 kgs

P: 3/4HP
RPM: 800
Blade: 36" Stainless Steel
Capacity: 17,000CMH

FRP Roof Ventilator

Sizes: 71x71x65( ¢ 120)
HP: 1/2HP
RPM : 1,100
Blade: 20"

Aluminum Propelle
Capacity: 46,500CMH

30 KP-24 FRP Roof Ventilator

Sizes: 87x87x65( ¢ 120)
HP: 1/2HP
~ARPM : 1,100
Blade: 24"
Aluminum Propelley
Capacity: 46,500CMH

FRP Roof Ventilator

Sizes: 120x120x83( ¢ 152)

HP: 3/4HP

RPM: 800

Blade: 36" Stainless Steel
. Capacity: 17,000CMH

31 KP-36

32 KP-48 FRP Roof Ventilator

Sizes: 146x146x87( ¢ 203

HP: 2HP

RPM: 630

Blade: 48"SMC or
Aluminum Propller

Capacity: 46,500CMH

33 EL-54
FRP Elbow For LR54-3DS
Size: 307, 60, 90
Also have Elbow for LR42-6A |
Weight(For 54"): 30™:
60"

\ 90°:
Weight(For 42"): 30"
60"

= 90'":

34 RB-54
FRP Roof Base For LR54-3DS

Also have Roof Base
for LR42-6A

‘Weight(For 54"): 48kgs
‘Weight(For 42"): 27kgs

35 WF-10
Cooling Pads
Sizes: 150x30x10cm
150x60x10em
150x60x15em
180x30x10cm
180x60x10cm
180x60x15¢m
200x60x15cm

36 Aluminum UP trough and top cover
Side
Cover|

®

Funnel Down trou

37 LR60-3D (New type)
60"FRP Exhaust Cone Fan
Sizes: 162x162x92cm
Welght 78 kgs
HP: 1.5HP, 2.5HP
- RPM: 500, 600
Blade 52" Aluminum Propeller
Capacity: 1.5HP 46,500 CMH

Opening Required: 153x153cm | ©

38 DP-20
Natural Ventilator

Sizes: 110x84x82cm
Diameter: 50cm

For high temperature Furnace fire area use

VF-A Control Unit

Eee

Single Phase Three Phase

1-2Fans

Electronic Automatic

Control Unit
20-100Fans

3-20Fans

—p




Across Exhaust Cool Down System Vertical Exhaust Cool Down System Cooling Pad Ventilation Cool Down System

LR54-3DS Inlet Cooling pad

| 5 A e L ° : & b - ,vA.
Chicken Farm (Total 350,000 chicken) 210 000 chicken Farm Co()lmg Pad Environment Control Pig Farm
Feeding 82,000 Chicken 7 q | .,_f,, }
T \\ — E”

b;;

: Beautiful, durable, install easy, wash easy.
A1 uminum Trough maintena’nce easy ’

Picture Photo Sample Using Condition

Top cover

Side
cover

% Down trough
u S8 slice Patent Funnel (2%") '

NO. Name SIZE Name SIZE

Up trough

SLC2-001{150 x 60 x 10cm Up Trough 6M Up Trough 6M

(With top cover) (With top cover)
SLC2-002|{180 x 60 x 10cm Dovm Trouzh oM 2 [Down Trough 6M

SLC2-011]150 x 60 x 15cm SS Slice 3Mx2PCS 3 | SS Slice 3Mx2PCS

SLC2-012][180 x 60 x 15cm Side Cover 2PCS/SET 4 | Side Cover 2PCS/SET

LR54-3DS $4"FRP Exhaust Cone Fan Most advanced, Most best-selling and
Size: 146x146x80cm largest capacity fan

Weight:80 kgs

Blade: 48" SMC or
Aluminum Propeller

HP: 2 HP

RPM: 600/630

Capacity: 46,500CMH

A body formation Propeller

SMC propeller is bears the acid and alkali, Anti-corrosive Patent Beltless Motor
SMC propeller is bears the wind pressure and does not distort Patent Structure (The safest)

KOLOWA VENTILATION(MALAYSIA) SDN BHD

The Largest Fans Manufacturer in Taiwan Tel:160-3.894-30027  Fax:+60.3-894.30028
\ ) Miss Joan Er/HP:+6012-753.8858 Mr. Dylan Chen/HP:+6012.735-6111

::’:lzé ;:::'.. :rr :I:, Bandar Putra r.:mﬁ. "4‘:‘3'?.. :.n Kembangan, Selangor
KOLOWA KOLOWA VENTILATION CO., LTD nal




