Masonry surfaces must be reasonable dry and free from oil/grease and other contaminants
before Seamaster Elasticseal 2 in 1 8605 is applied.

Remove the old paintwork by scraping or by brushing with a stiff bristle brush before the full
painting system is applied.

Allow ample time for the concrete / plaster surface to dry out.

Application Methods:

Sequence | Product Reference 1 Coat 2 Coat

: /
Primer Seamaster 8605 Acryseal 2 IN 1 i Il 7\ 5 @ Brush
Finish Coat | Seamaster 7900 Weather Pro, 8900 J

Weathersheen & etc. (for exterior use)
‘ ' Roller
Sequence | Product Reference 1 Coat | 2 Coat
Primer Seamaster 1701 Acryseal Wall Sealer \ S
o = e = =R S e e ra
Finish Coat | Seamaster 8605 Acryseal 2 IN 1 \/ pray
Application' Theoretical Coverage:

7-9m?/litre, 6-8m%/kg

Recommended Film Dry Film | Wet Film

Thickness:

Film Thickness (Per Coat) 60 ~ 80 um 100 ~ 120 um STANDARD COLOURS:

?i::ien'g AndCuring Test Method Touch Dry = Hard Dry

|

Drying Time MS133 < 20 mins < 1 hour
(27 = 2°C & RH: 80 = 5%) Pt. C3

1 GREY WHITE
Recoating Interval: > 2 - 3 hours
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ELASTICSEAL 2 IN 1 8605

(WATER BASED ELASTOMERIC WATERPROOFING PRIMER AND FINISH COAT)

Excellent Water Resistance

Seal Hairline Crack
_,Alka|ine‘ and Efflorescence Resistance
Interior & Exterior use
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