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Product: SC 938 
Thinner 

SAFETY DATA SHEET 

Section 1 : Chemical Product and Company Identification 

 
 

 

 

 
Product : SC 938 Thinner 
Synonyms : Thinner 
Recommended use : Solvent 

Supplier/Distributor : Sze Chern Hardware Trading Sdn Bhd 
Address : No.8, Jalan Utarid U5/25, Seksyen U5, 

40150 Shah Alam, Selangor. Malaysia. 
 
 Section 2 : Hazard Identification  

Additional GHS classification or other information may be included in this section but has not been adopted by other 
national authorities. 

 

GHS Classification 
Flammable liquid 
Aspiration hazard 

Skin corrosion or irritation 
Reproductive toxicity 

Specific target organ toxicity-single exposure 
Specific target organ toxicity-repeated exposure 

GHS Labeling 
 

Signal Word 
DANGER 

Hazard Statements 

 
Category 2 
Category 1 
Category 2 
Category 2 
Category 3 
Category 2 

 

Physical
Hazards 

- H225  

Health Hazards 
- H304     
- H315
- H336

 
 

      


       
     : Extremely flammable liquid and vapour.

 
 
: May be fatal if swallowed and enters airways. 
: Causes skin irritation. 
: May cause drowsiness or dizziness. 
 

- H361: Suspected or damaging fertility or the unborn child. 
- H373 : May cause damage to organs through prolonged or repeated exposure
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Precautionary Statements - Prevention 

 P201 : Obtain special instruction before use.
 P202 : Do not handle until all safety precautions have been read and understood.
 P210 : Keep away from heat/sparks/open flames/hot surfaces — No smoking.
 P233 : Keep container tightly closed.
 P240 : Ground/bond container and receiving equipment.
 P241 : Use explosion-proof electrical/ventilating/lighting equipment.
 P242 : Use only non-sparking tools.
 P243 : Take precautionary measures against static discharge..
 P260 : Do not breathe dust/fume/gas/mist/vapour/spray.
 P261 : Avoid breathing dust/fume/gas/mist/spray/vapour.
 P264 : Wash hands thoroughly after handling.
 P271 : Use only outdoors or in a well-ventilated area
 P280 : Wear protective gloves/protective clothing/eye protection/face protection.

 
Precautionary Statements-Response 

 P301+P310 : IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician.
 P302+P352+P353 : IF ON SKIN: Wash with plenty of soap and water.

: IF ON SKIN (OR HAIR): Take off immediately all contaminated clothing. 
Rinse skin with water/shower. 

 P304+P340 : IF INHALED: Remove victim to fresh air and keep at rest in a position comfortable 
For breathing

 P308+P313 : IF EXPOSED or CONCERNED: Get medical advice/attention.
 P312 : Call a poison center or doctor/physician if feel unwell..
 P314 : Get medical advice/attention if you feel unwell.
 P331 : Do not induce vomiting..
 P332+P313 : IF SKIN IRRITATION OCCURS: Get medical advice/attention.
 P362*P364 : Take off contaminated clothing and wash before reuse.
 P370+P378 : IN CASE OF FIRE: Use dry sand, dry chemical and alcohol-resistant foam to extinguish.

 
Precautionary Statements – Storage 
 P403+P233 : Store in well-ventilated place. Keep container tightly closed
 P405 : Store locked up

 
Precautionary Statements – Disposal 

 P501 : Dispose of contents/container in accordance to Environmental Quality 
(Scheduled Wasted Regulations 2005)
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Section 5 : Firefighting Measures 

 
 Section 3 : Composition/Information on Ingredients  

 
Identification of the substance: Thinners 

Composition of Hazardous Substances 

Chemical Name Content (%) 
Aromatic Hydrocarbon 30% to 70% 

Inds Alcohol 10% to 15% 
Esters 10% to 20% 

Ketones 15% to 25% 

 
Any concentration shown as a range is to protect confidentiality or is due to batch variation. 

There are no additional ingredients present which, within the current knowledge of the supplier and in the 
concentrations applicable, are classified as hazardous to health and hence require reporting in this section 

 

 
 Section 4 : First Aid Measures  

 
General Advice 
 When symptoms persist or in all cases of doubt seek medical advice.

 
Eye Contact 
 Flush with water for few minutes. Get medical advice if symptoms persist.

 
Skin Contact 
 Remove all contaminated clothing and footwear immediately. Wash the affected skin with running 

water and soap for 10 minutes or longer if substance is still on skin. Wash contaminated clothing before 
re-use. Transfer to hospital if there are burns or symptoms of poisoning

 
Inhalation 
 Move to fresh air. If not conscious/breathing, give artificial respiration. If conscious, keep at rest in a 

position comfortable for breathing. If symptoms persist, call a physician.
 

Ingestion 
 Do not induce vomiting. Rinse mouth with water. Get medical advice if symptoms persist.

 

 
Flash Point 
 4.4 ”C (closed cup) (based on data of the composition : Ester)

 
 

Auto-ignition Temperature 
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 The lowest value of the constituent composition : 399”C (Alcohol) 

Explosive Limits
 - 7.1 %voI (based on data of the composition : Aromatic)

Extinguishing Media 
 Water spray. Carbon dioxide. Alcohol film forming foam. Dry chemical powder

 
Unsuitable Extinguishing Media 
 High volume water jet. (as it may scatter and spread fire)

Fire Fighting Procedures 
 Use water spray to cool fire exposed surfaces and to protect personnel. Shut off fuel to fire if possible 

to do so without hazard. If a leak or spill has not ignited use water spray to disperse the vapours. 
Either allow fire to burn out under controlled conditions or extinguish with foam or dry chemical. 
Try to cover liquid spills with foam. Avoid spraying water directIy into storage containers due to danger 
of boil over

 
Special Protective Equipment For Fire-Fighters 
 Wear full fire resistant protective clothing and self-contained breathing apparatus (SCBA) with a full face-piece 

operated in positive pressure mode.

 
 Section 6 : Accidental Release Measure  

 
Personal Precautions 
 Immediately evacuate personnel to safe areas. Keep people away from and upwind of spill/leak. Wear 

personal protective equipment. Unprotected persons must be kept away. Ensure adequate ventilation. 
Remove all sources of ignition. Vapours may travel to areas away from work site before igniting/flashing 
back to vapour source. Do not breathe vapours or spray mist. Avoid contact with skin, eyes and clothing.

 
Environmental Precautions 
 Discharge into the environment must be avoided. Do not flush into surface water or sanitary sewer 

system. Prevent product from entering drains. Collect contaminated fire extinguishing water separately. 
This must not be discharged into drains.

 
Methods for cleaning up 
 Use non-sparking hand tools and explosion proof electrical equipment.
 Collect spillage with non-combustible absorbent material, (e.g. sand or vermiculite) and place in 

suitable container for disposal.
 For small spills, absorb onto paper and allow evaporating in a fume cupboard. Wash the spillage 

site with large amount of water.
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 Section 7 : Handling and Storage  

 
Handling Requirements 
 Handle with care Smoking is forbidden.
 Ensure adequate ventilation.
 Avoid contact with skin, eyes and clothing.
 Do not breathe vapors or spray mist.
 Take precautionary measures against static discharges.
 Ensure all equipment is electrically grounded before beginning transfer operations
 Keep product and empty container away from heat and sources of ignition
 Do not pressurize, cut, weld, braze, solder, drill, grind or expose containers to heat or sources of 

ignition

 
Storage Conditions 

 Keep in a dry and well-ventilated area.
 Keep away from open flame, hot surfaces and sources of ignition. Keep container 

tightly closed.
 Containers which are opened must be carefully resealed and kept upright to prevent leakage. Ensure 

lighting and electrical equipment’s are not a source of ignition.
 Store in area designed for storage of flammable liquids. Protect from 

physical damage.
 Store away from incompatible substances.

 

 
 Section 8 : Exposure Controls/Personal Protection  

 
Exposure Standards American Conference of Governmental Industrial Hygienists (ACGIH) 
Exposure Limits 

 
Chemical Name  

Aromatic TWA: 50 ppm 
Alcohol TWA: 200 ppm 

Ester TWA: 400 ppm 

 
TWA is the time weighted average concentration for a normal 8-hour workday and a 40-hour workweek, 
to which nearly all workers may be repeatedly exposed, day after day, without adverse effect 

 
(See section 16 for abbreviation legend) 

Protective Equipment 
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Respiratory Protection 

 Self-contained breathing apparatus must be available in case of emergency.

 
Hand Protection 
 Wear protective gloves. Replace gloves immediately when torn or any change in appearance 

(dimension, colour, flexibility, etc) is noticed)
 

Eye Protection 
 Do not wear contact lenses. Wear safety glasses with side-shields. If splashes are likely to occur, wear 

goggles or face shield, giving complete protection to eyes

 
Skin and Body Protection 
 Wear chemical resistant apron. Wear suitable protective clothing and antistatic boots.

 

 
 Section 9 : Physical and Chemical Properties  

 
Physical State Liquid 
Colour Colourless 
Odour Characteristic 
Boiling Point/Range, °C 76 – 111 
Flash Point, °C -4.4 °C (closed cup) (based on data of the composition : Ester) 
Auto-ignition Temperature The lowest value of the constituent composition : 399”C (Alcohol) 
Explosive Limits 1.1 - 7.1 %voI (based on data of the composition : Aromatic) 
Specific Gravity 0.830 t 0.002 
Evaporation Rate No Data Available 
Water Solubility (25 °C) No Data Available 

 Section 10 : Stability and Reactivity  
 

 
Stability Stable under normal storage conditions. 

Conditions To Avoid Heat, ignition sources (flames, sparks, static), incompatible material, 

Materials To Avoid Strong oxidizing agents, strong acids and strong bases. 

Hazardous Polymerization Will not occur 

Hazardous Decomposition Products Incomplete combustion may produce gases of varying toxicity such as 
carbon monoxide, carbon dioxide, various hydrocarbons, aldehydes and 
soot. 
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 Section 11 : Toxicological Information  

 
Likely Routes of exposure Oral, eye, skin, respiratory system 
Health Hazard Information 

 
Aromatic 
Acute toxicity –oral LD50 rat: 636 mg/kg 
Acute toxicity-dermal LD50 rabbit: 14.1mL/kg 
Acute toxicity-inhalation LC50 rat: 49 gm/mm/4 hour 

 
Alcohol 
Acute toxicity-oral LD50 rat: 5045 mg/kg 
Acute toxicity-dermal LD50 rabbit: 12800 mg/kg 
Acute toxicity-inhalation LC50 rat: 16000 ppm/ 8 hour 

 
Ester 
Acute toxicity-oral LD50 rat : 5620 mg / kg 
Acute toxicity-dermal LD50 rabbit : 20 mL / kg 
Acute toxicity-inhalation LC50 rat : 200 gm/m° 

 
Effects on Human 

Inhalation Inhalation of high concentrations may cause central nervous system effects 
characterized by nausea, headache, dizziness, unconsciousness and coma. 
Inhalation of vapour may cause respiratory tract irritation. May cause liver and 
kidney damage. Vapours may cause dizziness or suffocation. Overexposure may 
cause dizziness, tremors, restlessness, rapid heartbeat, increased blood pressure, 
hallucinations, acidosis, and kidney failure 

 
Ingestion May cause irritation of the digestive tract. May cause similar effect to those 

for inhalation exposure. Aspiration of material into the Iungs may cause 
chemical pneumonitis, which may be fatal. 

 
Skin Contact Irritating to skin. May be harmful if absorbed through skin, may cause systemic 

poisoning with symptomsparalleling those of inhalation. Prolonged or repeated skin 
contact with liquid may cause defatting resulting in drying, redness and possible 
blistering 

 
Irritating to eyes. Causes itching, burning, redness and tearing. May cause corneal 
injury 

 
Eye contact 
Acute Toxicity Data The acute effects of this product have not been tested. Data on individual 

components are tabulated below 
 

(See section 16 for abbreviation legend) 
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 12 : Ecological Information  

 
Aromatic 

 
Persistence and Degradability Product is readily biodegradable 

 
Ecotoxicity Toxicity to fish: LC50 (96 H): 240 mg/L , Channel catfish 

Toxicity to daphnia: LC50 (48 h): 313 mg/L, Daphnia magna 
Toxicity to shrimp : LC 50 (96 h): 9.5 mgIL, Palaemonetes pugio 

 
Bioaccumulative Potential Not expected to bioaccumulate significantly 

Alcohol 

Persistence and Degradability Product is readily biodegradable 
 

Ecotoxicity Toxicity to fish: LC50 (24 h): 5000 mg/L , Carassius auratus 
Toxicity to daphnia: LC50 (24 h): 10000 mg/L, Daphnia magna 
Toxic to shrimp : LC 50 (48 h) 1400 mg/L, Crangon crangon 
Toxicity to bacteria : LC50 (24 h): 116 mmol/L, Spirostomum ambiguum 

Bioaccumulative Potential Not expected to bioaccumulate significantly 

Ester 
 

Persistence and Degradability Product is readily biodegradable 
 

Ecotoxicity Toxicity to fish: LC50 (96 h): 425.3 mg/L Oncorhynchus mykiss 
Toxicity to daphnia: EC50 (24 h): 2306 mg/L, Daphnia magna 
Toxicity to algae : EC 50 (48 h): 3300 mg/L, Scenedesmus subspicatus 

 
Bioaccumulative Potential Not expected to bioaccumulate significantly 

 
 

 
 Section 13 : Disposal Considerations  

 
The company encourages the recycle and reuse of products and packaging, where possible and permitted. 

Waste Treatment Methods 

Substance This material must be contained and not disposed to sewerage systems, drains or 
waterways. Prohibited from disposing of the remaining ingredients into the 
environmental media, without prior processing in accordance with Government 
Regulation No.101/ 2014, concerning the Management of Hazardous and Toxic 
Waste 
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Container Dispose of all waste containers and used drums in accordance with local authority 

guidelines. Empty containers must be decontaminated by rinsing with water. Non- 
returnable containers should be de-gassed prior to disposal. Waste containers can 
either be reused for the same material or disposed in accordance with Government 
Regulation No. 101/ 2014, concerning the Management of Hazardous and Toxic 
waste. 

 
Local Regulation Suitable for incineration by approved agent under controlled conditions if 

permitted by local authorities, otherwise disposal must be in accordance with local 
waste and environmental authority requirements. 

 

 
 Section 14 : Transport Regulations  

 
This section provides basic shipping classification information. Refer to appropriate transportation 
regulations for specific requirements. 

Applicable for Road and Rail Transport/ Marine Transport / Air Transport 

UN Number 1993 
Proper Shipping Name Thinner 
Hazard Class 3 
Packing Group 

 Section 15 : Regulatory Information  
 

The regulatory information is not intended to be comprehensive. Other regulations may apply to this 
material 

National Regulatory Information 

Malaysia 
Applicable national regulation: 

 
Occupational Safety and Health Act 1994 (Act 514) 
Occupational Safety and Health (Classification, labeling and Safety data Sheet of Hazards 
Chemicals) Regulations 2013 

 
Industry Code of Practice on Chemicals Classification and Hazard Communication 2014 

 
 
 

 
 Section 16 : Other Information  
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Reasons for Issue New Format  

Issue Date 29-01-2019 
Revision Date 03-01-2024 
Version 2 

Legend N.E Not Established 
 TWA Time Weight Average 
 TLV Threshold Limit Values 
 ACGIH American Conference of Governmental Industrial 
  

LD50 
Hygienists 
50% Lethal Dose 

 LC50 50% Lethal Concentration 
 OSHA Occupational Safety and Health Administration 
 PEL Permissible Exposure Limit 
 STEL Short Time Exposure Limit 

 

Disclaimer: 
The information is given in good faith and related only to the specific material designated and may not 
be valid for such material in combination with any other material or in any process. Such information is 
to the best of our knowledge and belief based on laboratory test and practical experience, reliable as of 
the date of this safety data sheet. However, no representation, warranty or guarantee, is made as to its 
accuracy, reliability or completeness. It is the user‘s responsibilities to determine whether this product is 
fit for a particular purpose and method of application and assumes all risk and liability associated 
herewith. We do not accept liability, expressed or implied, for any loss or damage that may occur from 
the use of this information. All technical information is subjects to change without notice. 


