
KLE1027 -A TEX
LED Explosion Proof Light

Specification

Classifications:

LCIE 21 ATEX 3003 X

Ambient Temperature: -40°C ~ +50°C

IP66

RoHS-2015/863/EU

LVD-2014/35/EU

RoHS-2011/65/EU

EMC-2014/30/EU

CNEX

Gas: Zone 1，Zone 2 Temperature Class: T5 / T6

Dust: Zone 21，Zone 22 Surface Temperature: +80°C / +95°C

Photobiological Safety

Impact Resistance (shock): IK09

EN/IEC 60079-31:2014

EN/IEC 60079-7:2015 + A1:2018

II 2 G Ex db eb IIB+H2 T6…T5 Gb

II 2 D Ex tb IIIC T80°C…T95°C Db

EN/IEC 60079-0:2018

EN/IEC 60079-1:2014

Authorized Distributor by:
EGE TECHNOLOGY SDN BHD (201201031202)

www.egetech.com.my



Features & Benefits:

1 Environmentally Friendly 6 0,000 hrs lifetime.

2 Superior color rendering index compared to HPS, LPS or MV.

3 Low temperature applications to -40℃ and high temperature up to 50℃.

4 Best-in-class efficacy-Up to 110 lumens per watt.

5 Professional light distribution design, uniform and comfortable lighting.

6 Temperature compensation technology for longer life.

7 Low maintenance costs and power consumption reduced by over 50%.

1 Angle disc design, faster installation and more precise adjustment of the irradiation angle.

2 SUS304 stainless steel fasteners, better corrosion resistance.

3 Tempered glass, high light transmittance and impact resistance.

4 Horizontal heat dissipation channel design, heat dissipation is faster.

5 Independent wiring cavity makes wiring more convenient and reliable.

6 Double cable entry design, make the installation and configuration are more reasonable.

Additional Features:

Standard 6-12KV surge protection.

Beam angle are optional form 60° , 90° and 120° .

5-year warranty.
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LED Explosion Proof Light-KLE1027

Key Features:
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Standard Materials:

Body: ADC12

Lens: tempered clear glass

Quick wiring block

Input cable: 3×2.5 mm² Cable size：2×M25/2×NPT3/4  

Marine anticorrosive spray paint (optional)
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Catalog Number Logic

Certification Guide:

1 BASIC SERIES
KLE1027

Catalog logic is for explaining catalog number structure only.
Not all combinations are possible; consult factory for catalog numbers not listed in charts.

KLE1027 - U - 120 - 50 -12 - XX

Photometr
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c Data:

* All values typical unless otherwise stated (tolerance +/- 10%)

1 2 3 4 5 6

2 VOLTAGE/FREQUENCY
U=100-277VAC 50/60Hz

70=70 Watt 120=120 Watt

50=50 Watt 80=80 Watt 150=150 Watt

60=60 Watt 100=100 Watt 200=200 Watt

5 LIGHT DISTRIBUTION ANGLE

06=60°x 60°

09=90°x 90°

12=120°x120°(Standard)

6 OPTIONS
SM = Seating Mount  

WM = Wall Mount  

CM = Ceiling Mount

4 CCT
50=5000K CCT(Standard)  

60=6000K CCT

40=4000K CCT

LED Explosion Proof Light-KLE1027
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3 LAMP WATTAGE

Model Wattage Operating Voltage
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Temperature

KLE1027U505012X 50W 100-277VAC 50/60Hz 6100 122 120° 70 5020 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U605012X 60W 100-277VAC 50/60Hz 7320 122 120° 70 5040 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U705012X 70W 100-277VAC 50/60Hz 8540 122 120° 70 5018 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U805012X 80W 100-277VAC 50/60Hz 9760 122 120° 70 5023 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U1005009X 100W 100-277VAC 50/60Hz 12800 128 90° 70 5024 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U1205009X 120W 100-277VAC 50/60Hz 14040 117 90° 70 5021 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U1505009X 150W 100-277VAC 50/60Hz 17550 117 90° 70 5018 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U2005009X 200W 100-277VAC 50/60Hz 23400 117 90° 70 5015 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U1005006X 100W 100-277VAC 50/60Hz 12900 129 60° 70 5024 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U1205006X 120W 100-277VAC 50/60Hz 15480 129 60° 70 5021 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U1505006X 150W 100-277VAC 50/60Hz 18150 121 60° 70 5018 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃

KLE1027U2005006X 200W 100-277VAC 50/60Hz 22600 113 60° 70 5015 -40°C ≤ Ta≤ +50°C II2 G Ex db eb IIB+H2 T6…T5 Gb II2 D Ex tb IIIC T80°C…T95°C Db 80℃
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Mounting:   

LED Explosion Proof Light-KLE1027

Dimensions and Packing:

Unit：mm

Nameplate size:

Model Dimensions(mm) QTY per carton(PCS) Net Weight(Kg) Gross Weight(Kg) Carton Size(mm) Shipping Volume(m³ )

KLE1027U50 270×220×103 2 10.6 11.4 590×395×200 0.047

KLE1027U60 270×220×103 2 10.6 11.4 590×395×200 0.047

KLE1027U70 270×220×103 2 10.6 11.4 590×395×200 0.047

KLE1027U80 270×220×103 2 10.6 11.4 590×395×200 0.047

KLE1027U100 350×280×104 1 8.0 9.0 410×360×170 0.025

KLE1027U120 350×280×104 1 8.0 9.0 410×360×170 0.025

KLE1027U150 350×280×104 1 8.0 9.0 410×360×170 0.025

KLE1027U200 350×280×104 1 8.5 9.5 410×360×170 0.025
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