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Environmental Control

JSCH-Series
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Temperature Range
-20°C~120°C

Y Humidity Range
J 40 % ~ 95 % RH

Program Controller
LCD Display
10 Patterns 100 Segments

foption] RS-232C or 485
Serial Interface
Multi-Drop up to 31 Instruments

MODEL CAPACITY TEMPERATURE HUMIDITY

JSRH-Series
Premium Model

Temperature Range
-40°C ~150°C

Humidity Range
35% ~98 % RH

Touch Screen
5.6" Color TFT Display
120 Patterns 1200 Segments

RS-232C or 485 Serial Interface
Multi-Drop up to 31 Instruments

Data Storage
SD or MMC Card

Temp. & Humidity
Trend Data Recording
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MODEL CAPACITY TEMPERATURE HUMIDITY

JSCH-070CP 70L JSRH-150CP 150 L
10°C - 80°C 60 ~ 90 % RH
JSCH-100CP 100 L JSRH-250CP 250 L
1 | | | JAURE = U i s
JSRH-500CP 500 L
JSCH-070CPL 70L
-20°C~120°C  40-95%RH JSRH-800CP 800 L
JSCH-100CPL 100 L

] JSRH-150PL 1501

www.jsresearch.co.kr

JSRH-250CPL 250 L

-40°C ~ 150 °C 35-~98%RH
JSRH-500CPL 500L
JSRH-800CPL 800 L

JS Research Inc.
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JSTH-Series
Floor Standing

Temperature Range
-20°C-~-120°C

Humidity Range
35% ~98 % RH

Program Controller
LCD Display
10 Patterns 100 Segments

[opTion] RS-232C or 485
Serial Interface
Multi-Drop up to 31 Instruments

MODEL CAPACITY TEMPERATURE HUMIDITY

JSTH-150CP 150 L

JSTH-250CP 250 L
10°C~80°C 60 ~ 90 % RH

JSTH-500CP 500 L

JSTH-800CP 800 L

I R R R

JSTH-150CPL 150 L

JSTH-250CPL 250 L
-20°C~120°C 50 ~ 95 % RH

JSTH-500CPL 500 L

JSTH-800CPL 800 L

X = Arch: 041-856-3677

Sales : +82-41-856-3677

Battery Test Chamber
Drug Stability Chamber

Temperature Range
+0°C~70°C

Humidity Range
30% ~85%RH

Constant Temperature
Controller

Touch Screen
5.6" Color TFT Display
120 Patterns 1200 Segments

RS-232C or 485 Serial Interface
Multi-Drop up to 31 Instruments

Temp. & Humidity
Trend Data Recording
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MODEL CAPACITY TEMPERATURE HUMIDITY

JSBS-150C 150 L
JSBS-250C 250 L
+0°C~70°C =
JSBS-420C 420 L
JSBS-520C 520 L
I R R R
JSDS-300C 300 L
JSDS-420C 420 L
+10°C~70°C 30~ 85%RH
JSDS-960C 964 L

info@jsresearch.co.kr




TEMPERATURE

Gliaiils & HUMIDITY

CHAMBER Environmental Control

JSC-950 JSRH-Basic Control JSC-2500 JSRH-Optional Control

Emp— 5.6" TFT-LCD

5.7" TFT-LCD

» High Resolution 640 x 480
» SD Memory Card
Data in internal memory

» High Resolution 640 x 480
» 64 MB internal memory
including trend data,

set up parameter storage including trend data,

set up parameter saved in
SD memory Card

Programming

» 120 Patterns 1200 Segments
up to 999 hour 59 min 59 sec

o - Programming

un | rmapn oo mm | on

» 120 Patterns 1200 Segments
up to 999 hour 59 min 59 sec

R ZeneIEIDlC A » 9 Zone PID Groups

Monitoring

» Displays real time trend graph

» Displays recorded trend graph
E—= Data Transfer

“ » Uploading data, pattern,

parameter from memory to PC

» Records data into memory

: Data
s Transfer
sesansan

» Data monitoring PC Software

Easy-to-Use

Data handling » User interface allows easy

software

pattern program editing

» Displays graphical pattern

Pattern Editing

- pload jE=p
i} » Saved pattern can be recalled
-
load ‘

as graphical interface
Downloat ‘ *Dowr\lcad
Up to

» Easy uploading and downloading
E """ 30 units.

Pattern Editing

» Saved pattern can be recalled
as graphical interface

parameters and patterns

» Easy uploading and downloading

parameters and patterns

PC Software

» Control and Monitoring software
» RS-232C or RS-485 Multi-Drop
Communication

www.jsresearch.co.kr

PC Software

» Control and Monitoring software

» SD Memory Card Data Handling

» RS-232C or RS-485 Multi-Drop
Communication

JS Research Inc.
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Convenience

Optional Accessories

D Access Port

» @ 50 mm with screw cap
to connect cables
in the chamber

» 50 mmo| HAMA ZE
Ha| oA M =
%5 Aojge Az

» Easy to access

P Chart Recorder

» Temperature and humidity
trend monitoring and data
storage

' 2EE HOIE 7| Ea ES
¢let 6 2 XtE 2 AT

2 Chamber Light

» Helps convenient monitoring
maintenance system of chamber during operation

(JSRH-models only)

VRS S AH L
X

QR E4E 98 Hal

¥y

==

» Built-in water tank
for humidifier
(JSRH-models only)

» Removes fog and frost to
keep clear view
(JSRH-models only)
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TEMPERATURE

GliaEiils & HUMIDITY

CHAMBER JSTH-Series
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Specifications
Temp. Range -20°C~120°C (+10°C ~80°C)
Accuracy + 0.2°Cat 20°C (JSTH-150)

Uniformity + 0.7 °Cat 20°C (JSTH-150)
Humidity Range 50% -~95%RH

Accuracy +0.3%at60% (JSTH-150)
Uniformity +1.0%at 60 % (JSTH-150)
Control Graphic LCD Programmable Control

10 Patterns 100 Segments

RS-232C or RS-485 Multi-Drop [opPTION]
Sensor Temperature Class APt-100 Q Sensor

Humidity Electronic Sensor
Safety Over-Temperature Cut-Off

Over Current Cut-Off
Material Body : Epoxy Powder Coated Steel

Chamber : Stainless Steel 304
Electric JSTH-150, JSTH-250

220+10% VAC 50/60Hz 1-Phase

Temp.  -20°C-120°C JSTH-500, JSTH-800
220=10% VAC 50/60Hz 1-Phase

Humidity 50 % ~ 95 % RH or 380+ 10% VAC 50/60Hz 3-Phase 4-Wire

Program Controller Plug config. or

10 Patterns 100 Segments
) 30 Amp 50 Amp

RS-232C or 485 Serial Interface

Multi-Drop up to 9 Instruments
)

www.jsresearch.co.kr JS Research Inc.
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Control Accuracy

» Graphic LCD Programmable PID Controller
» 10 Patterns memory 100 Segments 999 times repeatable
» RS-232C or RS-485 Multi-Drop serial communication up to

Convenience

» Outer door with double gasket and compression door lock
» @ 50mm access port for easy connection of cables
» Triple layered sight glass window

9 instruments and PC software [opTiON]
» Maximum 6 zone PID group for different temperature and

» 0|5 ZofufZar A 0| Foj FE A L& =0 Ha TA
humidity range for better control accuracy A 7:

= (=}
»d50mmo| WAL ZEE= HESHA HH W22 Aol AZE

» Temperature calibration and auto-tuning function
T REl FAE

» Class APt-100 Q sensor and electronic humidity sensor

el

»SJAFE £0.1°C, 0.1% RHO| M3t PID 2EZ Safety
» 10D 8 ME& o 22| 1004 1HE, 9993| £ =Dt

» RS-232C, RS-485 C} & £41 x| 2o 2 9rf 71| PC A
P EFEE 258 FUEE 6742 zone PID XN Of
2Ry, QERE 75 WE

» Class A Pt-100 Q 2 & Mo , ® At £ M A

H

Ho

= » DUAL OVER TEMP. CUT-OFF

of x| & » MAX TEMP CUT-OFF

» LOW WATER LEVEL ALARM

» OVER CURRENT CUT-OFF : Electrical Leakage Breaker

Accessories
Pe rformance Art No. Descriptions
» Ideal for ambient range temperature and humidity test OER-010 6-Channel Chart Recorder

» Optimized control system for ambient conditions allows

long term stability and reliability test at constant Perforated Shelf, Stainless Steel 304

temperature and humidity condition PHS-A06 for JSTH-150 W470 x D480 mm
PHS-A09 for JSTH-250  W570 x D580 mm

P E2 2R AR HRNM KMo Ko 53 U= PHS-A19 for JSTH-500  W770 x D680 mm
A LRl O HAEO Xt PHS-A16 for JSTH-800 W970 x D780 mm

P A HBtE REE MOsHoR IHE 220 S 2209
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Ordering

Information JSTH-150CP JSTH-250CP JSTH-500CP JSTH-800CP

Control Range +10 °C ~ 80 °C (without humidity) 60% ~90% RH

JSTH-150CPL JSTH-250CPL JSTH-500CPL JSTH-800CPL

Control Range

-20 °C - 120 °C (without humidity) 50% ~95% RH

150 L 252 L 448 L 800 L
+0.2°C +0.3°C +0.3°C +0.4°C
+0.7°C +0.7°C +1.0°C +1.2°C
+0.3% +0.4% +0.4% +0.8%
+1.0% +1.5% +1.8% +2.5%

500 x 500 x 600 600 x 600 x 700 800 x 700 x 800 1000 x 800 x 1000
1030 x 905 x 1505 1130 x 1005 x 1655 1380 x 1135 x 1805 1530 x 1235 x 2035
2/20 3/24 3724 41724
® 50 mm
External Supply
4.5 kW 4.8 kW 5.5 kW 6.0 kW
CFC Free Air Cooled Compressor
24.1 (24.8) Amp 25.7 (26.1) Amp 29.3 (30.5) Amp 32.1(35.2) Amp
30 AMP 30 AMP 30 AMP 50 AMP

Specificationsin () for CPLseries
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