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Application and Dosing

Dose in relation to
application and degree
of soil. Follow below
instructions.

Floor surfaces: can
be applied in auto-
scrubbers.
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L Manual floor
cleaning: wipe the
floor with a clean
mop.

Deep cleaning: clean
the floor with a single
disc machine and
a green pad or a
scrubbing brush.

Cement film remover
■  Heavy-duty ■  High-performance ■  Safe

Product profile
■ TANEX cement-ex is an economical deep and final cleaner for cleaning of buildings prior to handover.
■ TANEX cement-ex is a heavy-duty cleaner which can be multi-used on acid resistant stone floors.
■ TANEX cement-ex helps to remove cement dust, lime scale or grout which remain after the laying of acid resistant

natural and artificial stones as well as ceramic tiles.
■ TANEX cement-ex is acidic special cleaner and is safely applicable.

Area of application
■ For all acid resistant mineral surfaces. Not suitable for calcareous natural stone floors (e.g. marble) and artificial

stones as well as acid sensitive ceramic tiles and cement screeds.

Ingredient declaration
For the ingredients list, please see the Safety Data Sheet

Sustainable development and production

Product safety, storage and environmental instructions
Safety: For professional use only. For further information see Safety Data Sheet.
Storage: Store at room temperature in the original container. Keep from freezing.
Environmental: Only give completely emptied packaging to a special waste disposer.

Sales units

Order No. 712868  2 x 5 L
Order No. 708722  1 x 10 L

pH-Value 0
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